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1
Introduction

The E-UTRA U-plane specification editors were tasked to provide a draft text for a CR to the E-UTRA RRC specification (TS 36.331) to introduce configurable U-plane parameters. A draft text proposal for such a CR for E-UTRA RLC parameters was distributed over the RAN2 email reflector on January 31st, which received only one comment. This text proposal has been updated according to the comment which was received and has been provided in section 2 of this document.

2
Draft text proposal
=== First modified section ===
6.3.2.2
Radio resource configuration

	Name
	Need
	Multi
	Type/ reference
	Semantics description
	Ver

	SRB list
	
	
	<ref>
	
	

	>Parameters for each SRB
	
	
	<ref>
	
	

	>>PDCP configuration, for SRBs
	
	
	<ref>
	
	

	>>RLC configuration
	C SRB/DRB setup
	
	6.3.2.x RLC configuration
	
	

	>>RB mapping information
	
	
	<ref>
	
	

	SAE bearer list
	
	
	
	
	

	>Parameters for each SAE bearer
	
	
	
	
	

	>>Parameters for each DRB
	
	
	<ref>
	The term DRBs is used to distinguish (user) Data Radio Bearers from SRBs
	

	>>>PDCP configuration, for DRBs
	
	
	<ref>
	
	

	>>>RLC configuration
	C SRB/DRB setup
	
	6.3.2.x RLC configuration
	
	

	>>>RB mapping information
	
	
	
	
	

	Transport channel configuration
	
	
	
	Further detailed structure to be specified
	

	Physical channel configuration
	
	
	
	
	


	Condition
	Explanation

	SRB/DRB setup
	The IE is MP if the corresponding SRB/DRB is being setup; otherwise the IE is OC.


=== Next modified section ===
6.3.2.x
RLC configuration
	Name
	Need
	Multi
	Type/ reference
	Semantics description
	Ver

	CHOICE UL RLC mode
	OC
	
	
	Indicates if RLC data transfer mode is TM, UM or AM.
At least one of CHOICE UL RLC mode or CHOICE DL RLC mode must be present.
	

	>TM RLC
	
	
	NULL
	
	

	>UM RLC
	
	
	
	
	

	>>SN field length
	C SRB/DRB setup
	
	Integer(5, 10)
	RLC SN field size [bits].
	

	>AM RLC
	
	
	
	
	

	>>T_poll_retransmit
	C SRB/DRB setup
	
	Integer(FFS)
	Value of timer T_poll_retransmit [milliseconds].
	

	>>Poll_PDU
	FFS
	
	Integer(FFS)
	Value of constant Poll_PDU [PDUs].
	

	CHOICE DL RLC mode
	OC
	
	
	Indicates if RLC data transfer mode is TM, UM or AM.
At least one of CHOICE UL RLC mode or CHOICE DL RLC mode must be present.
	

	>TM RLC
	
	
	NULL
	
	

	>UM RLC
	
	
	
	
	

	>>SN field length
	C SRB/DRB setup
	
	Integer(5, 10)
	RLC SN field size [bits].
	

	>>T_reordering
	C SRB/DRB setup
	
	Integer(FFS)
	Value of timer T_reordering [milliseconds].
	

	>AM RLC
	
	
	
	
	

	>>T_reordering
	C SRB/DRB setup
	
	Integer(FFS)
	Value of timer T_reordering [milliseconds].
	

	>>T_status_prohibit
	OC
	
	Integer(FFS)
	Value of timer T_status_prohibit [milliseconds].
If the corresponding SRB/DRB is being setup, the absence of this IE means that the status prohibit function is not configured. 
	


	Condition
	Explanation

	SRB/DRB setup
	The IE is MP if the corresponding SRB/DRB is being setup; otherwise the IE is OC.


3
Conclusion
It is proposed to agree on the text proposal provided in section 2.
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