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-------------------------------------------------------------- Text start --------------------------------------------------------------
11.6.2.7
HARQ procedure for HS-SCCH less operation (FDD only)

When the HS-SCCH less mode of operation is enabled, the UE shall be able to strore 13 TTIs in a cyclic soft buffer.

For each received MAC-hs PDU provided by the lower layers the UE shall:

-
If the associated HS-SCCH corresponds to an HS-SCCH less retransmission as defined in subclause 4.6A.2.1.2 of [16]:
-
if the data in the soft buffer identified by the TTI [5*CFN + subframe number - 6 – PTR]mod 13 has not been decoded successfully:
-
combine the received data with the data currently in the soft buffer identified by [5*CFN + subframe number - 6 – PTR]mod 13 where  PTR is the value of the pointer to the previous transmission as defined in subclause 4.6A.2.1.2.1 of [16].

-
If the data in the soft buffer has been successfully decoded and no error was detected;

-
deliver the decoded MAC-hs PDU to the reordering entity;

-
generate a positive acknowledgement (ACK) of the data corresponding to this TTI.

-
else:

-
place the combined data for the HS-SCCH less TTI in the soft buffer identified by [5*CFN + subframe number]mod 13, replacing any data previously stored in that buffer.

-
generate a negative acknowledgement (NACK) of the data corresponding to this TTI.

-
Else if the associated HS-SCCH corresponds to a HS-SCCH type 1 as defined in subclause 4.6 of [16];

-
process the received MAC-hs PDU provided by the lower layers as per subclause 11.6.2.2.

-
Else if HS-SCCH less operation is active according to the definition in [13];

-
If the data has been successfully decoded and no error was detected;

-
deliver the decoded MAC-hs PDU to the reordering entity;

-
generate a positive acknowledgement (ACK) of the data corresponding to this TTI.

-
else

-
place the data for the HS-SCCH less TTI in the soft buffer identified by [5*CFN + subframe number]mod 13, replacing any data previously stored in that buffer.
-------------------------------------------------------------- Text end --------------------------------------------------------------















































































































































































































































































































































































































