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Discussion and Decision
1 Introduction

The current data handling during HO is based on the assumption that the RLC mode for a DRB cannot change during Handover.  

It is proposed to capture this in the RRC specification.

2 Text proposal
5.3.9
Radio resource configuration

5.3.9.1
SRB addition/ modification

The UE shall:

1>
if the received radioResourceConfiguration includes the srb-ToAddModifyList:

2>
for each srb-Identity value included in the srb-ToAddModifyList that is not part of the current UE configuration (SRB establishment):

3>
if the rlc-Configuration is set to ‘explicit’:

4>
establish an RLC entity in accordance with the received RLC-Configuration IE;

3>
else if the rlc-Configuration is set to ‘default’:

4>
establish an RLC entity in accordance with the default configuration for SRB1 as specified in 9.2.1.1;

3>
if the logicalChannelConfig is set to ‘explicit’:

4>
establish a DCCH logical channel in accordance with the received LogicalChannelConfig IE;

3>
else if the logicalChannelConfig is set to ‘default’:

4>
establish a DCCH logical channel in accordance with the default configuration for SRB1 as specified in 9.2.1.1;

2>
for each srb-Identity value included in the srb-ToAddModifyList that is part of the current UE configuration (SRB reconfiguration):

3>
if the rlc-Configuration is set to ‘explicit’:

4>
reconfigure the RLC entity in accordance with the received RLC-Configuration IE;

3>
else if the rlc-Configuration is set to ‘default’:

4>
reconfigure the RLC entity in accordance with the default configuration for SRB1 as specified in 9.2.1.1;

3>
if the logicalChannelConfig is set to ‘explicit’:

4>
reconfigure the DCCH logical channel in accordance with the received LogicalChannelConfig IE;

3>
else if the logicalChannelConfig is set to ‘default’:

4>
reconfigure the DCCH logical channel in accordance with the default configuration for SRB1 as specified in 9.2.1.1;

5.3.9.2
DRB release

The UE shall:

1>
if the received radioResourceConfiguration includes the drb-ToReleaseList:

2>
for each drb-Identity value included in the drb-ToReleaseList that is part of the current UE configuration (DRB release):

3>
release the RLC entity;

3>
release the DCCH logical channel;

2>
indicate the release of the DRB(s) to upper layers;

5.3.9.3
DRB addition/ modification

The UE shall:

1>
if the received radioResourceConfiguration includes the drb-ToAddModifyList:

2>
for each drb-Identity value included in the drb-ToAddModifyList that is not part of the current UE configuration (DRB establishment):

3>
establish an RLC entity in accordance with the received RLC-Configuration IE;

3>
establish a DCCH logical channel in accordance with the received LogicalChannelConfig IE;

2>
for each drb-Identity value included in the drb-ToAddModifyList that is part of the current UE configuration (DRB reconfiguration):

3>
reconfigure the RLC entity in accordance with the received RLC-Configuration IE;
NOTE:  Change of RLC mode for DRB during an intra-LTE Handover is not allowed.
3>
reconfigure the DCCH logical channel in accordance with the received LogicalChannelConfig IE;

5.3.9.4
DRB re-establishment

The UE shall:

1> If the RRCConnectionReconfiguration message includes for one or more DRBs the IE ‘RLC reset request: 

2>
request RLC to re-establish the corresponding RLC entity/ies;
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