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During RAN1 52bis, RAN1 discussed a chicken-and-egg problem for TDD for the case that the amount of PHICH resources can vary between (downlink) subframes and be one of 0, N or 2N, where N is the amount of PHICH resources indicated in the same way as for FDD on the PBCH. Once the UL/DL allocation is known, the amount of PHICH resources is known in each subframe using a given table. 

The discussion was focused on whether to change the transmission of UL/DL allocation from SIB to MIB, in the end RAN1 agreed on the following given that RAN2 already agreed on the transmission of SI-1 always in subframe #5 during RAN2#61bis meeting:
•No change to current P-BCH/DBCH content, i.e. 3 bits information about TDD UL/DL allocation is transmitted in SI-1.

•Blind detection of PDCCH to decode SI-1 in subframe #5 to solve the chicken-and-egg problem of TDD PHICH. 

•To reduce the number of blind decoding attempts, restrict the position of PDCCH for scheduling the SU-1 on the common search space

•PDCCH for scheduling the SI-1 is allocated to the first CCE set of each aggregation of common search space in subframe #5, (3 or 6 blind decoding attempts in TDD case) 

2. Actions:

RAN1 kindly asks RAN2 to take the RAN1 decision into consideration.
3. Date of Next TSG-RAN WG1 Meetings:

TSG-RAN WG1 Meeting #53
May 5-9, 2008

Kansas City, US
TSG-RAN WG1 Meeting #53bis
June 30-July 4, 2008
Warsaw, Poland
