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1. Introduction
RAN4 would like to inform RAN2 that RAN4 has agreed on the reporting range of RSRP measurement quantity. The reporting range of RSRP is agreed to be defined from -140 dBm to -44 dBm with resolution of 1 dB [1]. This corresponds to 98 reported values as quoted below from the agreed text proposal [1]: 

Table 9.1.x-1: RSRP measurement report mapping
	Reported value
	Measured quantity value
	Unit

	RSRP_00
	RSRP ( -140
	dBm

	RSRP_01
	-140 ( RSRP < -139
	dBm

	RSRP_02
	-139 ( RSRP < -138
	dBm

	…
	…
	…

	RSRP_95
	-46 ( RSRP < -45
	dBm

	RSRP_96
	-45 ( RSRP < -44
	dBm

	RSRP_97
	-44 ( RSRP
	dBm


It should be noted that RAN4 will not specify the guaranteed accuracy of RSRP over the entire range i.e. no accuracy will be defined at very low RSRP reported values. 
2. Actions To:
RAN WG2:

RAN4 kindly requests RAN2 to define the RRC signalling for the reporting of RSRP while taking into consideration the above RAN4 agreements. 

3. Date of Next TSG-RAN4 Meetings:

I 3GPPRAN4#47bis

16 - 20 June 2008 



Munich, Germany

II 3GPPRAN4#48

18 - 22 Aug 2008 



Korea

III 3GPPRAN4#48bis

29 Sep - 3 Oct 2008    



Edinburgh, UK

IV 3GPPRAN4#49

10 - 14 Nov 2008 



Prague, CZ
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