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Introduction 

Currently the idle mode specification TS 36.304 contains still some FFS and notes on the question of the lifetime of cell reselection priorities for the UE.
2

Discussion and Proposal
In order to finalise 36.304 it is suggested to agree on the following proposals:
 
Chapter 5.2.4.1 contains the FFS if the cell reselection priorities are deleted by the UE when entering RRC connected mode or if they are also valid during the time where the UE is in connected mode (when needed for cell selection for example).

Given the fact that in case a cell selection after RL failure is required, we have already defined requirements for the UE in 36.331. From the customer point of view the most urgent need is to gain service as soon as possible after dropping from E-UTRAN. Hence the priorities provided to the UE should not be used to prioritise cell selection. Further it might happen that the UE moved geographical location and priorities provided by system information (or dedicated) are not valid anymore.
Proposal 1: We propose to agree that the cell reselection priorities are invalid once the UE entered RRC connected mode. 

Another partly open question is related to the validity of provided cell reselection priorities in case of ePLMN or network sharing. The current text in chapter 5.2.4.1 already indicates that the UE shall delete the priorities when “the UE leaves the PLMN which gave dedicated priorities”.

It is clear that common priorities are only valid on the cell from which the information was received. Hence for cell reselection these might also change when the UE moved between equivalent PLMNs. For dedicated priorities we believe that they should only be valid in the PLMN which provided them. In case of change of PLMNs (by PLMN selection) it is clear that the dedicated priorities shall be deleted. We think this covers the case of network sharing. The remaining question relates to the case of cell reselection between two ePLMNs.

We think that also in this case the dedicated priorities shall be deleted by the UE as the camping strategy for particular users might be different in the two PLMN (even though equivalent).
Proposal 2: We propose to agree that the cell reselection priorities provided to the UE with dedicated signalling are only valid within the PLMN which provided them. Hence they shall be deleted by the UE when the serving PLMN changes (so also when moving between equivalent PLMNs). 
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Proposed changes 

START OF MODIFICATION
5.2.4

Cell Reselection evaluation process

5.2.4.1
Reselection priorities handling

Absolute priorities of different E-UTRAN frequencies or inter-RAT frequencies may be provided to the UE in the system information and optionally in the RRC message releasing the RRC connection by the RPLMN. If priorities are assigned via dedicated signalling, the UE shall ignore all the priorities provided in system information. The UE shall delete priorities provided by dedicated signalling when:
· the UE leaves the PLMN which provided the dedicated priorities; or

· Note:
cell reselection between ePLMNs is also considered as “leaving the PLMN”.
· the UE enters RRC_CONNECTED state; or


· the optional validity time of dedicated priorities expires.

Equal priorities between RATs are not supported.

UE shall only perform reselection evaluation for E-UTRAN frequencies and inter-RAT frequencies that are given in system information and for which the UE has a priority.

END OF MODIFICATION
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