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--------------------------------------------First change-------------------------------------------
10.1.3
Measurements

Measurements to be performed by a UE for intra/inter-frequency mobility can be controlled by E-UTRAN, using broadcast or dedicated control. In RRC_IDLE state, a UE shall follow the measurement parameters defined for cell reselection specified by the E-UTRAN broadcast (as in UTRAN SIB). The use of dedicated measurement control for RRC_IDLE state is FFS. In RRC_CONNECTED state, a UE shall follow the measurement configurations specified by RRC directed from the E-UTRAN (e.g. as in UTRAN MEASUREMENT_CONTROL).

Intra-frequency neighbour (cell) measurements and inter-frequency neighbour (cell) measurements are defined as follows:

-
Intra-frequency neighbour (cell) measurements: Neighbour cell measurements performed by the UE are intra-frequency measurements when the current and target cell operates on the same carrier frequency. The UE shall be able to carry out such measurements without measurement gaps. 

-
Inter-frequency neighbour (cell) measurements: Neighbour cell measurements performed by the UE are inter-frequency measurements when the neighbour cell operates on a different carrier frequency, compared to the current cell. The UE should not be assumed to be able to carry out such measurements without measurement gaps.
Whether a measurement is non gap assisted or gap assisted depends on the UE's capability and current operating frequency. The UE determines whether a particular cell measurement needs to be performed in a transmission/reception gap and the scheduler needs to know whether gaps are needed:
-
Same carrier frequency and cell bandwidths (Scenario A): an intra-frequency scenario; not measurement gap assisted.

-
Same carrier frequency, bandwidth of the target cell smaller than the bandwidth of the current cell (Scenario B): an intra-frequency scenario; not measurement gap assisted.

-
Same carrier frequency, bandwidth of the target cell larger than the bandwidth of the current cell (Scenario C): FFS.

-
Different carrier frequencies, bandwidth of the target cell smaller than the bandwidth of the current cell and bandwidth of the target cell within bandwidth of the current cell (Scenario D): an inter-frequency scenario; measurement gap-assisted scenario.

-
Different carrier frequencies, bandwidth of the target cell larger than the bandwidth of the current cell and bandwidth of the current cell within bandwidth of the target cell (Scenario E): an inter-frequency scenario; measurement gap-assisted scenario.

-
Different carrier frequencies and non-overlapping bandwidth, (Scenario F): an inter-frequency scenario; measurement gap-assisted scenario.
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Figure 10.1.3-1: Inter and Intra-frequency measurements scenarios

Measurement gaps patterns are configured and activated by RRC. Measurement gaps are of higher priority than HARQ retransmissions i.e. if an HARQ retransmissions collides with a measurement gap, the HARQ retransmission does not take place.
-------------------------------------------Second change----------------------------------------
10.1.6
Radio Link Failure

Two phases governs the behaviour associated to radio link failure as shown on Figure 10.1.6-1:

-
First phase:

-
started upon radio problem detection;

-
leads to radio link failure detection;

-
no UE-based mobility;

-
based on timer or other (e.g. counting) criteria (T1).

-
Second Phase:

-
started upon radio link failure detection or handover failure;

-
leads to RRC_IDLE;

-
UE-based mobility;

-
Timer based (T2).
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Figure 10.1.6-1: Radio Link Failure

Table 10.1.6-1 below describes how mobility is handled with respect to radio link failure:

Table 10.1.6-1: Mobility and Radio Link Failure
	Cases
	First Phase
	Second Phase
	T2 expired

	UE returns to the same cell
	Continue as if no radio problems occurred
	Activity is resumed by means of explicit signalling between UE and eNB
	Go via RRC_IDLE

	UE selects a different cell which is prepared
	N/A
	Activity is resumed by means of explicit signalling between UE and eNB
	Go via RRC_IDLE

	
	
	
	

	UE selects a different cell  which is not prepared
	N/A
	Go via RRC_IDLE (FFS)
	Go via RRC_IDLE

	NOTE: 
a prepared cell is a cell which has admitted the UE during an earlier executed HO preparation phase.


In the Second Phase, in order to resume activity and avoid going via RRC_IDLE when the UE returns to the same cell or when the UE selects a different cell which is prepared, or when the UE selects a cell which is not prepared, the following procedure applies:

-
The UE stays in RRC_CONNECTED;

-
The UE accesses the cell through the random access procedure;

- 
The UE identifier used in the random access procedure for contention resolution (i.e. C‑RNTI of the UE in the cell where the RLF occurred + physical layer identity of that cell + MAC based on the keys of that cell) is used by the selected cell to authenticate the UE and check whether it has a context stored for that UE:

-
If the  selected cell finds a context that matches the identity of the UE, it indicates to the UE that its connection can be resumed;

-
If the context is not found, RRC connection is released and UE initiates procedure to establish new RRC connection. In this case UE may be required to go via RRC_IDLE (FFS).
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