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----------------------------------1st change------------------------------------

Table 9.2.3.3.3: HSDPA Transport Block Sizes for 1.28 Mcps TDD, for HS-DSCH physical layer category [7, 9]

	TB index (k)
	TB size
[bits]
	TB index (k)
	TB size
[bits]
	TB index (k)
	TB size
[bits]
	TB index (k)
	TB size
[bits]

	0
	NULL
	16
	567
	32
	1421
	48
	3559

	1
	240
	17
	601
	33
	1505
	49
	3769

	2
	254
	18
	636
	34
	1594
	50
	3991

	3
	269
	19
	674
	35
	1688
	51
	4227

	4
	285
	20
	713
	36
	1787
	52
	4477

	5
	301
	21
	756
	37
	1893
	53
	4741

	6
	319
	22
	800
	38
	2005
	54
	5021

	7
	338
	23
	848
	39
	2123
	55
	5318

	8
	358
	24
	898
	40
	2249
	56
	5632

	9
	379
	25
	951
	41
	2381
	57
	5964

	10
	402
	26
	1007
	42
	2522
	58
	6317

	11
	425
	27
	1066
	43
	2671
	59
	6690

	12
	451
	28
	1129
	44
	2829
	60
	7085

	13
	477
	29
	1196
	45
	2996
	61
	7503

	14
	505
	30
	1267
	46
	3173
	62
	7946

	15
	535
	31
	1341
	47
	3360
	63
	8416
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