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1. Introduction

To complete the E-UTRA specification regarding group power control for PUCCH and PUSCH.
2. Discussion
RAN1 introduced group power control for PUCCH and PUSCH via PDCCH format 3, defined in 36.212 in section 5.3.3.1.5. In order to complete the MAC specification we propose to list these RNTIs in the table 7.1. Changes to the MAC specification are shown in the Annex.
3. Conclusion

Proposal 1: We suggest approving the changes in the Annex.
Proposal 2 : We suggest indicating to RAN1 (LS) we have selected the names “TPC-PUCCH-RNTI “ and “TPC-PUSCH-RNTI” as RNTIs used with PDCCH format 3.

4. References

[1] TS 36.212
5. Annex

[Changes to 36.321 V8.2.0]
7.1
RNTI values

RNTI values are presented in Table 7.1-1.

Table 7.1-1: RNTI values.

	Value (hexa-decimal)
	RNTI

	FDD
	TDD
	

	0000-0009
	0000-003B
	RA-RNTI

	000A-FFF2
	003C-FFF2
	C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI, TPC-PUCCH-RNTI and TPC-PUSCH-RNTI

	FFF3-FFFC
	Reserved for future use

	FFFE
	P-RNTI

	FFFF
	SI-RNTI


