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1
Introduction
This contribution provides the TP based on the agreements from the discussion on R2-083165.
· Both frequency specific offset of the serving frequency (Ofs) and Cell specific offset of the serving cell (Ocs) shall be defined in MeasObjectEUTRA.

· The value ranges of both parameters are proposed to be the same as for offsetFreq and cellIndividualOffset in MeasObjectEUTRA.

· Clarify that for detected cells for Ocn the UE shall apply zero offset.
Beginning of Text Proposal
5.5.3.4
Event A3 (Neighbour becomes offset better than serving)

The UE shall:

1>
apply equation A3-1, as specified below, as the entry condition for this event;

1>
apply equation A3-2, as specified below, as the leaving condition for this event;

Equation A3-1 (Entering condition)


[image: image1.wmf]Off

Ocs

Ofs

Ms

Hys

Ocn

Ofn

Mn

+

+

+

>

-

+

+


Equation A3-2 (Leaving condition)
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The variables in the formula are defined as follows:

Mn is the measurement result of the neighbouring cell.

Ofn is the frequency specific offset of the frequency of the neighbour cella
Ocn is the cell specific offset of the neighbour cell. If not configured zero offset shall be applied.
Ms is the measurement result of the serving cell, not taking into account any cell individual offset.

Ofs is the frequency specific offset of the serving frequency (i.e. offsetFreq within MeasObjectEUTRA)
Ocs is the cell specific offset of the serving cell (i.e. servingCellOffset within MeasObjectEUTRA)
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within the VarMeasurementConfiguration for this event)
Off is the offset parameter for this event (i.e. a3-Offset as defined within the VarMeasurementConfiguration for this event)

Mn, Ms are expressed in dBm

Ofn, Ocn, Ofs, Ocs, Hys, Off are expressed in dB
Next subclause
–
MeasObjectEUTRA
The IE MeasObjectEUTRA specifies information applicable for intra-frequency or inter-frequency E‑UTRA neighbouring cells.
MeasObjectEUTRA information element
-- ASN1START

MeasObjectEUTRA ::=




SEQUENCE {


eutra-CarrierInfo




SEQUENCE {},









-- FFS

measurementBandwidth




MeasurementBandwidth


OPTIONAL,
-- Need FFS


offsetFreq







INTEGER (-15..15)

DEFAULT 0,
-- value range FFS

servingCellOffset





INTEGER (-15..15)

DEFAULT 0,
-- value range FFS


-- Neighbour cell list



cellsToRemoveList




NeighCellsToRemoveList


OPTIONAL,
-- Need OP



cellsToAddModifyList



NeighCellsToAddModifyList

OPTIONAL,
-- Need OP



-- Black list



blackListedCellsToRemoveList

BlackListedCellsToRemoveList
OPTIONAL,
-- Need OP



blackListedCellsToAddModifyList

BlackListedCellsToAddModifyList
OPTIONAL
-- Need OP

}
NeighCellsToRemoveList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas)
}

NeighCellsToAddModifyList ::=

SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),

physicalCellIdentity



PhysicalCellIdentity,


cellIndividualOffset



INTEGER (-15..15)





-- value range FFS
}

BlackListedCellsToRemoveList ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {


blackListedCellIndex



INTEGER (1..maxCellMeas)



-- value range FFS
}

BlackListedCellsToAddModifyList ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {


blackListedCellIndex



INTEGER (1..maxCellMeas),



-- value range FFS

blackListedPhysicalCellIdentity

PhysicalCellIdentity

}
-- ASN1STOP

	MeasObjectEUTRA field descriptions

	eutra-CarrierInfo

Identifies E‑UTRA carrier frequency for which this configuration is valid.

	measurementBandwidth

Measurement bandwidth common for all neighbouring cells on the frequency. The need for this IE is FFS (the original intention was that the IE would be mandatory for frequencies other than the serving one and optional for the serving frequency with absence indicating a default value)

	offsetFreq

Offset value applicable to the carrier frequency. Value in dB.

	cellsToRemoveList
List of cells to remove from the neighbouring cell list.

	cellsToAddModifyList
List of cells to add/ modify in the neighbouring cell list.

	cellIndex

Entry index in the neighbouring cell list.

	physicalCellIdentity

Physical cell identity of a cell in neighbouring cell list.

	cellIndividualOffset
Cell individual offset applicable to a specific neighbouring cell.

	blackListedCellsToRemoveList

List of cells to remove from the black list of cells.

	blackListedCellsToAddModifyList

List of cells to add/ modify in the black list of cells.

	blackListedCellIndex

Entry index in the black list of cells.

	blackListedPhysicalCellIdentity

Physical cell identity of a cell in the black list.


End of Text Proposal
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