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1 Introduction
As indicated in the LS [1], RAN1 has agreed on the detection of radio link problems. The detection of radio link problems is defined in 3GPP TS 36.213 section 4.2.1 (see Annex). This paper proposes to update the RRC text to capture RAN1 assumptions. 
Proposed Changes to 36.331 (based on draft CR)
<First Change>
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<Second Change>
5.3.3.4
Reception of the RRCConnectionSetup by the UE

NOTE:
Prior to this, lower layers allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
establish SRB1 in accordance with the received radioResourceConfiguration and as specified in 5.3.10;

NOTE 1:
The details of how the signalling radio bearer configuration is signalled are FFS, i.e. the use of a default RLC configuration has been agreed for SRB1. Use of default configurations for other parts of the Radio resource configuration is not precluded.

1>
If stored, discard the Inter-frequency priority information and the Inter-RAT priority information provided via dedicated signalling using the IE idleModeMobilityControlInfo;

1>
stop timer T300;

1>
stop timer T302, if running;
1>
stop timer T303, if running;

1>
stop timer T305, if running;

1>
stop timer T320, if running;

1>
enter RRC_CONNECTED state;

1>
stop the cell re-selection procedure;
1>
start radio link monitoring as specified in [16];
1>
set the content of RRCConnectionSetupComplete message as follows:

2>
set the selectedPLMN-Identity to the PLMN selected by upper layers [TS 23.122, TS 24.008] from the PLMN(s) included in the plmn-IdentityList broadcast, within SystemInformationBlockType1, in the cell where the RRC connection was established;

2>

if upper layers provide the ‘Registered MME’, set the registeredMME as follows:

3>
if the PLMN identity of the ‘Registered MME’ is different from the PLMN selected by the upper layers, set the IE plmnIdentity to the value received from upper layers;

3> set the IEs mmegi and mmec to the value received from upper layers;

2>
set the nas-DedicatedInformation to include the information received from upper layers;

2> submit the RRCConnectionSetupComplete message to lower layers for transmission, upon which the procedure ends.
<Third Change >
5.3.8.3
Reception of the RRCConnectionRelease by the UE

The UE shall:

1>
stop radio link monitoring as specified in [16];

1>
delay the following actions defined in this sub-clause 60ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the  RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
indicate the release of the RRC connection to upper layers;

1>
release all radio resources;

1>
If the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

2>
store the idleModeMobilityControlInfo
2>
If the cellReselectionPriorityExpiryTimer is included:

3>
start timer T320, with a timer value set according to the value of the cellReselectionPriorityExpiryTimer;

1>
otherwise:

2>
use the idle mobility parameters broadcast in the system information;

1>
If the RRCConnectionRelease message includes the redirectionInformation :

2>
select a suitable cell on the (E-UTRA or inter-RAT) frequency indicated by the redirectionInformation in accordance with the cell selection process as specified in [4];

1>
enter RRC_IDLE.

<Fourth Change >
5.3.11.1
Initiation

The UE shall:

1>
while T300, T301, T304 or T311 is running:

2>
do not act upon radio link problem indications provided by lower layers, i.e. neither act upon receiving indications about physical layer failure problems nor upon receiving indications about Random Access (RA) problems;

NOTE
Radio link problems is the term used to cover the following lower layer problems: physical layer problem, Random Access problem

Upon indication from lower layers that radio problems have been detected, the UE shall:

1>
start a timer T310.

The criteria for detecting radio problems are defined in [16]
.

Upon receiving a Random Access problem indication from the MAC, the UE shall:

1>
start a timer T312.

<Fifth Change >
5.3.11.2
Radio link recovery

When lower layers are no longer reporting radio problems as defined in [16] while T310 was running, the UE shall:

1>
stop timer T310.
NOTE

In this case, the UE resumes the RRC connection without explicit signalling i.e. the UE resumes the entire radio resource configuration.


Upon receiving an indication that the MAC recovered from the Random Access problem while T312 was running, the UE shall:

1> stop timer T312.
<Sixth Change >
5.3.12
UE actions upon moving from RRC_CONNECTED to RRC_IDLE

Upon moving from RRC_CONNECTED to RRC_IDLE, the UE shall:

1>
reset MAC and re-establish RLC for all RBs that are established;

Editor's note:
The above is to stop ongoing procedures e.g. random access.

1>
stop all timers that are running except T320;
1>
stop radio link monitoring as specified in [16];
1>
release all radio resources;
1>
indicate the release of the RRC connection to upper layers;

1>
enter RRC_IDLE.
<Seventh Change >
5.4.2.3
Reception of the RRCConnectionReconfiguration by the UE

If the UE is able to comply with the configuration included in the RRCConnectionReconfiguration message, the UE shall:

1>
perform the Radio resource configuration procedure as specified in 5.3.10;
1>
set the C-RNTI to the value of the newUE-Identity;

1>
consider the target cell to be one on the frequency indicated by the eutra-CarrierFreq with a physical cell identity indicated by the targetCellIdentity;

1>
for the target cell, apply the downlink bandwidth indicated by the dl-Bandwidth;

1>
for the target cell, apply the uplink bandwidth indicated by the ul-Bandwidth;

Editor's note:
It is FFS if a keyIndicator is used to indicate if the UE shall apply the AS-derived keys associated either with the last used or an unused/ cached Kasme;

1>
configure lower layers to apply the indicated integrity protection algorithm immediately, i.e. the indicated integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the indicated ciphering algorithm immediately, i.e. the indicated ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
If the RRCConnectionReconfiguration message includes the measurementConfiguration:

2>
perform the Measurement configuration procedure as specified in 5.5.2;

1>
synchronise to the DL of the target cell;
1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration;

1>
start radio link monitoring as specified in [16];
1>
enter E-UTRA RRC_CONNECTED, upon which the procedure ends.

Editor's note:
It is FFS if 36.331 needs to include a timer to supervise the RA procedure or whether for all cases there are timers running in the other RATs that already provide the required functionality.

Editor's note:
It has been agreed that the UE is not required to determine the SFN of the target cell by acquiring system information from that cell.

Editor's note:
The handling of outstanding signalling/ data may need to be clarified.

Editor's note:
There may be a need to re-map information regarding e.g. EPS bearers, security context, initialisation of variables
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ANNEX (taken from 36.213 v8.3.0)
4.2.1
Radio link monitoring

The downlink radio link quality of the serving cell shall be monitored by the UE for the purpose of indicating radio problem detection status to higher layers. The radio problem detection may be based on cell-specific reference signals.

In non-DRX mode operations, the physical layer in the UE shall every radio frame check the quality, measured over the previous [200ms] period, against thresholds (Qout and Qin) defined implicitly by relevant tests in [6]. 

The UE shall indicate radio problem detection to higher layers when the quality is worse than the threshold Qout and continue until the quality is better than the threshold Qin. 

The start and stop of the radio problem detection monitoring are triggered by higher layers.
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