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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

BSR

Buffer Status Report

C-RNTI

Cell RNTI

CQI

Channel Quality Indicator

E-UTRA

Evolved UMTS Terrestrial Radio Access

E-UTRAN

Evolved UMTS Terrestrial Radio Access Network

MAC

Medium Access Control

PHR

Power Headroom Report

P-RNTI

Paging RNTI 

RA-RNTI

Random Access RNTI

RNTI

Radio Network Temporary Identifier

SI-RNTI

System Information RNTI 

SR

Scheduling Request

SRS

Sounding Reference Symbols

TB

Transport Block
TPC-PUCCH-RNTI
Transmit Power Control-Physical Uplink Control Channel-RNTI
TPC-PUSCH-RNTI
Transmit Power Control-Physical Uplink Shared Channel-RNTI
7.1
RNTI values

RNTI values are presented in Table 7.1-1.

Table 7.1-1: RNTI values.

	Value (hexa-decimal)
	RNTI

	FDD
	TDD
	

	0000-0009
	0000-003B
	RA-RNTI

	000A-FFF2
	003C-FFF2
	C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI, TPC-PUCCH-RNTI and TPC-PUSCH-RNTI

	FFF3-FFFC
	Reserved for future use

	FFFE
	P-RNTI

	FFFF
	SI-RNTI
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