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5.2.4.6

Intra-frequency Cell Reselection criteria

The cell-ranking criterion Rs for serving cell and Rn for neighbouring cells is defined by:
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where:

	Qmeas
	RSRP measurement quantity used in cell reselections.

	Qoffset
	For intra-freq: Equals to Qoffsets,n, if Qoffsets,n is valid, otherwise this equals to 0.
For inter-freq: Equals to Qoffsets,n + Qoffsetfrequency, if Qoffsets,n is valid, otherwise this equals to Qoffsetfrequency.


The UE shall perform ranking of all cells that fulfill the cell selection criterion S, which is defined in 5.2.1.2
The cells shall be ranked according to the R criteria specified above, deriving Qmeas,n and Qmeas,s and calculating the R values using averaged RSRP results.
If a cell is ranked as the best cell the UE shall perform cell re-selection to that cell. If this cell is found to be non-suitable, the UE shall behave according to subclause 5.2.4.4.

In all cases, the UE shall reselect the new cell, only if the following conditions are met:
-
the
new cell is better ranked than the serving cell during a time interval Treselections
-
if the mobile is in high mobility state multiply Treselection  by the IE "Speed dependent ScalingFactor for Treselectionsfor high mobility state” and Qhyst by the IE "Speed dependent ScalingFactor for Qhyst for high mobility state” if sent on system information
-
more than 1 second has elapsed since the UE camped on the current serving cell.
Note: There may need to have additional measurement quantities in criterion R.

Note:
Scaling of measurement rule parameters need to be specified when parameters are finalized.

Note:
Exact scaling parameters for different mobility states are FFS.
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Rs = Qmeas,s + Qhysts 







Rn = Qmeas,n - Qoffset � 




















