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1
Introduction
This paper discusses the optionality of the LogicalChannelGroup field of the LogicalChannelConfig IE.
2 Detailed Discussion
The current definition of the LogicalChannelConfig IE is shown below.
LogicalChannelConfig information element
-- ASN1START

LogicalChannelConfig ::=


SEQUENCE {


ul-SpecificParameters



SEQUENCE {



priority






INTEGER (1..16),



prioritizedBitRate




ENUMERATED {













kB0, kB8, kB16, kB32, kB64, kB128, 













kB256, infinity, ...}, 


logicalChannelGroup




INTEGER (0..3)


OPTIONAL

}

OPTIONAL















-- Cond UL
}

-- ASN1STOP

	LogicalChannelConfig field descriptions

	priority

Logical channel priority in [36.321]. Value is an integer.

	prioritizedBitRate

Parameter: Prioritized Bit Rate [36.321]. Value in kilobytes/second. Value kB0 corresponds to 0 kilobytes, kb8 corresponds to 8 kilobytes and so on.

	logicalChannelGroup

Mapping of logical channel to logical channel group [36.321].


	Conditional presence
	Explanation

	UL
	The IE is mandatory present for UL logical channels; otherwise it is not needed.


Editor's note:
Are the logical channels unidirectional (UL/DL)? If so, should separate logical channel configuration IEs be defined for UL and DL logical channels?

The logicalChannelGroup element is optional but no ‘cond’ clause has been defined, nor does the procedural text contain a description of either the action to be performed in its absence or value to be assumed in its absence.

Alternative 1a: Change “OPTIONAL” to “DEFAULT FFS” if a default value is intended.

Alternative 1b: Add “—Cond Setup” if the presence is mandatory at Setup and optional, continue otherwise.

Alternative 1c:  Add FFS procedural text defining the action to be performed if the IE is not present.
Note: “Default FFS” is not legal asn.1, so if a Alternative 1a is chosen a value for the default also needs to be specified.

3
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