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1 Introduction
This contribution concerns the RRC re-establishment procedure in section 5.3.7 of TS 36.331. More specifically, involving the concept of “service area” and text related to “actions upon re-entry of service area” is unnecessary and hence this contribution provides a text proposal with the intention to remove the text related to this.
2 Discussion and Conclusion
In UTRAN the service area concept was used (in terms of “out of service area” and “in service area”) to control the UE behavior in case the cell selection process could not find a suitable cell.  Further, a UE in UTRAN is not allowed to enter idle mode at loss of coverage while UE is in RRC connected mode. In case UE returns to coverage, it is still connected until some (attach/registration) signaling is performed to another network.
In E-UTRAN the behavior is different since the UE can declare IDLE based on T311 expiry, and the service area concept is not needed in relation to a CONNECTED mode UE. Instead it should be enough in the re-establishment procedure to refer to the cell selection process in TS 36.304. Three different outcomes of the cell selection process can be expected:
1. UE selects an LTE cell leading to a continuation of the re-establishment procedure according to 5.3.7.4.

2. UE selects an IRAT cell leading to that the UE enters IDLE mode.

3. UE cannot find any cell which implies T311 expiration and that the UE enters IDLE mode. 

All of these cases are already covered by the procedural text in 5.3.7. 
Further it should be noted that the latest version of TS 36.133 (RAN4 specification) includes a specified requirement of the maximum delay for the RRC re-establishment procedure. The requirement also refers to the cell search procedure defined in TS 36.304.
From the RRC specification (TS 36.331) perspective, there are mainly two sections using the service area concept, and both of these are related to the RRC re-establishment procedure. More specifically, in the re-establishment procedure described in 5.3.7, there is a section on 5.3.7.3 titled “Actions upon (re-)entry of service area while T311 is running”. This section in turn refers to 5.3.11.4 titled “Criteria for re-entry of service area”. This section is not referred to from any other places in the specification so if it is decided not to be needed in the scenario described it should be removed.
Proposal 1: Remove section 5.3.11.4: Criteria for re-entry of service area from TS 36.331.
Instead of referring to the term “service area” in the re-establishment procedure it is proposed that the instruction change so that the service area term is left out of the procedure. Hence it is proposed to rewrite subsection 5.3.7.3 and to have a different title better reflecting the procedural text included.
Proposal 2: Rewrite section 5.3.7.3 of TS 36.331, including changing the title, according to the text proposal below where the service area concept is removed. 
3 Text Proposal
First change

5.3.7
RRC connection re-establishment

5.3.7.1
General
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Figure 5.3.7.1-1: RRC connection re-establishment, successful
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Figure 5.3.7.1-2: RRC connection re-establishment, failure

The purpose of this procedure is to re-establish the RRC connection, which involves the resumption of SRB1 operation and the re-activation of security. 

A UE in RRC_CONNECTED, for which security has been activated, may initiate the procedure in order to continue the RRC connection. The connection re-establishment succeeds only if the concerned cell is prepared i.e. has a valid UE context. In case E-UTRAN accepts the re-establishment, SRB1 operation resumes while the operation of other radio bearers remains suspended. If security has not been activated, the UE does not initiate the procedure but instead moves to RRC_IDLE directly.
E-UTRAN applies the procedure as follows:

-
to reconfigure SRB1 and to resume data transfer only for this RB;

-
to re-activate security without changing algorithms.

5.3.7.2
Initiation

The UE shall only initiate the procedure when security has been activated. The UE initiates the procedure when one of the following conditions is met:

1>
after having detected radio link failure, in accordance with 5.3.11; or

1>
upon handover failure, in accordance with 5.3.5.6; or

1>
upon integrity failure indication from lower layers; or
1>
upon an RRC connection reconfiguration failure, in accordance with 5.3.5.5.

Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1>
stop timer T312, if running;

1>
start timer T311;

1>
request PDCP to initiate the PDCP Re-establishment procedure for all RBs that are established;

NOTE 1:
The handling of the radio bearers after the successful completion of the L2 re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in [8].

1>
reset MAC and re-establish RLC for all RBs that are established;

1>
select a suitable cell in accordance with the cell selection process as specified in [4];

5.3.7.3
Cell Selection while T311 is running


Upon selecting an E-UTRA cell:
1>
stop timer T311;

1>
start timer T301;

1>
initiate transmission of the RRCConnectionReestablishmentRequest message in accordance with 5.3.7.4;


NOTE 2:
This procedure applies also if the UE returns to the source cell

Upon selecting an inter-RAT cell:

1>
perform the actions upon moving from RRC_CONNECTED to RRC_IDLE as specified in 5.3.12.

5.3.7.4
Actions related to transmission of RRCConnectionReestablishmentRequest message

The UE shall set the contents of RRCConnectionReestablishmentRequest message as follows:

1>
set the IE ue-Identity as follows:
2>
set the c-RNTI to the C-RNTI used in the source cell (handover failure case) or used in the cell in which the trigger for the re-establishment occurred (other cases);
2>
set the cellIdentity to the Physical layer identity of the source cell (handover failure case) or of the cell in which the trigger for the re-establishment occurred (other cases);
2>
set the shortMAC-I to the 16 least significant bits of the MAC-I calculated:

3>
over the concatenation of the ASN.1 encoded CellIdentity of the current cell, PhysicalCellIdentity of the cell the UE was connected to prior to the failure and C-RNTI that the UE had in the cell it was connected to prior to the failure;

3>
with the integrity protection key and integrity protection algorithm that was used in the cell the UE was connected to prior to the failure; and

3>
with all input bits for COUNT, BEARER and DIRECTION set to binary ones.

1>
set the IE reestablishmentCause as follows:
2>
if the re-establishment procedure was initiated due to reconfiguration failure as specified in 5.3.5.5 (the UE is unable to comply with the reconfiguration):
3>
set the reestablishmentCause to the value ‘reconfigurationFailure’;

2>
else if the re-establishment procedure was initiated due to handover failure as specified in 5.3.5.6 (intra-LTE handover failure) or 5.4.3.5 (inter-RAT mobility from EUTRA failure):
3>
set the reestablishmentCause to the value ‘handoverFailure’;

2>
else:
3>
set the reestablishmentCause to the value ‘otherFailure’;

The UE shall submit the RRCConnectionReestablishmentRequest message to lower layers for transmission.

5.3.7.5
Reception of the RRCConnectionReestablishment by the UE

NOTE:
Prior to this, lower layers allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
Stop timer T301;

1>
resume SRB1 after reconfiguring it in accordance with the received radioResourceConfiguration and as specified in 5.3.10;

Editor's note:
It has been agreed that the procedure is the same irrespective of whether the UE returns to the same cell. So, e.g. the UE always derives a new AS base-key (KeNB)

1>
configure lower layers to re-activate integrity protection using the previously configured algorithm immediately, i.e. integrity protection shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply ciphering using the previously configured algorithm immediately, i.e. ciphering shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
send the RRCConnectionReestablishmentComplete message as specified in 5.3.7.6;

1>
Resume the RRC connection with the restriction that the use of all radio bearers other than SRB1 is suspended until a subsequent RRCConnectionReconfiguration message is received;

Editor's note:
A subsequent RRC connection reconfiguration procedure is used to re-activate the measurements. The concerned RRCConnectionReconfiguration message can, for the RLC/MAC & measurement configuration, either apply delta or full signalling. In case of ‘full signalling’ the UE completely deletes the existing configuration and replaces this with the newly received configuration. The use of ‘full signalling’ for PDCP is FFS, but should be aligned with what is agreed for handover. Upon successful connection re-establishment, the UE applies the same rules to the measurement configuration as defined for the case of handover.

5.3.7.6
Actions related to transmission of RRCConnectionReestablishmentComplete message

The UE shall submit the RRCConnectionReestablishmentComplete message to lower layers for transmission.

5.3.7.7
T311 expiry

Upon T311 expiry, the UE shall:

1>
perform the actions upon moving from RRC_CONNECTED to RRC_IDLE as specified in 5.3.12.

Editor's note:
It is up to upper layers to take further action. To facilitate this, the cause of the release may need to be indicated to upper layers.

5.3.7.8
Expiry of T301 or selected cell no longer suitable

The UE shall:

1>
if timer T301 expires; or

1>
if the selected cell becomes no longer suitable according to the cell selection criteria as specified in [4], the UE shall:

2>
perform the actions upon moving from RRC_CONNECTED to RRC_IDLE as specified in 5.3.12.

Editor's note:
It is up to upper layers to take further action. To facilitate this, the cause of the release may need to be indicated to upper layers.
5.3.7.9
Reception of RRCConnectionReestablishmentReject by the UE

Upon receiving the RRCConnectionReestablishmentReject message, the UE shall:

1>
perform the actions upon moving from RRC_CONNECTED to RRC_IDLE as specified in 5.3.12.

Editor's note:
It is up to upper layers to take further action. To facilitate this, the cause of the release may need to be indicated to upper layers.

Next change

5.3.11
Radio link failure related actions

5.3.11.1
Initiation

The UE shall:

1>
while T300, T301, T304 or T311 is running:

2>
do not act upon radio link problem indications provided by lower layers, i.e. neither act upon receiving indications about physical layer failure problems nor upon receiving indications about Random Access (RA) problems;

NOTE
Radio link problems is the term used to cover the following lower layer problems: physical layer problem, Random Access problem

Upon detecting physical layer problems, the UE shall:

1>
start a timer T310.

The criteria for detecting physical layer problems are FFS i.e. whether RRC considers this condition to be met upon receiving a certain number of physical layer failure indications within a predefined time-period.

It is FFS if a counter will be used instead of timer T310.

Upon receiving a Random Access problem indication from the MAC, the UE shall:

1>
start a timer T312.

5.3.11.2
Radio link recovery

Upon detecting physical layer recovery while T310 was running, the UE shall:

1>
stop timer T310.

NOTE

In this case, the UE resumes the RRC connection without explicit signalling i.e. the UE resumes the entire radio resource configuration.

The criteria for detecting physical layer recovery are FFS.

Upon receiving an indication that the MAC recovered from the Random Access problem while T312 was running, the UE shall:

1> stop timer T312.

5.3.11.3
T310 or T312 expiry or RLC failure indication

Upon T310 or T312 expiry or upon indication from RLC that the maximum number of retransmissions has been reached, the UE detects radio link failure and shall:

1>
If security is not activated:

2>
perform the actions upon moving from RRC_CONNECTED to RRC_IDLE as specified in 5.3.12;

1>
else:

2>
initiate the connection re-establishment procedure as specified in 5.3.7.
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