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1. Introduction
The current “Actions upon reception of SystemInformationBlockType8” procedure in 36.331 is incomplete. This contribution provides an update to this procedure.
2. Discussion

The definition of SIB8 is close to being complete and we now need to finalize the procedure “Actions upon reception of SystemInformationBlockType8”.

3. Conclusion

If this contribution is agreed to, a text proposal is given below for inclusion in TS 36.331. 

4. References
[1] R2-07xxxx title, author

5. Text proposal

Start of first change.

5.2.2.15
Actions upon reception of SystemInformationBlockType8
Upon receiving SystemInformationBlockType8, the UE shall:

1>
if the IE CDMA2000-SystemTimeInfo is included:

2>
forward the CDMA2000-SystemTimeInfo to CDMA upper layers;

1>
if the UE is in RRC_IDLE and if the IE searchWindowSize is included:

2>
forward the searchWindowSize to CDMA upper layers;

1>
if the IE hrpd-Parameters is included;
2>
if the IE hrpd-PreRegistrationInfo is included and UE has not received it within a RRCConnectionReconfiguration message after entering this cell:

3>
forward the hrpd-PreRegistrationInfo to CDMA upper layers;
2>
if the IE hrpd-CellReselectionParameters is included:

3>
process and store the hrpd-BandClassList;

3>
if the IE hrpd-NeighborCellList is included:

4>
process and store the hrpd-NeighborCellList;

4>
forward the hrpd-NeighborCellList to the CDMA upper layers;
1>
if the IE oneXRTT-Parameters is included;

2>
if the IE oneXRTT-CSFBRegistrationInfo is included:

3>
forward the oneXRTT-CSFBRegistrationInfo to the CDMA upper layers and only use this information for CS registration towards 1xRTT in the EUTRA cell in which it was received;
2>
if the IE oneXRTT-LongCodeState is included:

3>
forward the oneXRTT-LongCodeState to CDMA upper layers;

2>
if the IE oneXRTT-CellReselectionParameters is included:

3>
process and store the oneXRTT-BandClassList;

3>
if the IE oneXRTT-NeighborCellList is included:

4>
process and store the oneXRTT-NeighborCellList;

4>
forward the oneXRTT-NeighborCellList to the CDMA upper layers;





End of first change.

End of changes.
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