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1 Introduction

This paper captures an agreement on Generic error handling i.e. the removal of the RRCStatus message.

2 Conclusion & recommendation
RAN2 is requested to review and endorse the attached text proposal, that aims to capture the indicated agreement

3 References

[1] 
TS 36.331 E-UTRA RRC specification v830
4 Text proposal (Annex)
6.2.1
General message structure

–
UL-DCCH-Message
The UL-DCCH-Message class is the set of RRC messages that may be sent from the UE to the E‑UTRAN on the uplink DCCH logical channel.

-- ASN1START

UL-DCCH-Message ::= SEQUENCE {


message




UL-DCCH-MessageType

}

UL-DCCH-MessageType ::= CHOICE {


c1





CHOICE {



cdma2000-CSFBParametersRequest


CDMA2000-CSFBParametersRequest,



measurementReport





MeasurementReport,



rrcConnectionReconfigurationComplete
RRCConnectionReconfigurationComplete,



rrcConnectionReestablishmentComplete
RRCConnectionReestablishmentComplete,



rrcConnectionSetupComplete



RRCConnectionSetupComplete,




securityModeComplete




SecurityModeComplete,



securityModeFailure





SecurityModeFailure,



ueCapabilityInformation




UECapabilityInformation,
ulHandoverPreparationTransfer           ULHandoverPreparationTransfer,



ulInformationTransfer




ULInformationTransfer,



spare6 NULL, spare5 NULL, spare4 NULL,



spare3 NULL, spare2 NULL, spare1 NULL


},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP

6.2.2
Message definitions





















	

	











































































�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  





Page 1

