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1
Introduction
To complete the default physical channel configuration, a default value is needed for PUCCH-ConfigDedicated. The parameter defines the default TDD ACK/NACK feedback mode. Choices of the parameter value are bundling which corresponds to use of ACK/NACK bundling whereas, multiplexing corresponds to ACK/NACK multiplexing. 

The default value is bundling which is specified in the RAN1 LS R2-084969 on support of TDD ACK/NACK multiplexing in Rel-8 to RAN2 

Note that the same default value applies to TDD ACK/NACK feedback mode on both PUCCH as well as PUSCH.  
Additionally we need to defined default configuration for tpc-pdcch-ConfigPUSCH and tpc-pdcch-ConfigPUCCH. For those we propose as a default value to disable RNTIs for power control commands.
2
Conclusion
Propose to add the default physical channel configuration value to 36.331 table in 9.2.4 as shown in the TP.
Beginning of Text Proposal
9.2.4
Default physical channel configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDSCH-ConfigDedicated

>p-a
	dB0
	
	

	PUSCH-ConfigDedicated

>deltaOffset-ACK-Index

> deltaOffset-RI-Index

> deltaOffset-CQI-Index
	10

12

15
	
	

	PUCCH-ConfigDedicated
> tddAckNackFeedbackMode
	bundling
	
	

	UplinkPowerControlDedicated

>p0-UePUSCH

> deltaMCS-Enabled

> accumulationEnabled

> p0-UePUCCH

> pSRS-Offset
	0

en0 (disabled)

TRUE

0

7
	
	

	tpc-pdcch-ConfigPUCCH
	disable
	
	

	tpc-pdcch-ConfigPUSCH
	disable
	
	

	CQI-Reporting

> CQI-ReportingPeriodic
	disable
	
	

	SoundingRsUl-Config
	disable
	
	

	AntennaInformationDedicated

>transmissionMode

>codebookSubsetRestriction
	tm1, tm2

N/A
	For 1 antenna, single antenna transmission mode 1 is used as default.

For 2 and 4 antennas transmission mode 2, corresponding to transmit diversity, is used as default.
	

	SchedulingRequest-Configuration
	Disable
	
	


End of Text Proposal
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