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14.1
UE operation

When HS-DSCH reception is configured in the system information broadcast, the UE shall after sending the RRC connection request or Cell Update, while not having a valid C-RNTI, monitor the common H-RNTI value on the HS-SCCH.

When the UE detects the common H-RNTI the UE shall receive the corresponding HS-DSCH TTI;

-
if after decoding the data, the CRC is correct the UE shall pass the data to MAC-ehs;

-
if the UE received MAC-ehs PDU containing CCCH message, the UE passes MAC-ehs PDU to MAC-ehs reordering reassembly function. The UE identity is included in the RRC message;

-
if the UE received MAC-ehs PDU containing SRB#1 message the UE passes MAC-ehs PDU to MAC-ehs reordering reassembly function. UE shall decode the U-RNTI in MAC-c header to determine if the MAC PDU is for it.

When the UE has an RRC connection and a valid C-RNTI and H-RNTI, the UE shall monitor the dedicated H-RNTI on the HS-SCCH.

When the UE detects the correct H-RNTI value the UE shall receive the corresponding HS-DSCH TTI; 

-
if after decoding the data, the CRC is correct the UE passes the data to MAC-ehs for reassembly and reordering; 

-
after MAC-ehs processing the UE passes the complete MAC-ehs SDU directly to the corresponding RLC entity. 

If UE and cell support Enhanced Uplink in CELL_FACH state and Idle mode, then for uplink transmission the UE shall use the common E-DCH, otherwise it shall use the RACH.

During the state transition from CELL_FACH to CELL_DCH, if the reconfiguration message does not include new H-RNTI the UE keeps monitoring the HS-SCCH with the H-RNTI value used in CELL_FACH state during the uplink synchronisation procedure. The UE shall continue to use the H-RNTI in CELL_DCH state after completing the state transition to CELL_DCH state. 

<next modified section>
15.1
UE operation

When HS-DSCH reception is configured in the system information broadcast, the UE shall after receiving a paging indication on PICH for its specific paging group, start monitoring either a stored dedicated H-RNTI value on the HS-SCCH or if the UE does not have a dedicated H-RNTI value, it shall start monitoring the broadcasted HS-PDSCH code using indicated transport block sizes used for PCCH transmissions.

The UE shall monitor either the HS-SCCH or the HS-PDSCH for n subframes after time offset defined between PICH and HS-PDSCH. The parameter n is broadcasted in system information and the maximum value of n is 5 subframes.
When the UE in URA_PCH or CELL_PCH without dedicated H-RNTI detects the PICH identifying PCCH transmission, the UE shall receive the corresponding HS-DSCH TTIs;

-
considering that paging message is retransmitted in n subframes;

-
combine retransmissions to same HARQ buffer;

· if after decoding the data, the CRC is correct the UE shall pass the data to MAC-ehs;
-
if the CRC fails after receiving n subframes the UE resumes the DRX operation. 

NOTE:
When the UE receives the HS-PDSCH due to reception of PCCH, the UE is not required to receive any HS-SCCH.

When the UE in CELL_PCH with dedicated H-RNTI detects the PICH identifying DCCH/DTCH transmission, the UE shall receive the corresponding HS-SCCH subframes:

-
if the UE detects the dedicated H-RNTI on the HS-SCCH, the UE shall receive the corresponding HS-DSCH TTI and indicate RRC to initiate sending the measurement results on RACH in uplink:
-
if after decoding the data, the CRC is correct the UE passes the data to MAC-ehs for reassembly and reordering; 

-
after MAC-ehs processing the UE passes the complete MAC-ehs SDU directly to the corresponding RLC entity.
-
if UE does not detect the dedicated on H-RNTI in any of the n subframes the UE resumes the DRX operation.
The UE shall perform the state transition to CELL_FACH state when sending the measurement results on RACH as defined in 14.2. If UE and cell support Enhanced Uplink in CELL_FACH state and Idle mode, then for uplink transmission the UE shall use the common E-DCH, otherwise the UE shall use the RACH. After initiating the uplink transmission, the UE shall remain in CELL_ FACH state, unless a state change is triggered by RRC signalling. In case, that state change to CELL_DCH is indicated in RRC message the UE shall initiate uplink synchronisation procedure immediately, even if MAC layer has not indicated transmission of the RRC message containing the measurement results on RACH.
During the state transition from CELL_PCH to CELL_DCH, if the reconfiguration message on DCCH does not include new H-RNTI the UE keeps monitoring the HS-SCCH with the dedicated H-RNTI value used in CELL_PCH or URA_PCH state during the uplink synchronisation procedure. The UE shall continue to use the dedicated H-RNTI in CELL_DCH state after completing the state transition to CELL_DCH state.

CELL_DCH state after completing the state transition to CELL_DCH state.
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