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Introduction
This document tries to avoid frequent reception of SIB11 with a minor change.
Discussion
As shown in figure 1, the UE may read paging more than once in a modification period. Whenever UE reads paging indicating ETWS notification, the UE shall receive SIB11 according to scheduling information included in SIB1. 
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Figure 1. The current reception of SIB11 after reading paging indicating ETWS notification
However, once UE has completely read all of the segments in SIB11 in a modification period, if the UE read paging indicating ETWS notification in the modification period, it does not need to continue reading SIB11 e.g. at least until the end of the modification period. It is because delay requirement on SIB11 is not tight compared to SIB10.

Therefore, we propose that if UE has completely read all of the segments in SIB11 in a modification period, the UE is not required to read SIB11 again at least until the end of the modification period.

The figure 2 shows the proposed reception of SIB11. If the UE reads paging indicating ETWS notification in a modification period, it receives SIB11 according to scheduling information included in SIB1. When the UE has completely read all of the segments in SIB11, it forwards the complete secondary notification to higher layers. Afterwards, even if the UE reads paging indicating ETWS notification in a modification period and SIB1 indicates that SIB11 is present, the UE is not required to read SIB11 at least until the end of the modification period.

[image: image2.emf]Modification  Period

Boundary

Modification  Period

Reading 

SIB11

Reading 

SIB11

ETWS ETWS ETWS ETWS ETWS ETWS ETWS

Monitoring

paging

Monitoring

paging

Monitoring

paging

Monitoring

paging

Monitoring

paging

Monitoring

paging

Monitoring

paging

Monitoring

paging


Figure 2. The proposed reception of SIB11 after reading paging indicating ETWS notification
Conclusion

In conclusion, to avoid frequent reception of SIB11 with a minor change, we propose that if UE has completely read all of the segments in SIB11 in a modification period, the UE is not required to read SIB11 again at least until the end of the modification period. 
Text Proposal for 36.331
5.2.2.18
Actions upon reception of SystemInformationBlockType11
Upon receiving SystemInformationBlockType11, the UE shall:

1>
if the value of the etws-ValueTag has changed compared to the value stored:
2>
discard any buffered etws-SecondaryNotification segment;
1>
if all the etws-SecondaryNotification segments are now received:

2>
forward the complete etws-SecondaryNotification to upper layers;
2>
stop reception of SystemInformationBlockType11at least until the end of this modification period;
1>
else if the value of the etws-ValueTag has not changed since the UE has last forwarded a complete etws-SecondaryNotification to upper layers:
2>
discard the etws-SecondaryNotification segment;
2>
stop reception of SystemInformationBlockType11 at least until the end of this modification period;
1>
else:

2>
continue reception of SystemInformationBlockType11;
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