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1 Introduction

This document includes a number of measurement related clarifications. One part concerns clarification regarding the cells to include in a measurement report. The other part relates to the use of speed dependant scaling, adressing both idle and connected.
2 Discussion
2.1 Cells within measurement report
This contribution first of all proposes to clarify which cells are applicable to be included in a measurement report. Currently it is specified that any detected cell is applicable in case the purpose is set to reportCGI. It is obvious this is not the intention, hence the proposal is to clarify the definition of applicable cells. as follows:

· If purpses is reportStrongestCellsForSON (inter-RAT only): any detected cell

· If purpose is reportCGI: any detected cell with a matching physicalCellIdentity

· Else (normal): as it was specified today i.e. observing white- and blacklists, as applicable
It should be noted that white- & blacklists are not observed for SON/ANR measurements (as was already the case).

Proposal 1
Clarify the definition of applicable cells as proposed above

This contribution also aims to further complete the measurement reporting procedure w.r.t. the cells to be included, their ordering and taking into account the maxReportCells i.e. as follows:

· The proposal is to specify the UE behaviour as follows:

· add all cells with the quantities as specified

· order the included cells based on the quantity as specified

· remove the lowest cells in the list (i.e. cells with the lowest quality), if any, such that at most maxReportCells remain

· The above order of steps seems simplest i.e. it difficult to specify which cells to include prior to doing the ordering
· As part of this, field names are aligned in order to facilitate a generalised procedural specification
Proposal 2
Clarify the ordering of cells, taking into account maxReportCells as proposed above

This contribution also includes a proposal for parameters which values ranges still need to be completed:
reportInterval
same interval as used in UTRA, but replacing ms0 by a spare: (ms250, ms500, ms1000, ms2000, ms4000, ms8000, ms16000, spare). E-UTRAN indicates that periodic reporting is applicable by setting reportAmount higher than 1. Hence a value ms0, as used in UTRAN, is not really needed. When reportAmount is set to 1, the value of reportingInterval is simply ignored
geran-CarrierInfo
GERAN-CarrierFreq. This may imply bandIndicator is repeated several time. However, this is considered to be the simplest
Proposal 3
Clarify the value ranges of the reportInterval and the geran-CarrierInfo parameters as proposed above.

2.2 Scaling of measurement related parameters

This contribution includes some proposals regarding speed dependant scaling as used in connected i.e. as included in the measurementConfiguration (see below).


speedDependentParameters


SEQUENCE {



mobilityStateParameters



MobilityStateParameters,



speedDependentScalingParameters

ConnectedModeSpeedDependentScalingParameters

}

















OPTIONAL,
-- Need FFS

Similarly, the parameters are provided in SIB3 for use in idle mode (see below):



speedDependentReselection


SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




speedDependentScalingParameters

SEQUENCE {





q-HystSF-Medium





ENUMERATED {















db-6, dB-4, db-2, db0,















db2, db4, db6, spare},





q-HystSF-High





ENUMERATED {















db-6, dB-4, db-2, db0, db2,















db4, db6, spare},





t-ReselectionEUTRAN-SF-Medium 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 





t-ReselectionEUTRAN-SF-High 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}




}








OPTIONAL







-- Need OD



}









OPTIONAL,







-- Need OD
The mobilityStateParameters concern the evaluationPeriod, the hysteresis and the thresholds used to determine the mobility state while the scalingParameters define the factor to be used in medium & high mobility state for each applicable parameter.

Previously it was agreed to limit the use delta signalling in order to simplify UE behaviour. For measurements, our assumption was that delta signalling was applicable only for the specific elements for which this was agreed e.g. the neighbour cell lists (i.e. avoiding UE complexity was regarded as more important than signalling optimisations). However, it seems undesirable to include the speedDependantParameters whenever e.g. E-UTRAN wants to change the neighbouring cell list. Hence, our proposal is to introduce support for delta signalling for connected mode i.e. the introduction of an enable/ disable choice, with need set to OC.

Proposal 4
Introduce support for delta signalling for speedDependentParameters within measurementConfiguration, by introducing an enable/ disable choice, with need set to OC
Our assumption is that mobilityStateParameters and scalingParameters always come togeter. For broadcast this is even more clear than for dedicated signalling (since there is no delta signalling).

Proposal 5
Remove the optional for the scalingParameters in SIB3

In idle mode the scalingParameters (tReselection) are provided per RAT. A further question is whether the same should apply for the connected mode parameters (TTT). One could expect that configuration options for connected would typically be more extensive than for idle mode. There are two directions for the alignment:

· To have one common scaling factor in idle also
· To have multiple scaling factors in connected also

Because there does not seem to be a strong need for separate factors, we have a slight preference for the first approach.

Proposal 6
Remove the RAT specific scaling factors i.e. introduce a common scaling factor for all RATs

3 Conclusion & recommendation
This paper includes the following proposals.

Proposal 1
Clarify the definition of applicable cells as proposed above

Proposal 2
Clarify the ordering of cells, taking into account maxReportCells as proposed above

Proposal 3
Clarify the value ranges of the reportInterval and the geran-CarrierInfo parameters as proposed above.

Proposal 4
Introduce support for delta signalling for speedDependentParameters within measurementConfiguration, by introducing an enable/ disable choice, with need set to OC
Proposal 5
Remove the optional for the scalingParameters in SIB3

Proposal 6
Remove the RAT specific scaling factors i.e. introduce a common scaling factor for all RATs

If these proposals are agreeable, RAN2 is requested to review and endorse the attached text proposal.
4 References

[1] 
TS 36.331 E-UTRA RRC specification v830

5 Text proposal (Annex)
<Firstt modification>
5.5.4.1
General

The UE shall:

1>
for each measId included in the measIdList within VarMeasurementConfiguration:
2>
if the triggerType is set to ‘event’:

3>
if the corresponding measObject concerns UTRA or CDMA2000:
4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModifyList defined within the VarMeasurementConfiguration for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:
4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasurementConfiguration for this measId;

3>
else if the corresponding measObject concerns EUTRA:
4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackListedCellsToAddModifyList defined within the VarMeasurementConfiguration for this measId;

2>
else consider a neighbouring cell on the associated frequency/ set of frequencies (GERAN)  to be applicable as follows:

3>
if the corresponding reportingConfig includes a purpose set to ‘reportStrongestCellsForSON’:
4>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) to be applicable
3>
if the corresponding reportingConfig includes a purpose set to ‘reportCGI’:
4>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which  has a physicalCellIdentity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasurementConfiguration to be applicable
3>
else:
4>
if the corresponding measObject concerns UTRA or CDMA2000:
5>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModifyList defined within the VarMeasurementConfiguration for this measId (i.e. the cell is included in the white-list);

4>
else if the corresponding measObject concerns GERAN:
5>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasurementConfiguration for this measId;

4>
else if the corresponding measObject concerns EUTRA:
5>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackListedCellsToAddModifyList defined within the VarMeasurementConfiguration for this measId;




2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasurementConfiguration, is fulfilled for one or more applicable cells for a duration exceeding the value of timeToTrigger defined for this event within the VarMeasurementConfiguration while the VarMeasurementReports does not include an entry for this measId (a first cell triggers the event):

3>
include an entry within the VarMeasurementReports for this measId;

3>
set the numberOfReportsSent defined within the VarMeasurementReports for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasurementReports for this measId, if not included;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘periodical’ and a (first) measurement result is available for one or more applicable cells:

3>
include an entry within the VarMeasurementReports for this measId;

3>
set the numberOfReportsSent defined within the VarMeasurementReports for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasurementConfiguration, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for a duration exceeding the value of timeToTrigger defined for this event within the VarMeasurementConfiguration (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasurementReports for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasurementReports for this measId, if not included;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
Upon expiry of the periodical reporting timer for this:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasurementReports for this measId for a duration exceeding the value of timeToTrigger defined within the VarMeasurementConfiguration for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasurementReports for this measId;

3>
if the cellsTriggeredList defined within the VarMeasurementReports for this measId is empty:

4>
remove the entry within the VarMeasurementReports for this measId;

4>
stop the periodical reporting timer for this event, if running;

<Next modified section>
5.5.5
Measurement reporting

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measuredResults within the MeasurementReport message as follows:

1>
set the IE measId to the measurement identity that triggered the measurement reporting;

1>
if the triggerType is set to ‘event’:
2>
set the neighbouringMeasResults to include all cells included in the cellsTriggeredList as defined within the VarMeasurementReports for this measId, by including the physicalCelIdentity of each cell
1>
else:

2>
set the neighbouringMeasResults to include the applicable cells for which measurement results are available, by including the physicalCelIdentity of each cell;

1>
for each cell that is included in the neighbouringMeasResults, include the filtered measured results in accordance with the reportConfigList defined in variable VarMeasurementConfiguration for that measId, as follows:

2>
in case of an inter-RAT measurement i.e. if the measObject associated with the measId concerns another RAT:
3>
 set the measResult to the quantity as configured for the concerned RAT within the quantityConfig;
2>
else if the reportQuantity within the concerned reportConfig is set to ‘both’ (E-UTRA):

3>
 set the measResult to also include include both quantities i.e. rscpResult and rsrqResult;

2>
else:

3>
 set the measResult to include the quantity as indicated by the triggerQuantity within the concerned reportConfig;
1>
ordered the cells included in the neighbouringMeasResults,as follows:


2>
in case of an inter-RAT measurement:
3> include the inter-RAT cells in order of decreasing quantity, as configured for the concerned RAT within the quantityConfig, i.e. the best cell is included first.

2>
else:


3>
 include the E-UTRA cells in order of decreasing triggerQuantity, i.e. the best cell is included first;



1>
remove all cells from the neighbouringMeasResults beyond the first maxReportCells, as defined in the concerned reportConfig, if any:

1>
increment the numberOfReportsSent as defined within the VarMeasurementReports for this measId by 1;

1>
if the numberOfReportsSent as defined within the VarMeasurementReports for this measId is less than reportAmount as defined within the corresponding reporting configuration as defined in variable VarMeasurementConfiguration:

2>
stop the periodical reporting timer, if running;

2>
start the periodical reporting timer with the value of reportInterval as defined within the VarMeasurementConfiguration for this measId;

1>
else if the numberOfReportsSent as defined within the VarMeasurementReports for this measId is equal to reportAmount as defined within the corresponding reporting configuration as defined in variable VarMeasurementConfiguration:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasurementReports for this measId;
1>
if the measured results are for CDMA HRPD:

2>
set the hrpdPreRegistrationStatus to the UE’s cdma upper layer’s HRPD preRegistrationStatus;

1>
if the measured results are for CDMA 1xRTT:

2>
set the hrpdPreRegistrationStatus to `0’;

1>
submit the MEASUREMENT REPORT message to lower layers for transmission, upon which the procedure ends.

Editor's note:
It is FFS if, for the case of a SON report of the strongest cell(s) on the carrier, the UE is required to report more than one cell.

<Next modified section>
–
MeasuredResults
The IE MeasuredResults covers measured results for intra-frequency, inter-frequency and inter- RAT mobility.

Editor's note:
It has been agreed to identify intra- and inter-frequency neighbours by their physical layer identity

MeasuredResults information element
-- ASN1START

MeasuredResults ::=




SEQUENCE {


measId







MeasId,


measResultServing




SEQUENCE {



rsrpResult






INTEGER (0..96),



rsrqResult






INTEGER (0..33)


},

neighbouringMeasResults



CHOICE {



measResultListEUTRA




MeasResultListEUTRA,



measResultListUTRA




MeasResultListUTRA,



measResultListGERAN




MeasResultListGERAN,



measResultsCDMA2000




MeasResultsCDMA2000,



...


}

















OPTIONAL,


...

}

MeasResultListEUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


physicalCellIdentity



PhysicalCellIdentity,


globalCellIdentity




GlobalCellId-EUTRA


 

OPTIONAL,
-- Need OP


measResult





SEQUENCE {



rsrpResult






INTEGER (0..97)




OPTIONAL,



rsrqResult






INTEGER (0..33)




OPTIONAL,



...


}

}

MeasResultListUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


physicalCellIdentity



CHOICE {



cellIentityFDD





UTRA-FDD-CellIdentity,



cellIentityTDD





UTRA-TDD-CellIdentity


},


globalCellIdentity




GlobalCellId-UTRA


 

OPTIONAL,
-- Need OP


measResult






SEQUENCE {



mode







CHOICE {




fdd 







SEQUENCE {




cpich-RSCP






INTEGER (-5..91)


OPTIONAL,




cpich-EcN0






INTEGER (0..49)


OPTIONAL,




...




},




tdd 







SEQUENCE {




pccpch-RSCP






INTEGER (0..91),




...




}


}

}

}

MeasResultListGERAN ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


physicalCellIdentity



SEQUENCE {



geran-CarrierFreq




GERAN-CarrierFreq,









-- FFS



geran-CellIdentity




GERAN-CellIdentity,


},

globalCellIdentity




GlobalCellId-GERAN


 

OPTIONAL,
-- Need OP


measResult






SEQUENCE {



rssi







BIT STRING (SIZE (6)),



...


}

}

MeasResultsCDMA2000 ::=



SEQUENCE {


hrpdPreRegistrationStatus


BOOLEAN,


measResultListCDMA2000



MeasResultListCDMA2000

}

MeasResultListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


physicalCellIdentity



CDMA2000-CellIdentity,


globalCellIdentity




GlobalCellId-CDMA2000

 

OPTIONAL,


measResult






SEQUENCE {



pilotPnPhase





INTEGER
(0..32767)



OPTIONAL,



pilotStrength





INTEGER (0..63),



...


}

}

-- ASN1STOP

	MeasuredResults field descriptions

	measId

Identifies the measurement identity for which the reporting is being performed.

	measResultServing

Measured result of the serving cell.

	measResultListEUTRA

List of measured results for the maximum number of reported best cells for an E‑UTRA measurement identity.

	measResultEUTRA

Measured result of an E‑UTRA cell.

	RSRPResult

Measured RSRP result of an E‑UTRA cell. Integer value according to mapping table in [16], 30 spare values needed.

The RSRPResult is only reported if configured by the eNB.

	RSRQResult

Measured RSRQ result of an E‑UTRA cell Integer value according to mapping table in [16], 30 spare values needed.

The RSRQResult is only reported if configured by the eNB.

	measResultListUTRA

List of measured results for the maximum number of reported best cells for a UTRA measurement identity.

	measResultUTRA

Measured result of a UTRA cell.

	measResultListGERAN

List of measured results for the maximum number of reported best cells or frequencies for a GERAN measurement identity.

	measResultGERAN

Measured result of a GERAN cell or frequency.

	measResultsCDMA2000

Contains the HRPD pre-registration status and the list of CDMA2000 measurements.

	hrpdPreRegistrationStatus

Set to TRUE if the UE is currently pre-registered with CDMA2000 HRPD. Otherwise set to FALSE. This can be ignored by the eNB for 1xRTT.

	measResultListCDMA2000

List of measured results for the maximum number of reported best cells for a CDMA2000 measurement identity.

	cdma2000-CellIdentity

Identity of the CDMA2000 cell the results are for.

	measResultCDMA2000

Measured result of a CDMA2000 cell. pilotPnPhase indicates the arrival time of a cdma2000 pilot, measured relative to the UE’s time reference in units of PN chips, see [26] and is used in SRVCC handover procedure to 1xRTT, pilotStrength is the CDMA Pilot Strength, the ratio of pilot power to total power in the signal bandwidth of a CDMA Forward or Reverse Channel. The UE CDMA Upper layers shall set this field to

FLOOR (-2 × 10 log10 PS)

where PS is the strength of the CDMA2000 pilot channel for the identified cell, see [34].

	cpich-RSCP

According to CPICH_RSCP in [27]. Thirty-six spare values.

	cpich-EcN0

According to CPICH_Ec/No in [27]. Fourteen spare values.

	pccpch-RSCP 

According to P-CCPCH_RSCP_LEV in [29]. Thirty-six spare values.

	rssi

GERAN Carrier RSSI. RXLEV is mapped to a value between 0 and 63, [28]. When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.


<Next modified section>
–
ReportConfigEUTRA
The IE ReportConfigEUTRA specifies criteria for triggering of an E‑UTRA measurement reporting event. The E‑UTRA measurement reporting events are labelled AN with N equal to 1, 2 and so on.

Event A1:
Serving becomes better than absolute threshold;

Event A2:
Serving becomes worse than absolute threshold;

Event A3:
Neighbour becomes amount of offset better than serving;

Event A4:
Neighbour becomes better than absolute threshold;

Event A5:
Serving becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.

ReportConfigEUTRA information element
-- ASN1START

ReportConfigEUTRA ::=



SEQUENCE {


triggerType






CHOICE {



event







SEQUENCE {




eventId







CHOICE {





eventA1







SEQUENCE {






a1-Threshold





ThresholdEUTRA





},





eventA2







SEQUENCE {






a2-Threshold





ThresholdEUTRA





},





eventA3







SEQUENCE {






a3-Offset






INTEGER (-30..30)





},





eventA4







SEQUENCE {






a4-Threshold





ThresholdEUTRA





},





eventA5







SEQUENCE {






a5-Threshold1





ThresholdEUTRA,






a5-Threshold2





ThresholdEUTRA





},





...




},




hysteresis






INTEGER (0..30),




timeToTrigger





INTEGER (0)





-- value range FFS


},



periodical







SEQUENCE {




purpose








CHOICE {





reportStrongestCells




NULL,





reportCGI







NULL



}



}


},


triggerQuantity





ENUMERATED {rsrp, rsrq},


reportQuantity





ENUMERATED {sameAsTriggerQuantity, both},


maxReportCells





INTEGER (1..maxCellReport),


reportInterval





ENUMERATED {











ms250, ms500, ms1000, ms2000, ms4000, ms8000,











ms16000, spare}

reportAmount





ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},

...

}

ThresholdEUTRA ::=




CHOICE{


threshold-RSRP





INTEGER(0..97),


threshold-RSRQ





INTEGER(0..33)

}

-- ASN1STOP

	ReportConfigEUTRA field descriptions

	eventId

Choice of E‑UTRA event triggered reporting criteria.

	aN-ThresholdM

Threshold to be used in EUTRA measurement report triggering condition for event number aN. If multiple thresholds are defined for event number aN, the thresholds are differentiated by M.

	a3-Offset

Offset value to be used in EUTRA measurement report triggering condition for event a3. The actual value is IE value * 0.5 dB.

	triggerQuantity 
The quantities used to evaluate the triggering condition for the event. The values rsrp and rsrq correspond to Reference Signal Received Power (RSRP) and Reference Signal Received Quality (RSRQ) [36.214].

	hysteresis

Hysteresis parameter for entering/ leaving measurement report triggering condition. The actual value is IE value * 0.5 dB.

	timeToTrigger
Time during which specific criteria for the event needs to be met in order to trigger a measurement report. Value in seconds.

	reportQuantity 
The quantities to be included in the measurement report. The value both means that both the rsrp and rsrq quantities are to be included in the measurement report

	maxReportCells
Max number of cells to include in the measurement report.

	reportInterval
If included, the UE performs periodical reporting with the indicated interval. Applicable for triggerType ‘event’ as well as for triggerType ‘periodical’. Value in seconds.

	reportAmount
Number of measurement reports applicable for triggerType ‘event’ as well as for triggerType ‘periodical’. In case reportCGI is set to ‘TRUE’ only value 1 applies.

	ThresholdEUTRA

For RSRP: The actual threshold value is IE value – 140 dBm. Integer value according to mapping table in [16]

For RSRQ: The actual threshold value is (IE value – 39)/2. Integer value according to mapping table in [16]


	
	

	
	


<Next modified section>
–
MeasurementConfiguration
The IE MeasurementConfiguration specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.

Editor's note:
It has been agreed that the signalling shall support the addition, modification and removal (i.e. delta configuration) of individual measurement objects, reporting configurations and measurement identities.

Editor's note:
It has been agreed to introduce a mechanism by which E‑UTRAN can request the UE to report the CGI corresponding to an E‑UTRA L1 identity (FFS for inter RAT) reported by the UE. The UE is only required to report the CGI if it is provided with sufficient “inactive time”. Further details are FFS.

MeasurementConfiguration information element
-- ASN1START

MeasurementConfiguration ::=

SEQUENCE {


-- Measurement objects


measObjectToRemoveList



MeasObjectToRemoveList



OPTIONAL,
-- Need OC


measObjectToAddModifyList


MeasObjectToAddModifyList


OPTIONAL,
-- Need OC


-- Reporting configurations


reportConfigToRemoveList


ReportConfigToRemoveList


OPTIONAL,
-- Need OC


reportConfigToAddModifyList


ReportConfigToAddModifyList


OPTIONAL,
-- Need OC


-- Measurement identities


measIdToRemoveList




MeasIdToRemoveList




OPTIONAL,
-- Need OC


measIdToAddModifyList



MeasIdToAddModifyList



OPTIONAL,
-- Need OC


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,
-- Need OC


measGapConfig





MeasGapConfig





OPTIONAL,
-- Need OC


s-Measure






INTEGER (0)






OPTIONAL, -- Need OC;FFS

hrpd-PreRegistrationInfo


HRPD-PreRegistrationInfo


OPTIONAL, 
-- Need OP


mbsfn-NeighbourCellConfig


SEQUENCE {}





OPTIONAL, -- Need FFS,





















-- 2-bit field FFS

speedDependentParameters


CHOICE {



disable







NULL,



enable







SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




speedDependentScalingParameters

ConnectedModeSpeedDependentScalingParameters

}

















OPTIONAL,
-- Need OC

...
}

MeasIdToRemoveList ::=



SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {


measId







MeasId

}

MeasIdToAddModifyList ::=


SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {


measId







MeasId,


measObjectId





MeasObjectId,


reportConfigId





ReportConfigId

}

MeasObjectToRemoveList ::=


SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {


measObjectId





MeasObjectId

}

MeasObjectToAddModifyList ::=

SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {


measObjectId





MeasObjectId,


measObject






CHOICE {



measObjectEUTRA





MeasObjectEUTRA,



measObjectUTRA





MeasObjectUTRA,



measObjectGERAN





MeasObjectGERAN,



measObjectCDMA2000




MeasObjectCDMA2000,



...


}

}

ReportConfigToRemoveList ::=

SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {


reportConfigId





ReportConfigId

}

ReportConfigToAddModifyList ::=

SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {


reportConfigId





ReportConfigId,


reportConfig





CHOICE {



reportConfigEUTRA




ReportConfigEUTRA,



reportConfigInterRAT



ReportConfigInterRAT


}

}

-- ASN1STOP

	MeasurementConfiguration field descriptions

	measObjectToRemoveList

List of measurement objects to remove.

	measObjectToAddModifyList

List of measurement objects to add/ modify.

	measObjectId

Used to identify a measurement object configuration.

	measObject

Specifies measurement object configurations for E‑UTRA, UTRA, GERAN, or CDMA2000 measurements.

	reportConfigToRemoveList

List of measurement reporting configurations to remove.

	reportConfigToAddModifyList

List of measurement reporting configurations to add/ modify.

	reportConfigId

Used to identify a measurement reporting configuration.

	reportConfig

Specifies measurement reporting configurations for E‑UTRA, UTRA, GERAN, or CDMA2000 measurements.

	measIdToRemoveList

List of measurement identities to remove.

	measIdToAddModifyList

List of measurement identities to add/ modify.

	measId

Used to link a measurement object to a reporting configuration.

	quantityConfig

Specifies measurement quantities for UTRA, GERAN, or CDMA2000 and L3 filtering coefficients for E‑UTRA, UTRA or GERAN measurements.

	measGapConfig

Used to configure measurement gap pattern and control activation/ deactivation of measurement gaps.

	s-Measure

Serving cell quality threshold controlling whether or not the UE is required to perform measurements of intra-frequency, inter-frequency and inter-RAT neighbouring cells. Value in dBm.

	hrpd-PreRegistrationInfo
The HRPD Pre-Registration Information tells the UE if it should pre-register with the HRPD network and identifies the Pre-registration zone to the UE.

	mbsfn-NeighbourCellConfig

Parameter: Neighbour-cell configuration [RAN1 spec; cf. RAN2-59: R2-073598; FFS]


<Next modified section>
–
SystemInformationBlockType3

The IE SystemInformationBlockType3 contains cell re-selection information common for intra-frequency, inter-frequency and/ or inter-RAT cell re-selection (i.e. applicable for more than one type of cell re-selection but not necessarily all) as well as intra-frequency cell re-selection information other than neighbouring cell related.

SystemInformationBlockType3 information element
-- ASN1START

SystemInformationBlockType3 ::=

SEQUENCE {


cellReselectionInfoCommon


SEQUENCE {



q-Hyst







ENUMERATED {













dB0, dB1, dB2, dB3, dB4, dB5, dB6, dB8, dB10,













dB12, dB14, dB16, dB18, dB20, dB22, dB24},



t-ReselectionEUTRAN




INTEGER (0..7),



speedDependentReselection


SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




speedDependentScalingParameters

SEQUENCE {





q-HystSF-Medium





ENUMERATED {















db-6, dB-4, db-2, db0,















db2, db4, db6, spare},





q-HystSF-High





ENUMERATED {















db-6, dB-4, db-2, db0, db2,















db4, db6, spare},





t-ReselectionSF-Medium 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 





t-ReselectionSF-High 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}




}


}









OPTIONAL,







-- Need OD



sameRefSignalsInNeighbour


BOOLEAN,



neighbourCellConfiguration


BIT STRING (SIZE (2))


},


cellReselectionServingFreqInfo

SEQUENCE {



s-NonIntraSearch




INTEGER (0..56)


OPTIONAL,

-- Need OP



threshServingLow




INTEGER (0..56),



cellReselectionPriority



INTEGER (0..7)


OPTIONAL

-- Need FFS


},


intraFreqCellReselectionInfo

SEQUENCE {



s-IntraSearch





INTEGER (0..56)


OPTIONAL,

-- Need OP



measurementBandwidth



MeasurementBandwidth
OPTIONAL

-- Need OP


},


...

}

-- ASN1STOP

	SystemInformationBlockType3 field descriptions

	cellReselectionInfoCommon

Cell re-selection information common for cells, e.g. Ssearch

	q-Hyst

Value q-Hyst in dB. Value dB1 corresponds to 1 dB, dB2 corresponds to 2 dB and so on.

	speedDependentReselection

Speed dependent reselection parameters.

	q-HystSF-Medium

Additional hysteresis apllied in Medium Mobility state to q-Hyst as defined in [4]. In db. Value db-6 corresponds to -6dB, db-4 corresponds to -4dB and so on.

	q-HystSF-High

Additional hysteresis apllied in High Mobility state to q-Hyst as defined in [4]. In db. Value db-6 corresponds to -6dB, db-4 corresponds to -4dB and so on.

	speedDependentScalingParameters
Speed dependent scaling parameters. If the IE is not present, the UE behaviour is specified in [4].

	t-ReselectionEUTRAN

Cell reselection timer value TreselectionRAT for E-UTRAN. In seconds

	t-ReselectionEUTRAN-SF-Medium
The IE t-ReselectionEUTRAN is multiplied with this factor if the UE is in Medium Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on. 

	t-ReselectionEUTRAN-SF-High
The IE t-ReselectionEUTRAN is multiplied with this factor if the UE is in High Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	s-IntraSearch 

Parameter Sintrasearch, see [4]. Actual value Sintrasearch = IE value * 2. Value in dB. If the IE is not present, the UE behaviour is specified in [4].

	sameRefSignalsInNeighbour

Valid only in TDD operation [RAN1 spec; FFS].

If TRUE: the UE may assume that the same reference signals are available in neighbour cells as in serving cell.

	neighbourCellConfiguration

Provides information related to MBSFN and TDD UL:DL configuration of neighbour cells

00: Not all neighbour cells have the same MBSFN subframe allocation as serving cell

10: All neighbour cells have same MBSFN subframe allocation as the serving cell

01: No MBSFN subframes are present in all neighbour cells

11: Different UL/DL allocation in neighbouring cells for TDD compared to the serving cell

	servingFreqCellReselectionInfo 



	s-NonIntraSearch 

Parameter Snonintrasearch,see [4]. Actual value Snonintrasearch = IE value * 2. Value in dB. If the IE is not present, the UE behaviour is specified in [4].

	threshServingLow 

Actual value threshServingLow = IE value * 2. Value in dB.

	cellReselectionPriority 

Absolute priority of the serving layer (0 means: lowest priority)

	intraFreqcellReselectionInfo



	measurementBandwidth

Measurement bandwidth information common for all neighbouring cells. If absent, the value represented by the dl-SystemBandwidth included in MasterInformationBlock applies (FFS) 


–
SystemInformationBlockType6

The IE SystemInformationBlockType6 contains information relevant only for inter-RAT cell re-selection i.e. information about UTRA frequencies and UTRA neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

Editor's note:
In accordance with TS 36.300, cell specific parameters are not included in this SIB.

SystemInformationBlockType6 information element
-- ASN1START

SystemInformationBlockType6 ::=

SEQUENCE {


utra-FDD-CarrierFreqList


UTRA-FDD-CarrierFreqList
OPTIONAL, 


-- Need OD


utra-TDD-CarrierFreqList


UTRA-TDD-CarrierFreqList
OPTIONAL, 


-- Need OD


t-ReselectionUTRA




INTEGER (0..7),






...

}

UTRA-FDD-CarrierFreqList ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


utra-CellReselectionPriority

INTEGER (0..7)




OPTIONAL, -- Need FFS


threshX-High





INTEGER (-70..-22),


threshX-Low






INTEGER (-70..-22),


q-Rxlevmin






INTEGER (-70..-22),


-- need FFS

maxAllowedTxPower




INTEGER (-50..33),


-- need and value range FFS

q-Qualmin






INTEGER (-24..0),


-- need and value range FFS

...

}

UTRA-TDD-CarrierFreqList ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


utra-CellReselectionPriority

INTEGER (0..7)




OPTIONAL, -- Need FFS


threshX-High





INTEGER (-70..-22),


threshX-Low






INTEGER (-70..-22),


q-Rxlevmin






INTEGER (-70..-22),


-- need FFS

maxAllowedTxPower




INTEGER (-50..33),


-- need and value range FFS

...

}

-- ASN1STOP

	SystemInformationBlockType6 field descriptions

	t-ReselectionUTRA

Cell reselection timer value TreselectionRAT for UTRA. In seconds

	


	


	


	utra-CellReselectionPriority 

Absolute priority of the RAT (0 means: lowest priority)

	utra-CarrierFreqList 

List of carrier frequencies

	threshX-High 

Actual value threshHigh = IE value * 2

In dBm

	threshX-Low 

Actual value threshLow = IE value * 2

In dBm

	q-Rxlevmin 

Actual value = IE value * 2+1

In dBm

	maximumAllowedTxPower 

In dBm

	q-Qualmin 

In dBm


–
SystemInformationBlockType7

The IE SystemInformationBlockType7 contains information relevant only for inter-RAT cell re-selection i.e. information about GERAN frequencies relevant for cell re-selection. The IE includes cell re-selection parameters for each frequency.

SystemInformationBlockType7 information element
-- ASN1START

SystemInformationBlockType7 ::=

SEQUENCE {


t-ReselectionGERAN




INTEGER (0..7),






geran-NeigbourFreqList



GERAN-NeigbourFreqList



OPTIONAL,
-- Need OD


...

}

GERAN-NeigbourFreqList ::=


SEQUENCE (SIZE (1..maxGNFG)) OF GERAN-BCCH-Group

GERAN-BCCH-Group ::=



SEQUENCE {


geran-BCCH-FrequencyGroup


GERAN-CarrierFreqList,


geran-BCCH-Configuration


SEQUENCE {



geran-CellReselectionPriority

INTEGER (0..7)




OPTIONAL,
-- Need FFS



ncc-Permitted





BIT STRING (SIZE (8)),



q-Rxlevmin






INTEGER (0..31),



threshX-High





INTEGER (0..31),



threshX-Low






INTEGER (0..31)


},


...

}

-- ASN1STOP

Editor's note
RAN2 has agreed not to provide cell specific re-selection parameters for GSM/ GERAN neighbours. To be confirmed by GERAN/ RAN4

	SystemInformationBlockType7 field descriptions

	geran-NeigbourFreqList

Provides a list of neighbouring GERAN carrier frequencies, which may be monitored for neighbouring GERAN cells. The GERAN carrier frequencies are organised in groups and the cell reselection parameters are provided per group of GERAN carrier frequencies.

	geran-BCCH-FrequencyGroup

The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	geran-BCCH-Configuration

Defines the set of cell reselection parameters for the group of GERAN carrier frequencies. In the first element of the geran-NeigbourFreqList field, a complete set of cell reselection parameters shall be provided in the geran-BCCH-Configuration field. In subsequent elements of the geran-NeigbourFreqList field, value(s) from the presiding element is used as default, if one or more of the cell reselection parameters in the geran-BCCH-Configuration field are absent.

	geran-CellReselectionPriority 

Absolute priority of the RAT (0 means: lowest priority)

	t-ReselectionGERAN

Cell reselection timer value TreselectionRAT for GERAN. In seconds

	


	


	


	ncc-Permitted 

Field encoded as a bit map, where bit N is set to "0" if a BCCH carrier with NCC = N-1 is not permitted for monitoring and set to "1" if the BCCH carrier with NCC = N-1 is permitted for monitoring; N = 1 to 8; bit 1 of the bitmap is the leading bit of the bit string.

	q-Rxlevmin

The actual value of q-Rxlevmin in dBm = (IE value * 2) ( 119.

	threshX-High

The actual value of threshX-High ("Threshx,high", [36.304]) in dBm = (IE value * 2) ( 119.

	threshX-Low

The actual value of threshX-Low ("Threshx,low", [36.304]) in dBm = (IE value * 2) ( 119.


–
SystemInformationBlockType8

The IE SystemInformationBlockType8 contains information relevant only for inter-RAT cell re-selection i.e. information about CDMA2000 frequencies and CDMA2000 neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

SystemInformationBlockType8 information element
-- ASN1START

SystemInformationBlockType8 ::=

SEQUENCE {


cdma2000-SystemTimeInfo



CDMA2000-SystemTimeInfo

OPTIONAL,


-- Need OD


searchWindowSize




INTEGER (0..15)




OPTIONAL,

-- Need OD


hrpd-Parameters





SEQUENCE {



hrpd-PreRegistrationInfo


HRPD-PreRegistrationInfo,



hrpd-CellReselectionParameters

SEQUENCE {




hrpd-BandClassList




HRPD-BandClassList,




hrpd-NeighborCellList



HRPD-NeighborCellList,




t-ReselectionCDMA-HRPD        

INTEGER (0..7),






}

OPTIONAL














--  Need OD


}

OPTIONAL,















--  Need OD


oneXRTT-Parameters




SEQUENCE {



oneXRTT-CSFB-RegistrationInfo

OneXRTT-CSFB-RegistrationInfo
OPTIONAL,
-- Need OD



oneXRTT-LongCodeState



BIT STRING (SIZE (42))
OPTIONAL,

-- Need OD



oneXRTT-CellReselectionParameters
SEQUENCE {




oneXRTT-BandClassList



OneXRTT-BandClassList,




oneXRTT-NeighborCellList


OneXRTT-NeighborCellList,




t-ReselectionCDMA-OneXRTT     

INTEGER (0..7),







}

OPTIONAL














-- Need OD


}

OPTIONAL,















-- Need OD


...

}

HRPD-NeighborCellList ::=



SEQUENCE (SIZE (1..16)) OF SEQUENCE {


hrpd-NeighborCellInfo




CDMA2000-NeighbourCellInformation

}

OneXRTT-NeighborCellList ::=


SEQUENCE (SIZE (1..16)) OF SEQUENCE {


oneXRTT-NeighborCellInfo



CDMA2000-NeighbourCellInformation

}

HRPD-BandClassList ::=



SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF SEQUENCE {


hrpd-BandClass





CDMA2000-Bandclass,


hrpd-CellReselectionPriority

INTEGER (0..7),


threshX-High





INTEGER (0..63),


threshX-Low






INTEGER (0..63),


...

}

OneXRTT-BandClassList ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF SEQUENCE {


oneXRTT-BandClass




CDMA2000-Bandclass,


oneXRTT-CellReselectionPriority

INTEGER (0..7),


threshX-High





INTEGER (0..63),


threshX-Low






INTEGER (0..63),


...

}

-- ASN1STOP

	SystemInformationBlockType8 field descriptions

	cdma2000-SystemTimeInfo

Information on CDMA2000 system time. This IE is excluded when estimating changes in system information, i.e. changes of cdma2000-SystemTimeInfo should neither result in system information change notifications nor in a modification of the value tag in SIB1.

	searchWindowSize 

The search window size is a CDMA parameter to be used to assist in searching for the neighboring pilots. For values see [25, Table 2.6.6.2.1-1] and [26, Table 8.7.6.2-4].

	hrpd-Parameters
The cell reselection parameters applicable only to HRPD systems

	hrpd-PreRegistrationInfo 

The HRPD Pre-Registration Information tells the UE if it should pre-register with the HRPD network and identifies the Pre-registration zone to the UE

	hrpd-CellReselectionParameters 

cell reselection parameters applicable only to HRPD system

	hrpd-BandClassList

List of CDMA2000 frequency bands

	hrpd-BandClass
Identifies the HRPD Frequency Band in which the HRPD Carrier can be found. Details can be found in [24, Table 1.5]

	hrpd-CellReselectionPriority
Absolute priority of the RAT (0 means: lowest priority)

	threshX-High

This specifies the high threshold used in reselection towards this CDMA2000 HRPD band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 db, as defined in [25]

	threshX-Low

This specifies the low threshold used in reselection towards this CDMA2000 HRPD band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 db, as defined in [25]

	t-ReselectionCDMA-HRPD

The HRPD cell reselection timer value in seconds

	hrpd-NeighborCellList

List of HRPD neighbouring cells

	hrpd-NeighborCellInfo

Describes one HRPD cell

	oneX-RTT-Parameters

cell reselection parameters applicable only to 1XRTT system

	oneXRTT-CSFB-RegistrationInfo 

The CSFB to 1xRTT Registration Information tells the mobile if it should register with the 1xRTT network and identifies the 1xRTT System ID to the UE

	oneXRTT-LongCodeState

The state of long code generation registers in 1XRTT system as defined in [C.S0002-A, Section 1.3] at 
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ms, where t equals to the cdma-SystemTime. This information is required by the UE to perform SRVCC handover to 1xRTT. This IE is excluded when estimating changes in system information, i.e. changes of oneXRTT-LongCodeState should neither result in system information change notifications nor in a modification of the value tag in SIB1.

	oneXRTT-CellReselectionParameters 

Cell reselection parameters applicable only to 1xRTT system

	oneXRTT-BandClassList

List of CDMA2000 frequency bands

	oneXRTT-BandClass

Identifies the 1xRTT Frequency Band in which the 1xRTT Carrier can be found. Details can be found in [24, Table 1.5]

	oneXRTT-CellReselectionPriority

Absolute priority of the RAT (0 means: lowest priority)

	threshX-High

This specifies the high threshold used in reselection towards CDMA2000 1xRTT band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 db, as defined in [25]

	threshX-Low

This specifies the low threshold used in reselection towards CDMA2000 1xRTT band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 db, as defined in [25]

	t-ReselectionCDMA-OneXRTT

The 1XRTT cell reselection timer value in seconds

	oneXRTT-NeighborCellList

List of 1xRTT neighbouring cells

	oneXRTT-NeighborCellInfo

Describes one 1xRTT cell
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