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	Reason for change:
(

	Current 64QAM UE capability category definition can’t meet the realistic UE requirements, especially for UE with lower timeslots reception capability.
The maximum TBS 21075 for current capability category [19,21] is not correct and should be 21076.

	
	

	Summary of change:
(

	1. Adding additional UE capability categories for UE that supports 3 timeslots HS-DSCH reception per TTI. The UE with 2 timeslots reception capability is not considered for 64QAM case.
2. Modify the maximum TBS for current capability category [19,21]  to 21076.
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not approved:
	The UE capability definition for 64QAM DL will not meet the realistic UE requirements. And the incorrect TBS for current capability category [19,21] will remain in the specification.
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5.1
Value ranges

//…omitted//

Table 5.1c: 1.28 Mcps TDD HS-DSCH physical layer categories
	HS-DSCH category
	Maximum number of HS-DSCH codes per timeslot
	Maximum number of HS-DSCH timeslots per TTI
	Maximum number of HS-DSCH transport channel bits that can be received within an HS-DSCH TTI
	Total number of soft channel bits
	Supported modulations 

	Category 1
	16
	2
	2788
	11264
	QPSK

	Category 2
	16
	2
	2788
	22528
	

	Category 3
	16
	2
	2788
	33792
	

	Category 4
	16
	2
	5600
	22528
	QPSK,16QAM

	Category 5
	16
	2
	5600
	45056
	

	Category 6
	16
	2
	5600
	67584
	

	Category 7
	16
	3
	8416
	33792
	

	Category 8
	16
	3
	8416
	67584
	

	Category 9
	16
	3
	8416
	101376
	

	Category 10
	16
	4
	11226
	45056
	

	Category 11
	16
	4
	11226
	90112
	

	Category 12
	16
	4
	11226
	135168
	

	Category 13
	16
	5
	14043
	56320
	

	Category 14
	16
	5
	14043
	112640
	

	Category 15
	16
	5
	14043
	168960
	

	Category 16
	16
	3
	12636
	50688
	QPSK,16QAM,
64QAM

	Category 17
	16
	3
	12636
	101376
	

	Category 18
	16
	3
	12636
	152064
	

	Category 19
	16
	4
	16856
	67584
	

	Category 20
	16
	4
	16856
	135168
	

	Category 21
	16
	4
	16856
	202752
	

	Category 22
	16
	5
	21076
	84480
	

	Category 23
	16
	5
	21076
	168960
	

	Category 24
	16
	5
	21076
	253440
	


Table 5.1d: RLC and MAC-hs parameters for 1.28 Mcps TDD HS-DSCH physical layer categories

	HS-DSCH category
	Maximum number of AM RLC entities 
	Minimum total RLC AM and MAC-hs buffer size [kBytes]

	Category 1
	6
	50

	Category 2
	6
	50

	Category 3
	6
	50

	Category 4
	6
	50

	Category 5
	6
	50

	Category 6
	6
	50

	Category 7
	6
	50

	Category 8
	6
	50

	Category 9
	6
	50

	Category 10
	6
	50

	Category 11
	6
	50

	Category 12
	6
	50

	Category 13
	6
	100

	Category 14
	6
	100

	Category 15
	6
	100

	Category 16
	6
	100

	Category 17
	6
	100

	Category 18
	6
	100

	Category 19
	6
	100

	Category 20
	6
	100

	Category 21
	6
	100

	Category 22
	6
	100

	Category 23
	6
	100

	Category 24
	6
	100
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