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1 Introduction

In this contribution, we provide an updated text proposal to capture the agreements on uplink cyclic prefix length.
2 Reference
[1] R2-085752, Value ranges for physical layer parameters, RAN2#63bis.

[2] R2-085979, Latest updated CR to 36.331.
[3] R2-086467, Considerations on Uplink CP Length, CATT
3 Text Proposal to 36.331[2]
Start of 1st modification:
–
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

NOTE 1:
UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.

NOTE 2:
It is FFS whether Uplink EARFCN should be moved to SIB 1. This relates to the discussion on UE capability for variable TX-RX frequency separation.

SystemInformationBlockType2 information element
-- ASN1START

SystemInformationBlockType2 ::=

SEQUENCE {


accessBarringInformation


SEQUENCE {



accessBarringForEmergencyCalls

BOOLEAN,



accessBarringForSignalling


AccessClassBarringInformation
OPTIONAL,
-- Need OP



accessBarringForOriginatingCalls
AccessClassBarringInformation
OPTIONAL
-- Need OP


}

OPTIONAL,
















-- Need OP


radioResourceConfigCommon


RadioResourceConfigCommonSIB,


ue-TimersAndConstants



UE-TimersAndConstants,


frequencyInformation



SEQUENCE {



ul-EARFCN






INTEGER (0..maxEARFCN)


OPTIONAL,
-- Need OP



ul-Bandwidth





ENUMERATED {












n6, n15, n25, n50, n75, n100, spare10, 













spare9, spare8, spare7, spare6, spare5, 













spare4, spare3, spare2, spare1}
OPTIONAL,-- Need OP



additionalSpectrumEmission


INTEGER (0..31)


},



mbsfn-SubframeConfiguration


MBSFN-SubframeConfiguration


OPTIONAL, 
-- Need OD

timeAlignmentTimerCommon


TimeAlignmentTimer,


...

}

AccessClassBarringInformation ::=
SEQUENCE {


accessProbabilityFactor



ENUMERATED {











p00, p05, p10, p15, p20, p25, p30, p40,











p50, p60, p70, p75, p80, p85, p90, p95},


accessBarringTime




ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},


accessClassBarringList



AccessClassBarringList
}
AccessClassBarringList ::=


SEQUENCE (SIZE (maxAC)) OF SEQUENCE {


accessClassBarring




BOOLEAN

}

MBSFN-SubframeConfiguration ::= 
SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {


radioframeAllocationPeriod


ENUMERATED {n1, n2, n4, n8, n16, n32},


radioframeAllocationOffset


INTEGER (0..7),


subframeAllocation




INTEGER (1..6)

}

-- ASN1STOP

	SystemInformationBlockType2 field descriptions

	accessBarringForEmergencyCalls

Access class barring for AC 10.

	accessBarringForSignalling

Access class barring for mobile originating signalling

	accessBarringForOriginatingCalls

Access class barring for mobile originating calls

	accessProbabilityFactor

If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred.

	accessBarringTime

Mean access barring time in seconds.

	accessClassBarringList

Access class barring for AC 11-15. First in the list is for AC 11, second in the list is for AC 12, and so on

	ul-EARFCN

For FDD: Default value determined from default TX-RX frequency separation defined in [36.101]

For TDD: This parameter is absent and it is equal to the downlink frequency.

	ul-Bandwidth

Parameter: Uplink bandwidth [36.101]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	additionalSpectrumEmission

Defined in [36.101]

	


	mbsfn-SubframeConfiguration

Defines the subframes that are reserved for MBSFN in downlink

	radioFrameAllocation

Radio-frames that contain MBSFN subframes occur when equation SFN mod radioFrameAllocationPeriod
  = radioFrameAllocationOffset is satisfied. n1 denotes value 1, n2 denotes value 2, and so on 

	subframeAllocation

Number of MBSFN subframes within a radio frame carrying MBSFN. The MBSFN subframes are allocated from the beginning of the radio-frame in consequtive order with the restriction that only those subframes that may carry MBSFN are allocated: subframes 0 and 5 are not allocated; subframe 4 and 9 are not allocated (FDD); subframes 1, 6 and uplink subframes are not allocated (TDD)


End of 1st modification
Start of 2nd modification:
6.3.2
Radio resource control information elements

……
–
RadioResourceConfigCommon
The IE RadioResourceConfigCommonSIB and IE RadioResourceConfigCommon are used to specify common radio resource configurations in the system information and in the mobility control information, respectively, e.g., the random access parameters and the static physical layer parameters.

RadioResourceConfigCommon information element
-- ASN1START

RadioResourceConfigCommonSIB ::=
SEQUENCE {


rach-Configuration




RACH-ConfigCommon,


bcch-Configuration 




BCCH-Configuration,


pcch-Configuration 




PCCH-Configuration,


prach-Configuration




PRACH-ConfigurationSIB,


pdsch-Configuration




PDSCH-ConfigCommon,


pusch-Configuration




PUSCH-ConfigCommon,


pucch-Configuration




PUCCH-ConfigCommon,


soundingRsUl-Config




SoundingRsUl-ConfigCommon,


uplinkPowerControl




UplinkPowerControlCommon,

ul-CyclicPrefixLength



UL-CyclicPrefixLength,

...

}

RadioResourceConfigCommon ::=

SEQUENCE {


rach-Configuration




RACH-ConfigCommon,


prach-Configuration




PRACH-Configuration,


pdsch-Configuration




PDSCH-ConfigCommon




OPTIONAL,
-- Need OC


pusch-Configuration




PUSCH-ConfigCommon,


phich-Configuration




PHICH-Configuration




OPTIONAL,
-- Need OC


pucch-Configuration




PUCCH-ConfigCommon




OPTIONAL,
-- Need OC


soundingRsUl-Config




SoundingRsUl-ConfigCommon,


uplinkPowerControl




UplinkPowerControlCommon


OPTIONAL,
-- Need OC


antennaInformationCommon


AntennaInformationCommon


OPTIONAL,
-- Need OC


tdd-Configuration




TDD-Configuration




OPTIONAL,
-- Need OC

ul-CyclicPrefixLength



UL-CyclicPrefixLength,

...

}

BCCH-Configuration ::=



SEQUENCE {


modificationPeriodCoeff



ENUMERATED {n2, n4, n8, spare}

}

PCCH-Configuration ::=



SEQUENCE {


defaultPagingCycle




ENUMERATED {












rf32, rf64, rf128, rf256},


nB








ENUMERATED {












fourT, twoT, oneT, halfT, quarterT, oneEightT,












onSixteenthT, oneThirtySecondT}

}

-- ASN1STOP

	RadioResourceConfigCommon field descriptions

	


	BCCH-Configuration

	modificationPeriodCoeff

Actual modification period, expressed in number of radio frames= modificationPeriodCoeff * defaultPagingCycle DIV 10ms. n2 corresponds to value 2, n4 corresponds to value 4 and n8 corresponds to value 8.


	PCCH-Configuration

	defaultPagingCycle

Default paging cycle, referred to as ‘T’ in TS 36.304 [4]. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	nB

Parameter: Nb is used to derive the number of paging groups according to TS 36.304 [4]


End of 2nd modification
Start of 3rd modification:
6.3.2
Radio resource control information elements

Unmodified parts omitted…
–
TPC-PDCCH-Configuration

The IE TPC-PDCCH-Configuration is used to specify the RNTIs and indexes for PUCCH and PUSCH power control according to TS 36.212 [22]. The power control function can either be disabled or enabled with the IE.

TPC-PDCCH-Configuration information element
-- ASN1START

TPC-PDCCH-Configuration::=




CHOICE {


disable



NULL,


enable



SEQUENCE { 



tpc-RNTI






BIT STRING (SIZE (16)), 



tpc-Index






TPC-Index


}

}

-- ASN1STOP

	TPC-PDCCH-Config field descriptions

	tpc-RNTI

RNTI for power control using DCI format 3/3A, see TS 36.212 [22].

	tpc-Index

Index of N or M, see TS 36.212 [22, 5.3.3.1.6 and 5.3.3.1.7], where N or M is dependent on the used DCI format. 


–
UL-CyclicPrefixLength
The IE UL-CyclicPrefixLength is used to indicate the uplink cyclic prefix length.

UL-CyclicPrefixLength information elements
-- ASN1START

UL-CyclicPrefixLength ::=

ENUMERATED {len1, len2}
-- ASN1STOP

	UL-CyclicPrefixLength field descriptions

	UL-CyclicPrefixLength

Parameter: Uplink cyclic prefix length see 36.211 [21, 5.2.1] where len1 corresponds to normal cyclic prefix and len2 corresponds to extended cyclic prefix.


–
UL-ReferenceSignalsPUSCH
The IE UL-ReferenceSignalsPUSCH is used to specify parameters needed for the transmission on PUSCH (or PUCCH).
UL-ReferenceSignalsPUSCH information element
-- ASN1START

UL-ReferenceSignalsPUSCH ::=

SEQUENCE {


groupHoppingEnabled




BOOLEAN,


groupAssignmentPUSCH



INTEGER (0..29),


sequenceHoppingEnabled



BOOLEAN,


cyclicShift






INTEGER (0)






   -- 3 -bit field FFS

}

CyclicShift ::=





INTEGER (0)






   -- 3 or 4-bit field FFS
-- ASN1STOP

	UL-ReferenceSignalsPUSCH field descriptions

	groupHoppingEnabled

Parameter: Group-hopping-enabled, see TS 36.211 [21, 5.5.1.3].

	groupAssignmentPUSCH

Parameter: (SS See TS 36.211 [21, 5.5.1.3].

	sequenceHoppingEnabled

Parameter: Sequence-hopping-enabled, see TS 36.211 [21, 5.5.1.4].

	cyclicShift

Parameters: 
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 see TS 36.211 [21, 5.5.2.1.1].


End of 3rd modification
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