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First subclause impacted

8.1.1.6.1
System Information Block type 1
The UE should store all relevant IEs included in this system information block if the UE is operating in "GSM-MAP mode" and the IE "PLMN type" in the Master Information Block has the value "GSM-MAP" or "GSM-MAP and ANSI-41". The UE shall also:

1>
check that the cell, according to information included in IE "CN common GSM-MAP NAS system information", is suitable [4];

1>
if in connected mode:

2>
not forward the content of the IE "CN common GSM-MAP NAS system information" to upper layers.

1>
if in idle mode:

2>
forward the content of the IE "CN common GSM-MAP NAS system information" to upper layers.

1>
for the IE "CN domain system information list":

2>
for each IE "CN domain system information" that is present:

3>
check that the cell, according to information included in IE "CN domain specific NAS system information", is suitable [4];

3>
if in connected mode:

4>
not forward the content of the IE "CN domain specific NAS system information" to upper layers.

3>
if in idle mode:

4>
forward the content of the IE "CN domain specific NAS system information" and the IE "CN domain identity" to upper layers;

4>
use the IE "CN domain specific DRX cycle length coefficient" to calculate frame number for the Paging Occasions as specified in [4];

4>
store the value of the IE "CN domain specific DRX cycle length coefficient" for use in connected mode.

2>
if an IE "CN domain system information" is not present for a particular CN domain:

3>
if in idle mode:
4>
indicate to upper layers that no CN system information is available for that CN domain.

1>
if the UE has not yet entered UTRA RRC connected mode:

2>
store the values of the IE "UE Timers and constants in connected mode" in the variable TIMERS_AND_CONSTANTS.

2> if the IE "T3xx" is not present:

3> clear any value of the timer T3xx stored in the IE "UE Timers and constants in connected mode" in the variable TIMERS_AND_CONSTANTS.
1>
use the values stored in the variable TIMERS_AND_CONSTANTS for the relevant timers and constants.
Next subclause impacted
8.1.14
Signalling connection release indication procedure
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Figure 8.1.14-1: Signalling connection release indication procedure, normal case

8.1.14.1
General
The signalling connection release indication procedure is used by the UE to indicate to the UTRAN that one of its signalling connections has been released. The procedure may in turn initiate the RRC connection release procedure.

8.1.14.2
Initiation
The UE shall, on receiving a request to release (abort) the signalling connection from upper layers for a specific CN domain:

1>
if a signalling connection in the variable ESTABLISHED_SIGNALLING_CONNECTIONS for the specific CN domain identified with the IE "CN domain identity" exists:

2>
initiate the signalling connection release indication procedure.

1>
otherwise:

2>
abort any ongoing establishment of signalling connection for that specific CN domain as specified in 8.1.3.5a.

Upon initiation of the signalling connection release indication procedure in CELL_PCH or URA_PCH state, the UE shall:

1>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

2>
move to CELL_FACH state.

1>
else: 

2>
perform a cell update procedure, according to subclause 8.3.1, using the cause "uplink data transmission";

2>
when the cell update procedure completed successfully:

3>
continue with the signalling connection release indication procedure as below.

The UE shall:

1>
set the IE "CN Domain Identity" to the value indicated by the upper layers. The value of the IE indicates the CN domain whose associated signalling connection the upper layers are indicating to be released;

1>
remove the signalling connection with the identity indicated by upper layers from the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

1>
transmit a SIGNALLING CONNECTION RELEASE INDICATION message on DCCH using AM RLC.

When the successful delivery of the SIGNALLING CONNECTION RELEASE INDICATION message has been confirmed by RLC the procedure ends.

In addition, if the timer T3xx value is stored in the IE "UE Timers and constants in connected mode" in the variable TIMERS_AND_CONSTANTS, and 

If there is no CS domain connection indicated in the variable ESTABLISHED_SIGNALLING_CONNECTIONS; 
the UE may: 

1> if the upper layers indicate that there is no more PS data for a prolonged period:
2> if timer T3xx is not running:

3>
set the IE "CN Domain Identity" to PS domain; 
3> set the IE "Signalling Connection Release Indication Cause" to "UE Requested PS Data session end";

3>
transmit a SIGNALLING CONNECTION RELEASE INDICATION message on DCCH using AM RLC;
3> start the timer T3xx.
When the successful delivery of the SIGNALLING CONNECTION RELEASE INDICATION message has been confirmed by RLC the procedure ends.
The UE shall be inhibited from sending the SIGNALLING CONNECTION RELEASE INDICATION message with the IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" whilst timer T3xx is running. 

8.1.14.2a
RLC re-establishment or inter-RAT change
If a re-establishment of the transmitting side of the RLC entity on signalling radio bearer RB2 occurs before the successful delivery of the SIGNALLING CONNECTION RELEASE INDICATION message has been confirmed by RLC, the UE shall:

1>
retransmit the SIGNALLING CONNECTION RELEASE INDICATION message on the uplink DCCH using AM RLC on signalling radio bearer RB2.

If an Inter-RAT handover from UTRAN procedure occurs before the successful delivery of the SIGNALLING CONNECTION RELEASE INDICATION message has been confirmed by RLC, the UE shall:

1>
abort the signalling connection while in the new RAT.

8.1.14.3
Reception of SIGNALLING CONNECTION RELEASE INDICATION by the UTRAN
Upon reception of a SIGNALLING CONNECTION RELEASE INDICATION message, if the IE “Signalling Connection Release Indication Cause” is not included the UTRAN requests the release of the signalling connection from upper layers. Upper layers may then initiate the release of the signalling connection.
If the IE "Signalling Connection Release Indication Cause" is included in the SIGNALLING CONNECTION RELEASE INDICATION message the UTRAN may :
1> request the release of the signalling connection from the upper layers or;

1> initiate a state transition to IDLE, CELL_PCH or URA_PCH.
8.1.14.4
Expiry of timer T3xx

When timer T3xx expires: 

1>
the UE may determine whether it has any subsequent SIGNALLING CONNECTION RELEASE INDICATION messages to send, in which case it acts in accordance with clause 8.1.14.2;
1> the procedure ends.
Next subclause impacted

8.3.3.3
Reception of UTRAN MOBILITY INFORMATION message by the UE
When the UE receives a UTRAN MOBILITY INFORMATION message, it shall:

1>
act on received information elements as specified in subclause 8.6;

1>
if the IE "Priority Info" is present:

2>
act upon the received IE as described in subclause 8.6.7.23.

1>
if the IE "UE Timers and constants in connected mode" is present:

2>
store the values of the IE "UE Timers and constants in connected mode" in the variable TIMERS_AND_CONSTANTS, replacing any previously stored value for each timer and constant; and

2> if the IE "T3xx" is not present:

3> clear any value of the timer T3xx stored in the IE "UE Timers and constants in connected mode" in the variable TIMERS_AND_CONSTANTS ; and
2>
for each updated timer value:

3>
start using the new value next time the timer is started;

NOTE:
If a new value of timer T305 is included in the IE "UE Timers and constants in connected mode", and the old value of timer T305 is "infinity", the new value may not be used immediately.
2>
for each updated constant value:

3>
start using the new value directly;

 […NEXT CHANGE…]
Next subclause impacted

10.2.47
SIGNALLING CONNECTION RELEASE INDICATION
This message is used by the UE to indicate to UTRAN the release of an existing signalling connection.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	IE type and reference
	Semantics description
	version

	Message Type
	MP
	
	Message type
	
	

	UE Information Elements
	
	
	
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	CN information elements
	
	
	
	
	

	CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	Signalling Connection Release Indication Cause
	OP
	
	Signalling Connection Release Indication Cause 10.3.3.x
	
	REL-8


Next subclause (new) impacted

10.3.3.x Signalling Connection Release Indication Cause

This IE is used to indicate to the UTRAN that there is no more PS data for a prolonged period.

	Information Element/Group name
	Need
	Multi
	IE type and reference
	Semantics description

	Signallng Connection Release Indication Cause 
	MP
	
	Enumerated (UE Requested PS Data session end, spare)
	


Next subclause impacted

10.3.3.43
UE Timers and Constants in connected mode

This information element specifies timer- and constants values used by the UE in connected mode.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	T301
	MD
	
	Integer(100, 200 .. 2000 by step of 200, 3000, 4000, 6000, 8000)
	Value in milliseconds. Default value is 2000. This IE should not be used by the UE in this release of the protocol.

One spare value is needed.
	

	N301
	MD
	
	Integer(0..7)
	Default value is 2. This IE should not be used by the UE in this release of the protocol.
	

	T302
	MD
	
	Integer(100, 200... 2000 by step of 200, 3000, 4000, 6000, 8000)
	Value in milliseconds. Default value is 4000.

One spare value is needed.
	

	N302
	MD
	
	Integer(0..7)
	Default value is 3.
	

	T304
	MD
	
	Integer(100, 200, 400, 1000, 2000)
	Value in milliseconds. Default value is 2000. Three spare values are needed.
	

	N304
	MD
	
	Integer(0..7)
	Default value is 2..
	

	T305
	MD
	
	Integer(5, 10, 30, 60, 120, 360, 720, infinity)
	Value in minutes. Default value is 30.

Infinity means no update
	

	T307
	MD
	
	Integer(5, 10, 15, 20, 30, 40, 50)
	Value in seconds. Default value is 30.

One spare value is needed.
	

	T308
	MD
	
	Integer(40, 80, 160, 320)
	Value in milliseconds. Default value is 160.
	

	T309
	MD
	
	Integer(1…8)
	Value in seconds. Default value is 5.
	

	T310
	MD
	
	Integer(40 .. 320 by step of 40) 
	Value in milliseconds. Default value is 160.
	

	N310
	MD
	
	Integer(0 .. 7)
	Default value is 4.
	

	T311
	MD
	
	Integer(250 .. 2000 by step of 250) 
	Value in milliseconds. Default value is 2000.
	

	T312
	MD
	
	Integer (0..15)
	Value in seconds. Default value is 1. The value 0 is not used in this version of the specification.
	

	N312
	MD
	
	Integer (1, 2, 4, 10, 20, 50, 100, 200, 400, 600, 800, 1000)
	Default value is 1.
	

	T313
	MD
	
	Integer (0..15)
	Value in seconds. Default value is 3.
	

	N313
	MD
	
	Integer (1, 2, 4, 10, 20, 50, 100, 200)
	Default value is 20.
	

	T314
	MD
	
	Integer(0, 2, 4, 6, 8, 12, 16, 20)
	Value in seconds. Default value is 12.
	

	T315
	MD
	
	Integer (0,10, 30, 60, 180, 600, 1200, 1800)
	Value in seconds. Default value is 180.
	

	N315
	MD
	
	Integer (1, 2, 4, 10, 20, 50, 100, 200, 400, 600, 800, 1000)
	Default value is 1.
	

	T316
	MD
	
	Integer(0, 10, 20, 30, 40, 50, infinity)
	Value in seconds. Default value is 30.

One spare value is needed.
	

	T317
	MD
	
	
	Default value is infinity.
	

	
	
	
	Enumerated (infinity,  infinity, infinity, infinity, infinity, infinity, infinity, infinity)
	All the values are changed to "infinity" in the Rel-5.
	REL-5

	T3xx
	OP
	
	Enumerated  (0, 5, 10, 20, 30, 60, 90, 120)
	Value in seconds. 

The use of 0secs indicates no need to apply the inhibit timer. 


	REL-8


Next subclause impacted

11.2
PDU definitions
[...]

-- ***************************************************

--

-- SIGNALLING CONNECTION RELEASE INDICATION

--

-- ***************************************************

SignallingConnectionReleaseIndication ::= SEQUENCE {


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




signallingConnectionReleaseIndication-r3-add-ext

BIT STRING

OPTIONAL,




v8xynonCriticalExtentions
SEQUENCE {





signallingConnectionReleaseIndication-v8xyext







SignallingConnectionReleaseIndication-v8xyext,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL



} OPTIONAL


}
OPTIONAL

}

SignallingConnectionReleaseIndication-v8xyext
::= SEQUENCE {


signallingConnectionReleaseIndicationCause
ENUMERATED {uERequestedPSDataSessionEnd, spare1}

}

[...]
UTRANMobilityInformation ::= CHOICE {


r3







SEQUENCE {



utranMobilityInformation-r3

UTRANMobilityInformation-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




utranMobilityInformation-v3a0ext
UTRANMobilityInformation-v3a0ext-IEs,




laterNonCriticalExtensions


SEQUENCE {





-- Container for additional R99 extensions





utranMobilityInformation-r3-add-ext

BIT STRING

OPTIONAL,





v690NonCriticalExtensions


SEQUENCE {





utranMobilityInformation-v690ext
UtranMobilityInformation-v690ext-IEs, 





v8xyNonCriticalExtentions


SEQUENCE {







utranMobilityInformation-v8xyext












UtranMobilityInformation-v8xyext,






nonCriticalExtensions



SEQUENCE {}

OPTIONAL





} 

OPTIONAL




}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r5







SEQUENCE {





utranMobilityInformation-r5

UTRANMobilityInformation-r5-IEs,




v690NonCriticalExtensions

SEQUENCE {





utranMobilityInformation-v690ext
UtranMobilityInformation-v690ext-IEs, 





v8xyNonCriticalExtentions


SEQUENCE {







utranMobilityInformation-v8xyext










UtranMobilityInformation-v8xyext,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL





}

OPTIONAL




}
OPTIONAL




},




criticalExtensions




CHOICE {





r7








SEQUENCE{






utranMobilityInformation-r7


UTRANMobilityInformation-r7-IEs,






-- Container for adding non critical extensions after freezing REL-8






utranMobilityInformation-r7-add-ext
BIT STRING

OPTIONAL, 





v8xyNonCriticalExtentions


SEQUENCE {







utranMobilityInformation-v8xyext





















UtranMobilityInformation-v8xyext,






nonCriticalExtensions



SEQUENCE {}

OPTIONAL





}
OPTIONAL




},





criticalExtensions



SEQUENCE {}




}



}

}

}

[...]
UtranMobilityInformation-v8xyext :: = SEQUENCE {


ue-ConnTimersAndConstants-v8xyext

UE-ConnTimersAndConstants-v8xyext
}

UE-ConnTimersAndConstants-v8xyext :: = SEQUENCE {


t-3xx
T-3xx


}

[...]

T-3xx :: = ENUMERATED {s0, s5, s10, s20, s30, s60, s90, s120}
[...]

SysInfoType1 ::=




SEQUENCE {


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,




cn-DomainSysInfoList


CN-DomainSysInfoList,


-- User equipment IEs



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants


OPTIONAL,



ue-IdleTimersAndConstants

UE-IdleTimersAndConstants


OPTIONAL,


-- Extension mechanism for non- release99 information



v3a0NonCriticalExtensions

SEQUENCE {




sysInfoType1-v3a0ext

SysInfoType1-v3a0ext-IEs, 



v8xyNonCriticalExtentions
SEQUENCE {





sysInfoType1-v8xyext

SysInfoType1-v8xyext-IEs,




nonCriticalExtensions

SEQUENCE {} OPTIONAL



}






OPTIONAL


}






OPTIONAL

}

SysInfoType1-v3a0ext-IEs ::= SEQUENCE {


ue-ConnTimersAndConstants-v3a0ext

UE-ConnTimersAndConstants-v3a0ext,


ue-IdleTimersAndConstants-v3a0ext

UE-IdleTimersAndConstants-v3a0ext

}

SysInfoType1-v8xyext-IEs ::= SEQUENCE {


ue-ConnTimersAndConstants-v8xyext

UE-ConnTimersAndConstants-v8xyext

}
Next subclause impacted

13.1
Timers for UE
	Timer
	Start
	Stop
	At expiry

	T300
	Transmission of RRC CONNECTION REQUEST in case of connection establishment for reasons other than MBMS reception
	Reception of RRC CONNECTION SETUP
	Retransmit RRC CONNECTION REQUEST if V300 =< N300, else go to Idle mode

	T302
	Transmission of CELL UPDATE/URA UPDATE
	Reception of CELL UPDATE CONFIRM/URA UPDATE CONFIRM 
	Retransmit CELL UPDATE/URA UPDATE if V302 =< N302, else, go to Idle mode

	T304
	Transmission of UE CAPABILITY INFORMATION
	Reception of UE CAPABILITY INFORMATION CONFIRM
	Retransmit UE CAPABILITY INFORMATION if V304 =< N304, else initiate a cell update procedure

	T305
	Entering CELL_FACH or URA_PCH or CELL_PCH state. Reception of CELL UDPATE CONFIRM/URA UPDATE CONFIRM. 
	Entering another state.
	Transmit CELL UPDATE if T307 is not activated and the UE detects "in service area". Otherwise, if T307 is not active, start T307.

	T307
	When the timer T305 has expired and the UE detects "out of service area".
	When the UE detects "in service area".
	Transit to idle mode

	T308
	Transmission of RRC CONNECTION RELEASE COMPLETE
	Not stopped
	Transmit RRC CONNECTION RELEASE COMPLETE if V308 <=N308, else go to idle mode. 

	T309
	Upon reception of CELL CHANGE ORDER FROM UTRAN message
	Successful response to a connection establishment request in the new cell. 
	Resume the connection to UTRAN

	T310
	Transmission of PUSCH CAPACITY REQUEST
	Reception of PHYSICAL SHARED CHANNEL ALLOCATION
	Transmit PUSCH CAPACITY REQUEST if V310 =< N310, else procedure stops.

	T311
	Reception of PHYSICAL SHARED CHANNEL ALLOCATION message with the CHOICE "PUSCH allocation" set to "PUSCH allocation pending".
	Reception of PHYSICAL SHARED CHANNEL ALLOCATION message with CHOICE "PUSCH allocation" set to "PUSCH allocation assignment".
	UE may initiate a PUSCH capacity request procedure.

	T312
	When the UE starts to establish dedicated CH
	When the UE detects N312 "in sync" indication from L1. 
	The criteria for physical channel establishment failure is fulfilled

	T313
	When the UE detects consecutive N313 "out of sync" indication from L1.
	When the UE detects consecutive N315 "in sync" indication from L1.
	The criteria for Radio Link failure is fulfilled.

	T314
	When the criteria for radio link failure are fulfilled.

The timer is started if radio bearer(s) that are associated with T314 exist or if only RRC connection exists only to the CS domain.
	When the Cell Update procedure has been completed.
	See subclause 8.3.1.13.

	T315
	When the criteria for radio link failure are fulfilled.

The timer is started only if radio bearer(s) that are associated with T315 exist or if RRC connection exists to PS domain.
	When the Cell Update procedure has been completed.
	See subclause 8.3.1.14.

	T316
	When the UE detects "out of service area" in URA_PCH or CELL_PCH state
	When the UE detects "in service area".
	Initiate cell update procedure if in service area is detected. Otherwise start timer T317, transit to CELL_FACH state and initiate cell update procedure when the UE detects "in service area".

	T317
	When the T316 expires or when in CELL_FACH state, the UE detects "out of service area".
	When the UE detects "in service area".
	T317 never expires.

	T318
	Transmission of RRC CONNECTION REQUEST in case of connection establishment for MBMS reception
	Reception of RRC CONNECTION SETUP
	Enter idle mode

	T319
	When entering CELL_PCH or URA_PCH.
	When leaving CELL_PCH or URA_PCH state.
	The UE activates starts the DRX cycle based on “DRX cycle length coefficient”. 

	T320
	When receiving the CELL UPDATE CONFIRM message with IE “Wait time” and IE “RRC State Indicator” set to the value “CELL_PCH” or “URA_PCH”.
	When initiating the cell update or URA update procedure with an update cause other than “uplink data transmission” or when initiating a new signalling connection.
	See subclause 8.3.1.16.

	T3xx
	When transmitting a SIGNALLING CONNECTION RELEASE INDICATION message including the IE "Signalling Connection Release Indication Cause"
	When the UE transitions to IDLE, CELL_PCH or URA_PCH
	See subclause 8.1.14.4
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