3GPP TSG-RAN WG2 Meeting #64
R2-087367
Prague, Czech Republic

10th – 14th November 2008
Agenda item:

6.2.1.2
Source:
Nokia Corporation, Nokia Siemens Networks
Title:
Title of the Contribution
Document for:

Discussion and Decision

1
Introduction
This contribution presents a clarification on the usage of field and information element to the RRC specification.
2
IE vs. field
Currently it seems that in the RRC specification the terms IE and field are not used in consistent manner. This inconsistency is abundant also in UTRAN RRC specification 25.331, where the same ASN.1 element has been called both IE and field in the same sentence. In 36.331 there are many ASN.1 structure definitions where the name of the structure includes trailer –r8-IEs. These structures thus seem to consist of IE’s i.e. not fields, although writing a sentence describing IE’s within an IE does seem a bit difficult. 

To preserve consistency in terminology, we have a preference to use the term information element or IE to describe the type of a certain ASN.1 structure and the term field to describe the contents. 
Additionally, it was discussed whether the the 36.331 should include the definitions of information element and field ant that the procedure descriptions could omit the usage of these terms as the IEs are already indicated by a capital first letter. This is included in the text proposal.
4
Conclusion
We propose to approve the text proposals presented in this contribution.
Beginning of Text Proposal
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End of Text Proposal
Beginning of Text Proposal
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Information element: A structural element containing a single or multiple fields is referred as information element.
Field: The individual contents of an information element are referred as fields.
End of Text Proposal
Beginning of Text Proposal
5.2.2.7
Actions upon reception of the SystemInformationBlockType1 message

Upon receiving the SystemInformationBlockType1 message the UE shall:

1>
forward the  cellIdentity to upper layers;

1>
forward the  TrackingAreaCode to upper layers;

1>
if the SystemInformationBlockType1 does not contain the  q-Rxlevminoffset:
2>
apply value 0 dB for Qrxlevminoffset.
End of Text Proposal
Beginning of Text Proposal
5.2.2.9
Actions upon reception of SystemInformationBlockType2
Upon receiving SystemInformationBlockType2, the UE shall:

1>
if upper layers indicate that a (UE specific) paging cycle is configured:

2>
Apply the lowest of the  (UE specific) paging cycle and the defaultPagingCycle included in the radioResourceConfigCommon;
1>
else:

2>
Apply the defaultPagingCycle included in the radioResourceConfigCommon;
1>
if the  mbsfn-SubframeConfiguration is included:

2>
consider that no other DL assignments occur in the MBSFN subframes indicated in the mbsfn-SubframeConfiguration:

1>
apply the radio resource configuration included in the radioResourceConfigCommon;

NOTE
This implies that the UE discards the radio resource configuration included in the radioResourceConfigCommon previously received in a dedicated message, if any.

1>
apply the specified PCCH configuration defined in 9.1.1.3;

1>
if the UE is in RRC_IDLE:

2>
apply the timeAlignmentTimerCommon upon transition to RRC_CONNECTED.

1>

if the UE is in RRC_CONNECTED:

2> 
not apply the timeAlignmentTimerCommon;

End of Text Proposal
Beginning of Text Proposal
5.2.2.15
Actions upon reception of SystemInformationBlockType8
Upon receiving SystemInformationBlockType8, the UE shall:

1>
if the CDMA2000-SystemTimeInfo is included:

2>
forward the CDMA2000-SystemTimeInfo to CDMA upper layers;

1>
if the UE is in RRC_IDLE and if the searchWindowSize is included:

2>
forward the searchWindowSize to CDMA upper layers;

1>
if the hrpd-Parameters is included;

2>
if the hrpd-PreRegistrationInfo is included and UE has not received it within a RRCConnectionReconfiguration message after entering this cell:

3>
forward the hrpd-PreRegistrationInfo to CDMA upper layers;

2>
if the hrpd-CellReselectionParameters is included:

3>
if the hrpd-NeighborCellList is included:

4>
forward the hrpd-NeighborCellList to the CDMA upper layers;

1>
if the oneXRTT-Parameters is included;

2>
if the oneXRTT-CSFBRegistrationInfo is included:

3>
forward the oneXRTT-CSFBRegistrationInfo to the CDMA upper layers and only use this information for CS registration towards 1xRTT in the EUTRA cell in which it was received;
2>
if the oneXRTT-LongCodeState is included:

3>
forward the oneXRTT-LongCodeState to CDMA upper layers;

2>
if the oneXRTT-CellReselectionParameters is included:

3>
if the oneXRTT-NeighborCellList is included:

4>
forward the oneXRTT-NeighborCellList to the CDMA upper layers;

End of Text Proposal
Beginning of Text Proposal
5.3.3.3
Actions related to transmission of RRCConnectionRequest message

The UE shall set the contents of RRCConnectionRequest message as follows:

1>
set the ue-Identity as follows:
2>
if upper layers provide an S-TMSI:
3>
set the ue-identity to the value received from upper layers;
2>
else

3>
draw a random value and set the ue-Identity to this value;

NOTE 1
Upper layers provide the S-TMSI if the UE is registered in the TA of the current cell.
1>
Set the establishmentCause in accordance with the information received from upper layers;

The UE shall submit the RRCConnectionRequest message to lower layers for transmission.

The UE shall continue cell re-selection related measurements as well as cell re-selection evaluation. If the conditions for cell re-selection are fulfilled, the UE shall perform cell re-selection as specified in 5.3.3.5.

End of Text Proposal
Beginning of Text Proposal
5.3.3.4
Reception of the RRCConnectionSetup by the UE

NOTE:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
establish SRB1 in accordance with the received radioResourceConfiguration and as specified in 5.3.10;

1>
If stored, discard the Inter-frequency priority information and the Inter-RAT priority information provided via dedicated signalling using the idleModeMobilityControlInfo;

1>
stop timer T300;

1>
stop timer T302, if running;
1>
stop timer T303, if running;

1>
stop timer T305, if running;

1>
stop timer T320, if running;

1>
enter RRC_CONNECTED state;

1>
stop the cell re-selection procedure;

1>
set the content of RRCConnectionSetupComplete message as follows:

2>
set the selectedPLMN-Identity to the PLMN selected by upper layers [TS 23.122, TS 24.008] from the PLMN(s) included in the plmn-IdentityList broadcast, within SystemInformationBlockType1, in the cell where the RRC connection was established;

2>

if upper layers provide the ‘Registered MME’, set the registeredMME as follows:

3>
if the PLMN identity of the ‘Registered MME’ is different from the PLMN selected by the upper layers, set the plmnIdentity to the value received from upper layers;

3> set the mmegi and mmec to the value received from upper layers;

2>
set the nas-DedicatedInformation to include the information received from upper layers;

2> submit the RRCConnectionSetupComplete message to lower layers for transmission, upon which the procedure ends.
End of Text Proposal
Beginning of Text Proposal
5.3.3.8
Reception of the RRCConnectionReject by the UE

The UE shall:

1>
stop timer T300;

1>
reset MAC;
1>
start timer T302, with the timer value set to the waitTime;

1>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls, mobile originating signalling and mobile terminating access is applicable, upon which the procedure ends.
Beginning of Text Proposal
Beginning of Text Proposal
5.3.7.4
Actions related to transmission of RRCConnectionReestablishmentRequest message

The UE shall set the contents of RRCConnectionReestablishmentRequest message as follows:

1>
set the ue-Identity as follows:
2>
set the c-RNTI to the C-RNTI used in the source cell (handover failure case) or used in the cell in which the trigger for the re-establishment occurred (other cases);
2>
set the cellIdentity to the Physical layer identity of the source cell (handover failure case) or of the cell in which the trigger for the re-establishment occurred (other cases);
2>
set the shortMAC-I to the 16 least significant bits of the MAC-I calculated:

3>
over the concatenation of the ASN.1 encoded parameters with the following identified order: CellIdentity of the current cell, PhysicalCellIdentity of the cell the UE was connected to prior to the failure and C-RNTI that the UE had in the cell it was connected to prior to the failure;

3>
with the integrity protection key and integrity protection algorithm that was used in the cell the UE was connected to prior to the failure; and

3>
with all input bits for COUNT, BEARER and DIRECTION set to binary ones.

1>
set the reestablishmentCause as follows:
2>
if the re-establishment procedure was initiated due to reconfiguration failure as specified in 5.3.5.5 (the UE is unable to comply with the reconfiguration):
3>
set the reestablishmentCause to the value ‘reconfigurationFailure’;

2>
else if the re-establishment procedure was initiated due to handover failure as specified in 5.3.5.6 (intra-LTE handover failure) or 5.4.3.5 (inter-RAT mobility from EUTRA failure):
3>
set the reestablishmentCause to the value ‘handoverFailure’;

2>
else:
3>
set the reestablishmentCause to the value ‘otherFailure’;

The UE shall submit the RRCConnectionReestablishmentRequest message to lower layers for transmission.

End of Text Proposal
Beginning of Text Proposal
5.3.10.1
SRB addition/ modification

The UE shall:

1>
if the received radioResourceConfiguration includes the srb-ToAddModifyList:

2>
for each srb-Identity value included in the srb-ToAddModifyList that is not part of the current UE configuration (SRB establishment):

3>
apply the specified configuration defined in 9.1.2 for the corresponding SRB;

3> establish a PDCP entity and configure it with the current security configuration, if applicable;

3>
if the rlc-Configuration is set to ‘explicit’:

4>
establish an RLC entity in accordance with the received RLC-Configuration;

3>
else if the rlc-Configuration is set to ‘default’:

4>
establish an RLC entity in accordance with the default configuration applicable for this srb-identity as specified in 9.2.1;

3>
if the logicalChannelConfig is set to ‘explicit’:

4>
establish a DCCH logical channel in accordance with the received LogicalChannelConfig;

3>
else if the logicalChannelConfig is set to ‘default’:

4>
establish a DCCH logical channel in accordance with the default configuration applicable for this srb-identity as specified in 9.2.1;

2>
for each srb-Identity value included in the srb-ToAddModifyList that is part of the current UE configuration (SRB reconfiguration):

3>
if the rlc-Configuration is included and set to ‘explicit’:

4>
reconfigure the RLC entity in accordance with the received RLC-Configuration;

3>
else if the rlc-Configuration is included and set to ‘default’:

4>
reconfigure the RLC entity in accordance with the default configuration applicable for this srb-identity as specified in 9.2.1.1;

3>
if the logicalChannelConfig is included and set to ‘explicit’:

4>
reconfigure the DCCH logical channel in accordance with the received LogicalChannelConfig;

3>
else if the logicalChannelConfig is included and set to ‘default’:

4>
reconfigure the DCCH logical channel in accordance with the default configuration applicable for this srb-identity as specified in 9.2.1;

NOTE 1:
‘Infinity’ is the only applicable value for the prioritizedBitRate for SRB1 and SRB2

NOTE 2:
AM is the only applicable RLC mode for SRB1 and SRB2

End of Text Proposal
Beginning of Text Proposal
5.3.10.3
DRB addition/ modification

The UE shall:

1>
if the received radioResourceConfiguration includes the drb-ToAddModifyList:

2>
for each drb-Identity value included in the drb-ToAddModifyList that is not part of the current UE configuration (DRB establishment):

3>
establish a PDCP entity and configure it with the current security configuration and in accordance with the received PDCP-Configuration ;

3>
establish an RLC entity in accordance with the received RLC-Configuration ;

3>
establish a DTCH logical channel in accordance with the received LogicalChannelConfig ;

2>
indicate the establishment of the DRB(s) and the eps-BearerIdentity of the established DRB(s) to upper layers;
2>
for each drb-Identity value included in the drb-ToAddModifyList that is part of the current UE configuration (DRB reconfiguration):

3>
reconfigure the PDCP entity in accordance with the received PDCP-Configuration ;

3>
reconfigure the RLC entity in accordance with the received RLC-Configuration ;

3>
reconfigure the DTCH logical channel in accordance with the received LogicalChannelConfig ;

5.3.10.4
Transport channel reconfiguration

The UE shall:

1>
if the received radioResourceConfiguration includes the  mac-MainConfig:

2>
if the mac-MainConfig is set to ‘explicit’:

3>
if the received mac-MainConfig includes the dl-SCH-Configuration:

4>
reconfigure the DL-SCH transport channel in accordance with the received dl-SCH-Configuration;

3>
if the received mac-MainConfig includes the ul-SCH-Configuration:

4>
reconfigure the UL-SCH transport channel in accordance with the received ul-SCH-Configuration;

3>
if the mac-MainConfig includes drx-Configuration:

4>
if the drx-Configuration is set to ‘disable’:

5>
disable the DRX functionality;

5>
release the DRX configuration.

4> else if the drx-Configuration includes shortDRX and shortDRX is set to ‘disable’:

5>
disable the short DRX functionality;

5>
release short DRX configuration;

3>
if the  mac-MainConfig includes timeAlignmentTimerDedicated:

4> apply the timeAlignmentTimerDedicated;

3>
if the mac-MainConfig includes phr-Configuration:

4>
if the phr-Configuration is set to ‘disable’:

5>
disable the power headroom reporting functionality;

2>
else if the mac-MainConfig is set to ‘default’:

3>
reconfigure the mac-MainConfig in accordance with the default configuration as specified in 9.2.2;

5.3.10.5
Semi-persistent scheduling reconfiguration

The UE shall:

1>
if the received radioResourceConfiguration includes sps-Configuration:

2>
if sps-Configuration includes sps-ConfigurationUL and the configuration is set to enable:

3> if the  p0-Persistent is not present: 

4> set the value of p0-NominalPUSCH-Persistent to the value of p0-NominalPUSCH;

4> set the value of p0-UePUSCH-Persistent to the value of p0-UePUSCH.
2> if sps-Configuration includes sps-ConfigurationDL and the configuration is set to disable:

3> deactivate any downlink semi-persistent scheduling resources, if active;

3>
release the downlink semi-persistent scheduling configuration.

2> if sps-Configuration includes sps-ConfigurationUL and the configuration is set to disable:

3> deactivate any uplink semi-persistent scheduling resources, if active;

3>
release the uplink semi-persistent scheduling configuration.

5.3.10.6
Physical channel reconfiguration

The UE shall:

1>
if the received radioResourceConfiguration includes the physicalConfigDedicated:

2>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

2>
if the antennaInformation is included and set to ‘explicit’:

3>
reconfigure the antenna configuration in accordance with the received AntennaInformationDedicated;

2>
else if the antennaInformation is included and set to ‘default’:

3> reconfigure the antenna configuration in accordance with the default configuration ‘Antenna Information Dedicated’ as specified in 9.2.4;

2>
if physicalConfigDedicated includes  cqi-Reporting and cqi-Reporting includes  cqi-ReportingPeriodic and the configuration is set to disable:

3>
deactivate any uplink resources used for periodic CQI Reporting, if active;

3>
release the cqi-ReportingPeriodic configuration;

2>
if physicalConfigDedicated includes the  soundingRsUl-Config and the configuration is set to disable:
3>
deactivate any uplink resources used for Sounding if active;
3>
release the soundingRsUl-Config configuration.

2>
if physicalConfigDedicated includes the  schedulingRequestConfig and the configuration is set to disable:
3>
deactivate any uplink resources used for Scheduling Request, if active;

3>
release the schedulingRequestConfig configuration.
End of Text Proposal
Beginning of Text Proposal
5.4.3.3
Reception of the MobilityFromEUTRACommand by the UE

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running

1>
if the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2>
if the targetRAT-Type is set to utran or geran:

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

NOTE:
If there are DRBs for which no radio bearers have been established in the target RAT as indicated in the targetRAT-MessageContainer  in the message, the target RAT part of the UE indicates the release of those DRBs to the upper layer.

2>
else if the targetRAT-Type is set to cdma2000-1XRTT or cdma2000-HRPD:
3>
forward the targetRAT-Type and the targetRAT-MessageContainer to the CDMA upper layers for the UE to access the cell indicated in the inter-RAT message in accordance with the specifications of the CDMA target-RAT;

1>
else if the MobilityFromEUTRACommand message includes the purpose set to ‘cellChangeOrder’:

2>
start timer T304 with the timer value set to t304, as included in the MobilityFromEUTRACommand message;

2>
If the CellChangeOrder is set to ‘geran’:

3>
if networkControlOrder is included in the MobilityFromEUTRACommand message:

4>
apply the value as specified in TS 44.060 [36];

3>
else:

4>
acquire networkControlOrder and apply the value as specified in TS 44.060 [36].

NOTE:
The GERAN-SystemInformation is constructed in the same way as in 2G to 2G NACC, i.e. the PSI messages are encoded as such, whereas the SI messages exclude 2 octets of headers, see TS 44.060[36].

2>
establish the connection to the target cell indicated in the CellChangeOrder;

End of Text Proposal
Beginning of Text Proposal
5.5.2.1
General

E-UTRAN applies the procedure as follows:

-
to configure at most one measurement identity using a reporting configuration with the purpose set to ‘reportCGI’;

The UE shall:

1>
if the received measurementConfiguration includes the measObjectToRemoveList:

2>
perform the Measurement object removal procedure as specified in 5.5.2.4;

1>
if the received measurementConfiguration includes the measObjectToAddModifyList:

2>
perform the Measurement object addition/ modification procedure as specified in 5.5.2.5;

1>
if the received measurementConfiguration includes the reportConfigToRemoveList:

2>
perform the Reporting configuration removal procedure as specified in 5.5.2.6;

1>
if the received measurementConfiguration includes the reportConfigToAddModifyList:

2>
perform the Reporting configuration addition/ modification procedure as specified in 5.5.2.7;

1>
if the received measurementConfiguration includes the measIdToRemoveList:

2>
perform the Measurement identity removal procedure as specified in 5.5.2.2;

1>
if the received measurementConfiguration includes the measIdToAddModifyList:

2>
perform the Measurement identity addition/ modification procedure as specified in 5.5.2.3;

1>
if the received measurementConfiguration includes the quantityConfig:

2>
perform the Quantity configuration procedure as specified in 5.5.2.8;

1>
if the received measurementConfiguration includes the measGapConfig:

2>
perform the Measurement gap configuration procedure as specified in 5.5.2.9;

1>
if the received measurementConfiguration includes the s-Measure:

2>
set the parameter s-Measure within VarMeasurementConfiguration to the received value of s-Measure;

1>
if the hrpd-PreRegistrationInfo is included:

2>
forward the hrpd-PreRegistrationInfo to CDMA upper layers;

1>
if the received measurementConfiguration includes the mbsfn-NeighbourCellConfig:

2>
set the parameter mbsfn-NeighbourCellConfig within VarMeasurementConfiguration to the received value of mbsfn-NeighbourCellConfig;

1>
if the received measurementConfiguration includes the speedDependentParameters:

2>
set the parameter speedDependentParameters within VarMeasurementConfiguration to the received value of speedDependentParameters;

End of Text Proposal
Beginning of Text Proposal
5.5.2.8
Quantity configuration

The UE shall:

1>
if the quantityConfig is included within VarMeasurementConfiguration:

2>
for each measId for which the UE performs measurements according to 5.5.3:

3>
If a filterCoefficient has been configured for the concerned quantity, filter the measurement information, before using the information for measurement report triggering or for measurement reporting, as follows:

4>
apply the following formula:
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The variables in the formula are defined as follows:

Fn is the updated filtered measurement result

Fn-1 is the old filtered measurement result

Mn is the latest received measurement result from physical layer measurements, the unit used for Mn is the same unit as the reported unit in the MeasurementReport message or the unit used in the event evaluation.

a = 1/2(k/4), where k is the parameter received in the filterCoefficent field of the QuantityConfig. 
NOTE 1:
if k is set to 0 that will mean no layer 3 filtering.

F0 is set to M1 when the first measurement result from the physical layer measurement is received.

4>
apply the filtering in the same domain as used for the measurement reporting, i.e. logarithmic filtering for logarithmic measurements.
NOTE 2:
For further details about the physical layer measurement handling, see TS 36.133 [16].

End of Text Proposal
Beginning of Text Proposal
5.5.5
Measurement reporting
For the measId for which the measurement reporting procedure was triggered, the UE shall set the measuredResults within the MeasurementReport message as follows:

1>
set the  measId to the measurement identity that triggered the measurement reporting;

1>
if the triggerType is set to ‘event’:
2>
set the neighbouringMeasResults to include all cells included in the cellsTriggeredList as defined within the VarMeasurementReports for this measId
1>
else:

2>
set the neighbouringMeasResults to include the applicable cells;

1>
ordered as follows:

2>
for each included cell include the filtered measured results in accordance with the reportConfigList defined in variable VarMeasurementConfiguration for that measId, as follows:

3>
If for E-UTRA the reportQuantity is set as ‘both’:

4>
 include the E-UTRA cells in order of decreasing triggerQuantity, i.e. the best cell is included first;

3>
else:

4> include the cells in order of decreasing reportQuantity, i.e. the best cell is included first.

1>
increment the numberOfReportsSent as defined within the VarMeasurementReports for this measId by 1;

1>
if the numberOfReportsSent as defined within the VarMeasurementReports for this measId is less than reportAmount as defined within the corresponding reporting configuration as defined in variable VarMeasurementConfiguration:

2>
stop the periodical reporting timer, if running;

2>
start the periodical reporting timer with the value of reportInterval as defined within the VarMeasurementConfiguration for this measId;

1>
else if the numberOfReportsSent as defined within the VarMeasurementReports for this measId is equal to reportAmount as defined within the corresponding reporting configuration as defined in variable VarMeasurementConfiguration:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasurementReports for this measId;
1>
if the measured results are for CDMA HRPD:

2>
set the hrpdPreRegistrationStatus to the UE’s cdma upper layer’s HRPD preRegistrationStatus;

1>
if the measured results are for CDMA 1xRTT:

2>
set the hrpdPreRegistrationStatus to `0’;

1>
submit the MEASUREMENT REPORT message to lower layers for transmission, upon which the procedure ends.

Editor's note:
It is FFS if, for the case of a SON report of the strongest cell(s) on the carrier, the UE is required to report more than one cell.

End of Text Proposal
Beginning of Text Proposal
–
DLInformationTransfer
The DLInformationTransfer message is used for the downlink transfer of dedicated NAS information.

Signalling radio bearer: SRB2 or SRB1 (only if SRB2 not established yet)

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

NOTE

If SRB2 is suspended, E-UTRAN does not send this message until SRB2 is resumed.

DLInformationTransfer message
-- ASN1START

DLInformationTransfer ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




dlInformationTransfer-r8


DLInformationTransfer-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions




SEQUENCE {}


}

}

DLInformationTransfer-r8-IEs ::=
SEQUENCE {


informationType





CHOICE {



nas3GPP







NAS-DedicatedInformation,



cdma2000






SEQUENCE {




cdma2000-Type





CDMA2000-Type,




cdma2000-DedicatedInfo



OCTET STRING



}


},


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

-- ASN1STOP

	DLInformationTransfer field descriptions

	nas3GPP

This field is used to transfer dedicated information for 3GPP NAS. The RRC layer is transparent for this information.

	cdma2000-Type

Type of CDMA2000 network: 1xRTT or HRPD.

	cdma2000-DedicatedInfo

This field is used to transfer UE specific CDMA2000 information between the network and the UE. The RRC layer is transparent for this information.


End of Text Proposal
Beginning of Text Proposal
–
HandoverFromEUTRAPreparationRequest (CDMA2000)

The HandoverFromEUTRAPreparationRequest message is used to trigger the handover preparation procedure with a CDMA2000 RAT.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

HandoverFromEUTRAPreparationRequest message
-- ASN1START

HandoverFromEUTRAPreparationRequest ::= SEQUENCE {


rrc-TransactionIdentifier

RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




handoverFromEUTRAPreparationRequest-r8












HandoverFromEUTRAPreparationRequest-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions




SEQUENCE {}


}

}

HandoverFromEUTRAPreparationRequest-r8-IEs ::= SEQUENCE {


cdma2000-Type





CDMA2000-Type,


cdma2000-RAND





BIT STRING (SIZE (32))

OPTIONAL,  -- Cond cdma2000-Type


cdma2000-MobilityParameters


OCTET STRING



OPTIONAL,
-- Need OP


nonCriticalExtension



SEQUENCE {}




OPTIONAL

}

-- ASN1STOP

	HandoverFromEUTRAPreparationRequest field descriptions

	cdma2000-Type

Type of CDMA2000 network: 1xRTT or HRPD.

	cdma2000-RAND

A 32 bit random value for 1xRTT, generated by the eNB, passed to the CDMA2000 upper layers.

	cdma2000-MobilityParameters

For 1xRTT his information contains the parameters provided to the UE for SRVCC support. These parameters are defined by 3GPP2 in [ref].


	Conditional presence
	Explanation

	cdma2000-Type
	The field is mandatory present if the cdma2000-Type = type1XRTT; otherwise it is not needed.


End of Text Proposal
Beginning of Text Proposal
–
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, dedicated NAS information, radio resource configuration (including RBs, transport channel configuration and physical channel configuration), security configuration and UE related information.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions




SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measurementConfiguration


MeasurementConfiguration

OPTIONAL,
-- Need OC


mobilityControlInformation


MobilityControlInformation

OPTIONAL,
-- Need OP


nas-DedicatedInformationList

SEQUENCE (SIZE(1..maxDRB)) OF












NAS-DedicatedInformation
OPTIONAL,
-- Cond nonHO


radioResourceConfiguration


RadioResourceConfigDedicated
OPTIONAL,
-- Need OC


securityConfiguration



SecurityConfiguration


OPTIONAL,
-- Cond HOSec


ue-RelatedInformation



UE-RelatedInformation


OPTIONAL,
-- Cond HO


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	measurementConfiguration

This field specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.

	mobilityControlInformation

This field includes parameters relevant for network controlled mobility to/within E‑UTRA.

	nas-DedicatedInformationList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	radioResourceConfiguration

This field is used to setup/modify/release RBs, to setup/modifiy transport channel configurations and to setup/modify physical channels.

	securityConfiguration

This field is used to configure AS integrity protection (CP) and AS ciphering (CP and UP) and to provide the next hop Chaining Count.

	ue-RelatedInformation

This field is used to convey miscellaneous UE related information.


	Conditional presence
	Explanation

	HO
	The field is mandatory present if the IE MobilityControlInformation is present in the RRCConnectionReconfiguration message; otherwise the field is not needed.

	HOSec
	The field is mandatory present in case of inter-RAT handover to E‑UTRA; it is optionally present in case of handover within E‑UTRA; otherwise it is not needed.

	nonHO
	The field is not needed in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, continue.


End of Text Proposal
Beginning of Text Proposal
–
RRCConnectionSetupComplete
The RRCConnectionSetupComplete message is used to confirm the successful completion of an RRC connection establishment.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

RRCConnectionSetupComplete message
-- ASN1START

RRCConnectionSetupComplete ::=

SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionSetupComplete-r8

RRCConnectionSetupComplete-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions




SEQUENCE {}


}

}

RRCConnectionSetupComplete-r8-IEs ::= SEQUENCE {


selectedPLMN-Identity



SelectedPLMN-Identity,


registeredMME





RegisteredMME





OPTIONAL,
-- Need OP


nas-DedicatedInformation


NAS-DedicatedInformation,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	RRCConnectionSetupComplete field descriptions

	selectedPLMN-Identity

Index of the PLMN selected by the UE from the plmn-IdentyList included in SIB1.

	registeredMME

The GUMMEI of the MME where the UE is registered.

	nas-DedicatedInformation

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this information.


End of Text Proposal
Beginning of Text Proposal
–
SecurityModeCommand
The SecurityModeCommand message is used to command the activation of AS security.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

SecurityModeCommand message
-- ASN1START

SecurityModeCommand ::=



SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




securityModeCommand-r8



SecurityModeCommand-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions




SEQUENCE {}


}

}

SecurityModeCommand-r8-IEs ::=

SEQUENCE {


securityConfiguration



SecurityConfiguration,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	SecurityModeCommand field descriptions

	securityConfiguration

This field is used to configure AS integrity protection (CP) and AS ciphering (CP and UP).


End of Text Proposal
Beginning of Text Proposal
–
SystemInformationBlockType1
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

Editor's note
RAN1 has agreed (R2-080475) that DL RX Tx power should be indicated on BCCH mapped to DL-SCH. FFS in which SIB and SI this should be provided

SystemInformationBlockType1 message
-- ASN1START

SystemInformationBlockType1 ::=

SEQUENCE {


cellAccessRelatedInformation

SEQUENCE {



plmn-IdentityList




PLMN-IdentityList,



trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFrequencyCellReselection

BOOLEAN




OPTIONAL,
-- Cond CellBarred



cellReservationExtension


ENUMERATED {reserved, notReserved},



csg-Indication





BOOLEAN


},


cellSelectionInfo




SEQUENCE {



q-Rxlevmin






INTEGER (-70..-22),



q-Rxlevminoffset




INTEGER (1..8)


OPTIONAL
-- value range FFS

},



















   -- need FFS

pmax







Pmax





OPTIONAL,


-- need OP


frequencyBandIndicator



INTEGER (1..64),


schedulingInformation



SchedulingInformation,


tdd-Configuration




TDD-Configuration


OPTIONAL,


si-WindowLength





ENUMERATED {











ms1, ms2, ms5, ms10, ms15, ms20, 












ms40, spare1},

systemInformationValueTag


INTEGER (0..31),


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..6)) OF SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}

SchedulingInformation  ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {


si-Periodicity





ENUMERATED {












rf8, rf16, rf32, rf64, rf128, rf256, rf512,












spare1, ...},


sib-MappingInfo





SIB-MappingInfo

}

SIB-MappingInfo  ::= SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type

-- ASN1STOP

	SystemInformationBlockType1 field descriptions

	cellReservedForOperatorUse

As defined in TS 36.304 [4]

	trackingAreaCode

Common TAC for all the PLMNs listed

	cellBarred

‘Barred’ means barred for all calls, as defined in TS 36.304 [4]

	intraFrequencyCellReselection

FFS if needed

	cellReservationExtension

As defined in TS 36.304 [4]

	csg-Indication

If set to TRUE the UE is only allowed to access the cell if the CSG identity matches an entry in the ‘white list’ that the UE has stored

	q-Rxlevmin

Actual value Qrxlevmin = IE value * 2   

RSRP [dBm]

FFS within cellSelectionInfo

	q-Rxlevminoffset

Actual value Qrxlevminoffset = IE value * 2   [dB]

FFS within cellSelectionInfo

	pmax

Pmax to be used in the cell. If absent the UE applies the maximum power according to the UE capability.

	frequencyBandIndicator

Defined in [36.101].

	schedulingInformation



	si-Periodicity

Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on.

	sib-MappingInfo

List of the SIBs mapped to this SystemInformation message.There is no mapping information of SIB2; it is always present in the first SystemInformation message listed in the schedulingInformation list.

	si-WindowLength

Common SI scheduling window for all SIs. Unit in milliseconds, where ms1 denotes 1 millisecond, ms2 denotes 2 milliseconds and so on. 

	systemInformationValueTag

Common for all SIs


	Conditional presence
	Explanation

	CellBarred
	The field is mandatory present if the IE cellBarred is set to TRUE; otherwise the IE is not needed.


End of Text Proposal
Beginning of Text Proposal
–
ULHandoverPreparationTransfer (CDMA2000)

The ULHandoverPreparationTransfer  message is used for the uplink transfer of handover related CDMA2000 information when requested by the higher layers.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

ULHandoverPreparationTransfer  message
-- ASN1START

ULHandoverPreparationTransfer ::=
SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




ulHandoverPreparationTransfer-r8

ULHandoverPreparationTransfer-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions





SEQUENCE {}


}

}

ULHandoverPreparationTransfer-r8-IEs ::= SEQUENCE {


cdma2000-Type





CDMA2000-Type,


cdma2000-MEID





BIT STRING (SIZE (56))
OPTIONAL,
-- Cond cdma2000-Type


cdma2000-DedicatedInfo



OCTET STRING,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	ULHandoverPreparationTransfer field descriptions

	cdma2000-Type

Type of CDMA2000 network: 1xRTT or HRPD.

	cdma2000-DedicatedInfo

This field is used to transfer UE specific CDMA2000 information between the network and the UE. The RRC layer is transparent for this information.

	cdma2000-MEID

The 56 bit mobile identification number provided by the CDMA Upper layers. 


	Conditional presence
	Explanation

	cdma2000-Type
	The field is mandatory present if the cdma2000-Type = type1XRTT; otherwise it is not needed.


End of Text Proposal
Beginning of Text Proposal
–
ULInformationTransfer
The ULInformationTransfer message is used for the uplink transfer of dedicated NAS information.

Signalling radio bearer: SRB2 or SRB1(only if SRB2 not established yet)

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

NOTE

If SRB2 is suspended, the UE does not send this message until SRB2 is resumed. 

ULInformationTransfer message
-- ASN1START

ULInformationTransfer ::=


SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




ulInformationTransfer-r8


ULInformationTransfer-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions




SEQUENCE {}


}

}

ULInformationTransfer-r8-IEs ::=
SEQUENCE {


informationType





CHOICE {



nas3GPP







NAS-DedicatedInformation,



cdma2000






SEQUENCE {




cdma2000-Type





CDMA2000-Type,




cdma2000-DedicatedInfo



OCTET STRING



}


},


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	ULInformationTransfer field descriptions

	nas3GPP

This field is used to transfer dedicated information for 3GPP NAS. The RRC layer is transparent for this information.

	cdma2000-Type

Type of CDMA2000 network: 1xRTT or HRPD.

	cdma2000-DedicatedInfo

This field is used to transfer UE specific CDMA2000 information between the network and the UE. The RRC layer is transparent for this information.


End of Text Proposal
Beginning of Text Proposal
–
SystemInformationBlockType3

The IE SystemInformationBlockType3 contains cell re-selection information common for intra-frequency, inter-frequency and/ or inter-RAT cell re-selection (i.e. applicable for more than one type of cell re-selection but not necessarily all) as well as intra-frequency cell re-selection information other than neighbouring cell related.

SystemInformationBlockType3 information element
-- ASN1START

SystemInformationBlockType3 ::=

SEQUENCE {


cellReselectionInfoCommon


SEQUENCE {



q-Hyst







ENUMERATED {













dB0, dB1, dB2, dB3, dB4, dB5, dB6, dB8, dB10,













dB12, dB14, dB16, dB18, dB20, dB22, dB24},



t-ReselectionEUTRAN




INTEGER (0..7),



speedDependentReselection


SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




speedDependentScalingParameters

SEQUENCE {





q-HystSF-Medium





ENUMERATED {















db-6, dB-4, db-2, db0,















db2, db4, db6, spare},





q-HystSF-High





ENUMERATED {















db-6, dB-4, db-2, db0, db2,















db4, db6, spare},





t-ReselectionEUTRAN-SF-Medium 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 





t-ReselectionEUTRAN-SF-High 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}




}








OPTIONAL







-- Need OP



}









OPTIONAL,







-- Need OP



sameRefSignalsInNeighbour


BOOLEAN,



neighbourCellConfiguration


BIT STRING (SIZE (2))


},


cellReselectionServingFreqInfo

SEQUENCE {



s-NonIntraSearch




INTEGER (0..56)


OPTIONAL,

-- Need OP



threshServingLow




INTEGER (0..56),



cellReselectionPriority



INTEGER (0..7)


OPTIONAL


},




















-- need FFS

intraFreqCellReselectionInfo

SEQUENCE {



s-IntraSearch





INTEGER (0..56)


OPTIONAL,

-- Need OP



measurementBandwidth



MeasurementBandwidth
OPTIONAL

-- Need OP


},


...

}

-- ASN1STOP

	SystemInformationBlockType3 field descriptions

	cellReselectionInfoCommon

Cell re-selection information common for cells, e.g. Ssearch

	q-Hyst

Value q-Hyst in dB. Value dB1 corresponds to 1 dB, dB2 corresponds to 2 dB and so on.

	speedDependentReselection

Speed dependent reselection parameters. If the field is not present, the UE behaviour is specified in [4].

	q-HystSF-Medium

Additional hysteresis apllied in Medium Mobility state to q-Hyst as defined in [4]. In db. Value db-6 corresponds to -6dB, db-4 corresponds to -4dB and so on.

	q-HystSF-High

Additional hysteresis apllied in High Mobility state to q-Hyst as defined in [4]. In db. Value db-6 corresponds to -6dB, db-4 corresponds to -4dB and so on.

	speedDependentScalingParameters
Speed dependent scaling parameters. If the field is not present, the UE behaviour is specified in [4].

	t-ReselectionEUTRAN

Cell reselection timer value TreselectionRAT for E-UTRAN. In seconds

	t-ReselectionEUTRAN-SF-Medium
The IE t-ReselectionEUTRAN is multiplied with this factor if the UE is in Medium Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on. 

	t-ReselectionEUTRAN-SF-High
The IE t-ReselectionEUTRAN is multiplied with this factor if the UE is in High Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	s-IntraSearch 

Parameter Sintrasearch, see [4]. Actual value Sintrasearch = IE value * 2. Value in dB.

	sameRefSignalsInNeighbour

Valid only in TDD operation [RAN1 spec; FFS].

If TRUE: the UE may assume that the same reference signals are available in neighbour cells as in serving cell.

	neighbourCellConfiguration

Provides information related to MBSFN and TDD UL:DL configuration of neighbour cells

00: Not all neighbour cells have the same MBSFN subframe allocation as serving cell

10: All neighbour cells have same MBSFN subframe allocation as the serving cell

01: No MBSFN subframes are present in all neighbour cells

11: Different UL/DL allocation in neighbouring cells for TDD compared to the serving cell

	servingFreqCellReselectionInfo 



	s-NonIntraSearch 

Parameter Snonintrasearch,see [4]. Actual value Snonintrasearch = IE value * 2. Value in dB.

	threshServingLow 

Actual value threshServingLow = IE value * 2. Value in dB.

	cellReselectionPriority 

Absolute priority of the serving layer (0 means: lowest priority)

	intraFreqcellReselectionInfo



	s-IntraSearch 

Actual value Sintrasearch = IE value * 2. Value in dB.

	measurementBandwidth

Measurement bandwidth information common for all neighbouring cells. If absent, the value represented by the dl-SystemBandwidth included in MasterInformationBlock applies (FFS) 


End of Text Proposal
Beginning of Text Proposal
–
SystemInformationBlockType5

The IE SystemInformationBlockType5 contains information relevant only for inter-frequency cell re-selection i.e. information about other E‑UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
SystemInformationBlockType5 information element
-- ASN1START

SystemInformationBlockType5 ::=

SEQUENCE {


interFreqCarrierFreqList


InterFreqCarrierFreqList,


...

}

InterFreqCarrierFreqList ::=

SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {


eutra-CarrierFreq




EUTRA-DL-CarrierFreq,


t-ReselectionEUTRAN




INTEGER (0..7),


speedDependentScalingParameters 
SEQUENCE {



t-ReselectionEUTRAN-SF-Medium 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 



t-ReselectionEUTRAN-SF-High 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}


}















OPTIONAL,

-- need OP


threshX-High





INTEGER (0..56),


threshX-Low






INTEGER (0..56),


measurementBandwidth



MeasurementBandwidth,


cellReselectionPriority



INTEGER (0..7)





OPTIONAL,


q-OffsetFreq





ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24, spare1}




DEFAULT dB0,


interFreqNeighbouringCellList

InterFreqNeighbouringCellList
OPTIONAL,


interFreqBlacklistedCellList

InterFreqBlacklistedCellList
OPTIONAL,


...

}

InterFreqNeighbouringCellList ::=
SEQUENCE (SIZE (1..maxCellInter)) OF SEQUENCE {


physicalCellIdentity



PhysicalCellIdentity,


q-OffsetCell





ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24, spare}

}

InterFreqBlacklistedCellList ::=
SEQUENCE (SIZE (1..maxCellBlack)) OF SEQUENCE {


physicalCellIdentity



PhysicalCellIdentity

}

-- ASN1STOP

	SystemInformationBlockType5 field descriptions

	threshX-High 

Parameter "Thresx,high" [36.304]. Actual value in dB = IE value * 2.

	threshX-Low 

Parameter "Thresx,low" [36.304]. Actual value in dB = IE value * 2.

	speedDependentScalingParameters
Speed dependent scaling parameters. If the field is not present, the UE behaviour is specified in [4]

	t-ReselectionEUTRAN

Cell reselection timer value TreselectionRAT for E-UTRAN. In seconds

	t-ReselectionEUTRAN-SF-Medium
The IE t-ReselectionEUTRAN is multiplied with this factor if the UE is in Medium Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on. 

	t-ReselectionEUTRAN-SF-High
The IE t-ReselectionEUTRAN is multiplied with this factor if the UE is in High Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	measurementBandwidth

Measurement bandwidth common for all neighbouring cells on the frequency.

	cellReselectionPriority

Absolute priority of the E-UTRA carrier frequency (0 means: lowest priority)

	q-OffsetFreq 

The value q-OffsetFreq in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	interFreqNeighbouringCellList

List of inter-frequency neighbouring cells with specific cell re-selection parameters. 

	q-OffsetCell 

The value q-OffsetCell in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	interFreqBlacklistedCellList 

List of blacklisted inter-frequency neighbouring cells


End of Text Proposal
Beginning of Text Proposal
–
SystemInformationBlockType6

The IE SystemInformationBlockType6 contains information relevant only for inter-RAT cell re-selection i.e. information about UTRA frequencies and UTRA neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

Editor's note:
In accordance with TS 36.300, cell specific parameters are not included in this SIB.

SystemInformationBlockType6 information element
-- ASN1START

SystemInformationBlockType6 ::=

SEQUENCE {


utra-FDD-CarrierFreqList


UTRA-FDD-CarrierFreqList
OPTIONAL,


utra-TDD-CarrierFreqList


UTRA-TDD-CarrierFreqList
OPTIONAL,


t-ReselectionUTRA




INTEGER (0..7),


speedDependentScalingParameters 
SEQUENCE {



t-ReselectionUTRA-SF-Medium 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 



t-ReselectionUTRA-SF-High 


ENUMERATED {oDot25, oDot5, oDot75, lDot0}


}















OPTIONAL,


-- need OP

...

}

UTRA-FDD-CarrierFreqList ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


utra-CellReselectionPriority

INTEGER (0..7)




OPTIONAL,


threshX-High





INTEGER (-70..-22),


threshX-Low






INTEGER (-70..-22),


q-Rxlevmin






INTEGER (-70..-22),


-- need FFS

maxAllowedTxPower




INTEGER (-50..33),


-- need and value range FFS

q-Qualmin






INTEGER (-24..0),


-- need and value range FFS

...

}

UTRA-TDD-CarrierFreqList ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


utra-CellReselectionPriority

INTEGER (0..7)




OPTIONAL,


threshX-High





INTEGER (-70..-22),


threshX-Low






INTEGER (-70..-22),


q-Rxlevmin






INTEGER (-70..-22),


-- need FFS

maxAllowedTxPower




INTEGER (-50..33),


-- need and value range FFS

...

}

-- ASN1STOP

	SystemInformationBlockType6 field descriptions

	t-ReselectionUTRA

Cell reselection timer value TreselectionRAT for UTRA. In seconds

	speedDependentScalingParameters
Speed dependent scaling parameters. If the field is not present, the UE behaviour is specified in [4]

	t-ReselectionUTRA-SF-Medium
The IE t-ReselectionUTRA is multiplied with this factor if the UE is in Medium Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	t-ReselectionUTRA-SF-High
The IE t-ReselectionUTRA is multiplied with this factor if the UE is in High Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	utra-CellReselectionPriority 

Absolute priority of the RAT (0 means: lowest priority)

	utra-CarrierFreqList 

List of carrier frequencies

	threshX-High 

Actual value threshHigh = IE value * 2

In dBm

	threshX-Low 

Actual value threshLow = IE value * 2

In dBm

	q-Rxlevmin 

Actual value = IE value * 2+1

In dBm

	maximumAllowedTxPower 

In dBm

	q-Qualmin 

In dBm


End of Text Proposal
Beginning of Text Proposal
–
SystemInformationBlockType7

The IE SystemInformationBlockType7 contains information relevant only for inter-RAT cell re-selection i.e. information about GERAN frequencies relevant for cell re-selection. The IE includes cell re-selection parameters for each frequency.

SystemInformationBlockType7 information element
-- ASN1START

SystemInformationBlockType7 ::=

SEQUENCE {


t-ReselectionGERAN




INTEGER (0..7),


speedDependentScalingParameters 
SEQUENCE {



t-ReselectionGERAN-SF-Medium 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 



t-ReselectionGERAN-SF-High 


ENUMERATED {oDot25, oDot5, oDot75, lDot0}


}

















OPTIONAL,
-- need OP

geran-NeigbourFreqList



GERAN-NeigbourFreqList



OPTIONAL,
-- Need OD


...

}

GERAN-NeigbourFreqList ::=


SEQUENCE (SIZE (1..maxGNFG)) OF GERAN-BCCH-Group

GERAN-BCCH-Group ::=



SEQUENCE {


geran-BCCH-FrequencyGroup


GERAN-CarrierFreqList,


geran-BCCH-Configuration


SEQUENCE {



geran-CellReselectionPriority

INTEGER (0..7)




OPTIONAL,
-- Need OP



ncc-Permitted





BIT STRING (SIZE (8)),



q-Rxlevmin






INTEGER (0..31)




OPTIONAL,
-- Need OP



threshX-High





INTEGER (0..31)




OPTIONAL,
-- Need OP



threshX-Low






INTEGER (0..31)




OPTIONAL
-- Need OP


},


...

}

-- ASN1STOP

Editor's note
RAN2 has agreed not to provide cell specific re-selection parameters for GSM/ GERAN neighbours. To be confirmed by GERAN/ RAN4

	SystemInformationBlockType7 field descriptions

	geran-NeigbourFreqList

Provides a list of neighbouring GERAN carrier frequencies, which may be monitored for neighbouring GERAN cells. The GERAN carrier frequencies are organised in groups and the cell reselection parameters are provided per group of GERAN carrier frequencies.

	geran-BCCH-FrequencyGroup

The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	geran-BCCH-Configuration

Defines the set of cell reselection parameters for the group of GERAN carrier frequencies. In the first element of the geran-NeigbourFreqList field, a complete set of cell reselection parameters shall be provided in the geran-BCCH-Configuration field. In subsequent elements of the geran-NeigbourFreqList field, value(s) from the presiding element is used as default, if one or more of the cell reselection parameters in the geran-BCCH-Configuration field are absent.

	geran-CellReselectionPriority 

Absolute priority of the RAT (0 means: lowest priority)

	t-ReselectionGERAN

Cell reselection timer value TreselectionRAT for GERAN. In seconds

	speedDependentScalingParameters
Speed dependent scaling parameters. If the field is not present, the UE behaviour is specified in [4]

	t-ReselectionGERAN-SF-Medium
The IE t-ReselectionGERAN is multiplied with this factor if the UE is in Medium Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75, 1 corresponds to 1.

	t-ReselectionGERAN-SF-High
The IE t-ReselectionGERAN is multiplied with this factor if the UE is in High Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	ncc-Permitted 

Field encoded as a bit map, where bit N is set to "0" if a BCCH carrier with NCC = N-1 is not permitted for monitoring and set to "1" if the BCCH carrier with NCC = N-1 is permitted for monitoring; N = 1 to 8; bit 1 of the bitmap is the leading bit of the bit string.

	q-Rxlevmin

The actual value of q-Rxlevmin in dBm = (IE value * 2) ( 119.

	threshX-High

The actual value of threshX-High ("Threshx,high", [36.304]) in dBm = (IE value * 2) ( 119.

	threshX-Low

The actual value of threshX-Low ("Threshx,low", [36.304]) in dBm = (IE value * 2) ( 119.


End of Text Proposal
Beginning of Text Proposal
–
SystemInformationBlockType8

The IE SystemInformationBlockType8 contains information relevant only for inter-RAT cell re-selection i.e. information about CDMA2000 frequencies and CDMA2000 neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

SystemInformationBlockType8 information element
-- ASN1START

SystemInformationBlockType8 ::=

SEQUENCE {


cdma2000-SystemTimeInfo



CDMA2000-SystemTimeInfo

OPTIONAL,


searchWindowSize




INTEGER (0..15)




OPTIONAL,


hrpd-Parameters





SEQUENCE {



hrpd-PreRegistrationInfo


HRPD-PreRegistrationInfo,



hrpd-CellReselectionParameters

SEQUENCE {




hrpd-BandClassList




HRPD-BandClassList,




hrpd-NeighborCellList



HRPD-NeighborCellList,




t-ReselectionCDMA-HRPD        

INTEGER (0..7),



speedDependentScalingParameters 
SEQUENCE {





t-ReselectionCDMA-HRPD-SF-Medium 
ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 





t-ReselectionCDMA-HRPD-SF-High 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}




}













OPTIONAL

-- need OD



}

OPTIONAL


}

OPTIONAL,


oneXRTT-Parameters




SEQUENCE {



oneXRTT-CSFB-RegistrationInfo

OneXRTT-CSFB-RegistrationInfo
OPTIONAL,
-- Need OP



oneXRTT-LongCodeState



BIT STRING (SIZE (42))
OPTIONAL,

-- Need OP



oneXRTT-CellReselectionParameters
SEQUENCE {




oneXRTT-BandClassList



OneXRTT-BandClassList,




oneXRTT-NeighborCellList


OneXRTT-NeighborCellList,




t-ReselectionCDMA-OneXRTT     

INTEGER (0..7),




speedDependentScalingParameters 
SEQUENCE {



 

t-ReselectionCDMA-OneXRTT-SF-Medium  ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 





t-ReselectionCDMA-OneXRTT-SF-High    ENUMERATED {oDot25, oDot5, oDot75, lDot0}




}













OPTIONAL

-- need ODP



}

OPTIONAL


}

OPTIONAL,


...

}

HRPD-NeighborCellList ::=



SEQUENCE (SIZE (1..16)) OF SEQUENCE {


hrpd-NeighborCellInfo




CDMA2000-NeighbourCellInformation

}

OneXRTT-NeighborCellList ::=


SEQUENCE (SIZE (1..16)) OF SEQUENCE {


oneXRTT-NeighborCellInfo



CDMA2000-NeighbourCellInformation

}

HRPD-BandClassList ::=



SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF SEQUENCE {


hrpd-BandClass





CDMA2000-Bandclass,


hrpd-CellReselectionPriority

INTEGER (0..7),


threshX-High





INTEGER (0..63),


threshX-Low






INTEGER (0..63),


...

}

OneXRTT-BandClassList ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF SEQUENCE {


oneXRTT-BandClass




CDMA2000-Bandclass,


oneXRTT-CellReselectionPriority

INTEGER (0..7),


threshX-High





INTEGER (0..63),


threshX-Low






INTEGER (0..63),


...

}

-- ASN1STOP

	SystemInformationBlockType8 field descriptions

	cdma2000-SystemTimeInfo

Information on CDMA2000 system time. This field is excluded when estimating changes in system information, i.e. changes of cdma2000-SystemTimeInfo should neither result in system information change notifications nor in a modification of the value tag in SIB1.

	searchWindowSize 

The search window size is a CDMA parameter to be used to assist in searching for the neighboring pilots. For values see [25, Table 2.6.6.2.1-1] and [26, Table 8.7.6.2-4].

	hrpd-Parameters
The cell reselection parameters applicable only to HRPD systems

	hrpd-PreRegistrationInfo 

The HRPD Pre-Registration Information tells the UE if it should pre-register with the HRPD network and identifies the Pre-registration zone to the UE

	hrpd-CellReselectionParameters 

cell reselection parameters applicable only to HRPD system

	hrpd-BandClassList

List of CDMA2000 frequency bands

	hrpd-BandClass
Identifies the HRPD Frequency Band in which the HRPD Carrier can be found. Details can be found in [24, Table 1.5]

	hrpd-CellReselectionPriority
Absolute priority of the RAT (0 means: lowest priority)

	threshX-High

This specifies the high threshold used in reselection towards this CDMA2000 HRPD band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 db, as defined in [25]

	threshX-Low

This specifies the low threshold used in reselection towards this CDMA2000 HRPD band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 db, as defined in [25]

	t-ReselectionCDMA-HRPD

The HRPD cell reselection timer value in seconds

	hrpd-NeighborCellList

List of HRPD neighbouring cells

	hrpd-NeighborCellInfo

Describes one HRPD cell

	oneX-RTT-Parameters

cell reselection parameters applicable only to 1XRTT system

	oneXRTT-CSFB-RegistrationInfo 

The CSFB to 1xRTT Registration Information tells the mobile if it should register with the 1xRTT network and identifies the 1xRTT System ID to the UE

	oneXRTT-LongCodeState

The state of long code generation registers in 1XRTT system as defined in [C.S0002-A, Section 1.3] at 
[image: image3.wmf]é

ù

320

10

10

/

+

´

t

ms, where t equals to the cdma-SystemTime. This information is required by the UE to perform SRVCC handover to 1xRTT. This field is excluded when estimating changes in system information, i.e. changes of oneXRTT-LongCodeState should neither result in system information change notifications nor in a modification of the value tag in SIB1.

	oneXRTT-CellReselectionParameters 

Cell reselection parameters applicable only to 1xRTT system

	oneXRTT-BandClassList

List of CDMA2000 frequency bands

	oneXRTT-BandClass

Identifies the 1xRTT Frequency Band in which the 1xRTT Carrier can be found. Details can be found in [24, Table 1.5]

	oneXRTT-CellReselectionPriority

Absolute priority of the RAT (0 means: lowest priority)

	threshX-High

This specifies the high threshold used in reselection towards CDMA2000 1xRTT band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 db, as defined in [25]

	threshX-Low

This specifies the low threshold used in reselection towards CDMA2000 1xRTT band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 db, as defined in [25]

	t-ReselectionCDMA-OneXRTT

The 1XRTT cell reselection timer value in seconds

	oneXRTT-NeighborCellList

List of 1xRTT neighbouring cells

	oneXRTT-NeighborCellInfo

Describes one 1xRTT cell


End of Text Proposal
Beginning of Text Proposal
–
PhysicalConfigDedicated
The IE PhysicalConfigDedicated is used to specify the UE specific physical channel configuration.

PhysicalConfigDedicated information element
-- ASN1START

PhysicalConfigDedicated ::=


SEQUENCE {


pdsch-Configuration




PDSCH-ConfigDedicated


OPTIONAL,

-- need OC


pucch-Configuration




PUCCH-ConfigDedicated


OPTIONAL,

-- need OC


pusch-Configuration




PUSCH-ConfigDedicated


OPTIONAL,

-- need OC


uplinkPowerControl




UplinkPowerControlDedicated

OPTIONAL,

-- need OC


tpc-PDCCH-ConfigPUCCH



TPC-PDCCH-Configuration 

OPTIONAL,

-- need OC

tpc-PDCCH-ConfigPUSCH



TPC-PDCCH-Configuration 

OPTIONAL,

-- need OC


cqi-Reporting





CQI-Reporting




OPTIONAL,

-- need OC


soundingRsUl-Config




SoundingRsUl-ConfigDedicated
OPTIONAL,

-- need OC


antennaInformation




CHOICE {



explicit






AntennaInformationDedicated,



default







NULL


}

OPTIONAL,
















-- need OC


schedulingRequestConfig



SchedulingRequest-Configuration OPTIONAL, 

-- need OC

...

}

-- ASN1STOP

	PhysicalConfigDedicated field descriptions

	antennaInformation

The default antenna configuration is described in section 9.2.4

	tpc-PDCCH-ConfigPUCCH

PDCCH configuration for power control of PUCCH using format 3/3A, see TS 36.212 [22]. If the field is not present and no tpc-PDCCH-ConfigPUCCH has been configured, then the function remains disabled. 

	tpc-PDCCH-ConfigPUSCH

PDCCH configuration for power control of PUSCH using format 3/3A, see TS 36.212 [22]. If the field is not present and no tpc-PDCCH-ConfigPUSCH has been configured, then the function remains disabled. 


End of Text Proposal
Beginning of Text Proposal
–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to setup/modifiy transport channel configurations and to setup/modify physical channels

RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModifyList




SRB-ToAddModifyList


OPTIONAL,


drb-ToAddModifyList




DRB-ToAddModifyList


OPTIONAL,


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL,


mac-MainConfig





CHOICE {




explicit





MAC-MainConfiguration,




default






NULL


}

OPTIONAL,















-- Cond Setup

physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Cond Misc


sps-Configuration




SPS-Configuration 


OPTIONAL,

-- Need OC


...

}

DTCH-LogicalChannelIdentity ::=


INTEGER (3..10)

SRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..2)) OF SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Configuration




CHOICE {



explicit






RLC-Configuration,



default







NULL


}

OPTIONAL,















-- Cond Setup

logicalChannelConfig



CHOICE {


explicit






LogicalChannelConfig,



default







NULL


}

OPTIONAL,















-- Cond Setup

...

}

DRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


eps-BearerIdentity




INTEGER (0..15),


drb-Identity





INTEGER (1..32),


pdcp-Configuration




PDCP-Configuration

OPTIONAL,

 
-- Cond Setup


rlc-Configuration




RLC-Configuration

OPTIONAL,

 
-- Cond Setup

rb-MappingInfo





DTCH-LogicalChannelIdentity
OPTIONAL,

-- Cond Setup-HO

logicalChannelConfig



LogicalChannelConfig

OPTIONAL,

-- Cond Setup

...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


drb-Identity





INTEGER (1..32)

}

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	rlc-Configuration

SRB choice indicates whether the RLC configuration is set to the values signalled explicitly or to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. E-UTRAN does not reconfigure the RLC mode of DRBs.

	pdcp-Configuration

E-UTRAN can reconfigure PDCP header compression for DRBs only when the PDCP re-establishment procedure is performed.

	mac-MainConfig

The default transport channel configuration is specified in 9.2.2. 

	logicalChannelConfig

For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the values defined in the default logical channel configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2.

	DTCH-LogicalChannelIdentity

The logical channel identity for both UL and DL.


	Conditional presence
	Explanation

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, continue.

	Setup-HO
	The field is mandatory present if the corresponding DRB is being setup and optionally present in case of handover, continue; otherwise the field is not needed and the current configuration is maintained.

	Misc
	The field is mandatory present upon connection establishment, handover within E-UTRA, handover to E-UTRA and connection re-establishment; otherwise the field is optionally present, continue.


End of Text Proposal
Beginning of Text Proposal
–
SecurityConfiguration
The IE SecurityConfiguration is used to configure AS integrity protection (CP) and AS ciphering (CP and UP).

SecurityConfiguration information element
-- ASN1START

SecurityConfiguration ::=


SEQUENCE {


integrityProtAlgorithm



IntegrityProtAlgorithm


OPTIONAL,
-- Cond SMC


cipheringAlgorithm




CipheringAlgorithm



OPTIONAL,
-- Cond SMC


keyIndicator





KeyIndicator




OPTIONAL,
-- Cond Handover


nextHopChainingCount



NextHopChainingCount


OPTIONAL,
-- Cond Handover


...

}

-- ASN1STOP

	SecurityConfiguration field descriptions

	integrityProtAlgorithm

Indicates which integrity protection algorithm to use for SRBs

	cipheringAlgorithm

The same ciphering algorithm is assumed to be used for SRBs and DRBs

	keyIndicator

Indicates whether the UE should use the keys associated with latest available Kasme (details FFS).

	nextHopChainingCount

Parameter NCC: See TS 33.401 [32, 7.2.8.4]


	Conditional presence
	Explanation

	Handover
	The field is mandatory present if the IE MobilityControlInfo is present in the RRCConnectionReconfiguration message or if the IE SecurityConfiguration is present in the HandoverPreparationInformation message; otherwise the field is not needed.

	SMC
	The field is mandatory present if the IE SecurityConfiguration is included in the SecurityModeCommand message; otherwise the field is optional, continue.


End of Text Proposal
Beginning of Text Proposal
–
EUTRA-CarrierFreq
The IE EUTRA-CarrierFreq is used %% 

EUTRA-CarrierFreq information element
-- ASN1START

EUTRA-CarrierFreq ::=



SEQUENCE {


earfcn-DL






INTEGER (0..maxEARFCN),


earfcn-UL






EUTRA-DL-CarrierFreq



OPTIONAL
-- Cond FDD

}

-- ASN1STOP

	EUTRA-CarrierFreq field descriptions

	earfcn-DL

Defined in [36.101]

	earfcn-UL

Default value determined from TX-RX frequency specification specified in [36.101]


	Conditional presence
	Explanation

	FDD
	The field is mandatory with default value (default duplex distance defined for the concerned band) in case of “FDD”; otherwise the field is not needed.


End of Text Proposal
Beginning of Text Proposal
–
HRPD-PreRegistrationInfo
-- ASN1START

HRPD-PreRegistrationInfo ::=


SEQUENCE {


hrpd-PreRegistrationAllowed



BOOLEAN,


hrpd-PreRegistrationZoneId



INTEGER (0..255)
OPTIONAL, 
-- cond PreRegAllowed


hrpd-SecondaryPreRegistrationZoneIdList
HRPD-SecondaryPreRegistrationZoneIdList

OPTIONAL

}

HRPD-SecondaryPreRegistrationZoneIdList ::=
SEQUENCE (SIZE (1..2)) OF SEQUENCE {


hrpd-SecondaryPreRegistrationZoneId

INTEGER (0..255)

}

-- ASN1STOP

	HRPD-PreRegistrationInfo field descriptions

	HRPD-PreRegistrationAllowed

TRUE indicates that a UE shall perform an HRPD pre-registration if the UE does not have a valid / current pre-registration. FALSE indicates that the UE is not allowed to perform HRPD pre-registration in the current cell.

	HRPD-PreRegistrationZoneID

Used to control when the UE should re-register.

	 HRPD-SecondaryPreRegistrationZoneIdList

Used to control when the UE should re-register.


	Conditional presence
	Explanation

	PreRegAllowed
	The field is mandatory in case the hrpd-PreRegistrationAllowed is set to ‘true’. Otherwise the field is not needed


End of Text Proposal
Beginning of Text Proposal
–
OneXRTT-CSFB-RegistrationInfo
-- ASN1START

OneXRTT-CSFB-RegistrationInfo ::=
SEQUENCE {


oneXRTT-CSFB-RegistrationAllowed
BOOLEAN,


oneXRTT-RegistrationParameters

OneXRTT-RegistrationParameters OPTIONAL -- cond CSFB-RegAlw

}

-- ASN1STOP

	OneXRTT-CSFB-RegistrationInfo field descriptions

	onexrtt-CSFBRegistrationAllowed

TRUE indicates that a UE in LTE_IDLE shall perform an 1xRTT pre-registration if the UE does not have a valid / current pre-registration.  FALSE indicates that UE in LTE_IDLE is not allowed to perform a 1xRTT pre-registration.

	Onexrtt-RegistrationParameters

Contains the parameters the handset will use to determine if it should perform a 1xRTT Registration/Re-Registration.


	Conditional presence
	Explanation

	CSFB-RegAlw
	The field is mandatory in case the oneXRTTt-CSFB-RegistrationAllowed is set to ‘TRUE’. The field is not needed otherwise


End of Text Proposal
Beginning of Text Proposal
–
UTRA-DL-CarrierFreq
The IE UTRA-CarrierFreq is used %% 

UTRA-DL-CarrierFreq information element
-- ASN1START

UTRA-DL-CarrierFreq ::=



SEQUENCE {


uarfcn-DL






INTEGER (0..16383)

}

-- ASN1STOP

	UTRA-DL-CarrierFreq field descriptions

	uarfcn-DL 

If FDD: the field contains the downlink frequency (Nd)

If TDD: the field contains the (Nt)


End of Text Proposal
Beginning of Text Proposal
–
MeasObjectEUTRA
The IE MeasObjectEUTRA specifies information applicable for intra-frequency or inter-frequency E‑UTRA neighbouring cells.
MeasObjectEUTRA information element
-- ASN1START

MeasObjectEUTRA ::=




SEQUENCE {


eutra-CarrierInfo




EUTRA-DL-CarrierFreq,


measurementBandwidth



MeasurementBandwidth


OPTIONAL,
-- Need FFS

offsetFreq






ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24, spare}
DEFAULT dB0,


-- Neighbour cell list


cellsToRemoveList




CellIndexList



OPTIONAL,

-- Need OC


cellsToAddModifyList



NeighCellsToAddModifyList
OPTIONAL,

-- Need OC


-- Black list


blackListedCellsToRemoveList

CellIndexList
OPTIONAL,




-- Need OC


blackListedCellsToAddModifyList

BlackListedCellsToAddModifyList
OPTIONAL,
-- Need OC


cellForWhichToReportCGI



PhysicalCellIdentity


OPTIONAL,


...

}
NeighCellsToAddModifyList ::=

SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),

cellIdentity





PhysicalCellIdentity,


cellIndividualOffset



ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24, spare}

}

BlackListedCellsToAddModifyList ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),



-- value range FFS

cellIdentity





PhysicalCellIdentity

}
-- ASN1STOP

	MeasObjectEUTRA field descriptions

	eutra-CarrierInfo

Identifies E‑UTRA carrier frequency for which this configuration is valid.

	measurementBandwidth

Measurement bandwidth common for all neighbouring cells on the frequency. The need for this field is FFS (the original intention was that the field would be mandatory for frequencies other than the serving one and optional for the serving frequency with absence indicating a default value)

	offsetFreq

Offset value applicable to the carrier frequency. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	cellsToRemoveList
List of cells to remove from the neighbouring cell list.

	cellsToAddModifyList
List of cells to add/ modify in the neighbouring cell list. If eutra-CarrierInfo identifies the E‑UTRA carrier frequency of the serving cell and measurement event A3 is configured the list shall include the serving cell.

	cellIndex

Entry index in the neighbouring cell list.

	physicalCellIdentity

Physical cell identity of a cell in neighbouring cell list.

	cellIndividualOffset
Cell individual offset applicable to a specific neighbouring cell. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	blackListedCellsToRemoveList

List of cells to remove from the black list of cells.

	blackListedCellsToAddModifyList

List of cells to add/ modify in the black list of cells.

	blackListedCellIndex

Entry index in the black list of cells.

	blackListedPhysicalCellIdentity

Physical cell identity of a cell in the black list.


End of Text Proposal
Beginning of Text Proposal
–
ReportConfigEUTRA
The IE ReportConfigEUTRA specifies criteria for triggering of an E‑UTRA measurement reporting event. The E‑UTRA measurement reporting events are labelled AN with N equal to 1, 2 and so on.

Event A1:
Serving becomes better than absolute threshold;

Event A2:
Serving becomes worse than absolute threshold;

Event A3:
Neighbour becomes amount of offset better than serving;

Event A4:
Neighbour becomes better than absolute threshold;

Event A5:
Serving becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.

ReportConfigEUTRA information element
-- ASN1START

ReportConfigEUTRA ::=



SEQUENCE {


triggerType






CHOICE {



event







SEQUENCE {




eventId







CHOICE {





eventA1







SEQUENCE {






a1-Threshold





ThresholdEUTRA





},





eventA2







SEQUENCE {






a2-Threshold





ThresholdEUTRA





},





eventA3







SEQUENCE {






a3-Offset






INTEGER (-30..30)





},





eventA4







SEQUENCE {






a4-Threshold





ThresholdEUTRA





},





eventA5







SEQUENCE {






a5-Threshold1





ThresholdEUTRA,






a5-Threshold2





ThresholdEUTRA





},





...




},




hysteresis






INTEGER (0..30),




timeToTrigger





INTEGER (0)





-- value range FFS


},



periodical







SEQUENCE {




purpose








CHOICE {





reportStrongestCells




NULL,





reportCGI







NULL



}



}


},


triggerQuantity





ENUMERATED {rsrp, rsrq},


reportQuantity





ENUMERATED {sameAsTriggerQuantity, both},


maxReportCells





INTEGER (1..maxCellReport),


reportInterval





SEQUENCE {}





OPTIONAL,
-- Cond Periodic


reportAmount





ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},

...

}

ThresholdEUTRA ::=




CHOICE{


threshold-RSRP





INTEGER(0..97),


threshold-RSRQ





INTEGER(0..33)

}

-- ASN1STOP

	ReportConfigEUTRA field descriptions

	eventId

Choice of E‑UTRA event triggered reporting criteria.

	aN-ThresholdM

Threshold to be used in EUTRA measurement report triggering condition for event number aN. If multiple thresholds are defined for event number aN, the thresholds are differentiated by M.

	a3-Offset

Offset value to be used in EUTRA measurement report triggering condition for event a3. The actual value is IE value * 0.5 dB.

	triggerQuantity 
The quantities used to evaluate the triggering condition for the event. The values rsrp and rsrq correspond to Reference Signal Received Power (RSRP) and Reference Signal Received Quality (RSRQ) [36.214].

	hysteresis

Hysteresis parameter for entering/ leaving measurement report triggering condition. The actual value is IE value * 0.5 dB.

	timeToTrigger
Time during which specific criteria for the event needs to be met in order to trigger a measurement report. Value in seconds.

	reportQuantity 
The quantities to be included in the measurement report. The value both means that both the rsrp and rsrq quantities are to be included in the measurement report

	maxReportCells
Max number of cells to include in the measurement report.

	reportInterval
If included, the UE performs periodical reporting with the indicated interval. Applicable for triggerType ‘event’ as well as for triggerType ‘periodical’. Value in seconds.

	reportAmount
Number of measurement reports applicable for triggerType ‘event’ as well as for triggerType ‘periodical’. In case reportCGI is set to ‘TRUE’ only value 1 applies.

	ThresholdEUTRA

For RSRP: The actual threshold value is IE value – 140 dBm. Integer value according to mapping table in [16]

For RSRQ: The actual threshold value is (IE value – 39)/2. Integer value according to mapping table in [16]


	Conditional presence
	Explanation

	Periodic
	This field is mandatory in case triggerType is set to ‘periodical’; otherwise it is optional, Need FFS.


End of Text Proposal
Beginning of Text Proposal
–
ReportConfigInterRAT
The IE ReportConfigInterRAT specifies criteria for triggering of an inter-RAT measurement reporting event. The inter-RAT measurement reporting events are labelled BN with N equal to 1, 2 and so on.

Event B1:
Neighbour becomes better than absolute threshold;

Event B2:
Serving becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.

The b1 and b2 event thresholds for CDMA are the CDMA pilot detection thresholds are expressed as an unsigned binary number equal to [-2 x 10 log 10 Ec/Io] in units of 0.5db, see [25] for details.

ReportConfigInterRAT information element
-- ASN1START

ReportConfigInterRAT ::=


SEQUENCE {


triggerType






CHOICE {



event







SEQUENCE {




eventId







CHOICE {





eventB1







SEQUENCE {






b1-Threshold





CHOICE {







b1-Threshold-CDMA2000



INTEGER (0..63),







b1-Threshold-UTRA




ThresholdUTRA,






b1-Threshold-GERAN




ThresholdGERAN





}





},





eventB2







SEQUENCE {






b2-Threshold1





ThresholdEUTRA,






b2-Threshold2





CHOICE { 











b2-Threshold2-CDMA2000



INTEGER (0..63),







b2-Threshold2-UTRA




ThresholdUTRA,






b2-Threshold2-GERAN




ThresholdGERAN






}





},





...




},




hysteresis





INTEGER(0..30),




timeToTrigger




INTEGER (0)






-- value range FFS


},



periodical







SEQUENCE {




purpose








CHOICE {





reportStrongestCells




NULL,





reportStrongestCellsForSON



NULL,





reportCGI







NULL



}



}


},


maxReportCells





INTEGER (1..maxCellReport),


reportInterval





SEQUENCE {}





OPTIONAL,
-- Cond Periodic


reportAmount





ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},


...

}

ThresholdUTRA ::=




CHOICE{


thresholdUTRA-RSCP




INTEGER(-5..91),


thresholdUTRA-EcNO




INTEGER(0..49)

}

ThresholdGERAN ::= 



INTEGER (0..63)
-- ASN1STOP

	ReportConfigInterRAT field descriptions

	eventId

Choice of inter-RAT event triggered reporting criteria.

	bN-ThresholdM
Threshold to be used in inter RAT measurement report triggering condition for event number bN. If multiple thresholds are defined for event number bN, the thresholds are differentiated by M.

	hysteresis

Hysteresis parameter for entering/leaving measurement report triggering condition. The actual value is IE value * 0.5 dB.

	timeToTrigger

Time during which specific criteria for the event needs to be met in order to trigger a measurement report.

	purpose

reportStrongestCellsForSON applies only in case reportConfig is linked to a measObject set to ‘measObjectUTRA’ or ‘measObjectCDMA2000’

	maxReportCells

Max number of cells to include in the measurement report.

	reportInterval
If included, the UE performs periodical reporting with the indicated interval. Applicable for triggerType ‘event’ as well as for triggerType ‘periodical’. Value in seconds.

	reportAmount
Number of measurement reports applicable for triggerType ‘event’ as well as for triggerType ‘periodical’. In case purpose is set to ‘reportCGI’ or ‘reportStrongestCellsForSON’ only value 1 applies. 

	ThresholdUTRA
For RSCP: The actual value is IE value – 115 dBm. Integer value according to mapping table in [29].

For EcNO: The actual value is (IE value – 49)/2 dB. Integer value according to mapping table in [29].

	ThresholdGERAN
The actual value is IE value – 110 dBm. . Integer value according to mapping table in [28].


	Conditional presence
	Explanation

	Periodic
	This field is mandatory in case type is set to ‘periodical’; otherwise it is optional, Need FFS


End of Text Proposal
Beginning of Text Proposal
–
ReleaseCause
The IE ReleaseCause is used to indicate the reason for releasing the RRC Connection.

ReleaseCause information element
-- ASN1START

ReleaseCause ::=



ENUMERATED {loadBalancingTAUrequired, 












other,spare2, spare1 }

-- ASN1STOP

	RRC-ReleaseCause field descriptions

	RRC-ReleaseCause

This field indicates the reason for releasing the RRC connection to the UE so it can act if needed.


End of Text Proposal
Beginning of Text Proposal
A.3.4
Information elements
Each IE (information element) type is specified in an ASN.1 section similar to the one shown in the example below.

-- /example/ ASN1START

PRACH-ConfigurationSIB ::=


SEQUENCE {


rootSequenceIndex




INTEGER (0..1023),


prach-ConfigInfo




PRACH-ConfigInfo

}

PRACH-Configuration ::=



SEQUENCE {


rootSequenceIndex




INTEGER (0..1023),


prach-ConfigInfo




PRACH-ConfigInfo




OPTIONAL
-- Need OC

}

PRACH-ConfigInfo ::=



SEQUENCE {


prach-ConfigurationIndex


ENUMERATED {ffs},


highSpeedFlag





ENUMERATED {ffs},


zeroCorrelationZoneConfig


ENUMERATED {ffs}

}

-- ASN1STOP

A group of closely related IE type definitions, like the IEs PRACH-ConfigurationSIB and PRACH-Configuration in this example, can preferably be placed together in a common ASN.1 section. The IE type identifiers should in this case have a common base, defined as the generic type identifier. It may be complemented by a suffix to distinguish the different variants. The "PRACH-Configuration" is the generic type identifier in this example, and the "SIB" suffix is added to distinguish the variant. The sub-clause heading and generic references to a group of closely related IEs defined in this way should use the generic type identifier.

The same principle should apply if a new version, or an extension version, of an existing IE is created for critical or non-critical extension of the protocol (cf. sub-clause A.4). The new version, or the extension version, of the IE is included in the same ASN.1 section defining the original. A suffix is added to the type identifier, using the naming conventions defined in sub-clause A.3.1.2, indicating the release or version of the where the new version, or extension version, was introduced.

Local IE type definitions, like the IE PRACH-ConfigInfo in the example above, may be included in the ASN.1 section and be referenced in the other IE types defined in the same ASN.1 section. The use of locally defined IE types should be encouraged, as a tool to break up large and complex IE type definitions. It can improve the readability of the code. There may also be a benefit for the software implementation of the protocol end-points, as these IE types are typically provided by the ASN.1 compiler as independent data elements, to be used in the software implementation.

An IE type defined in a local context, like the IE PRACH-ConfigInfo, should not be referenced directly from other ASN.1 sections in the RRC specification. An IE type which is referenced in more than one ASN.1 section should be defined in a separate sub-clause, with a separate heading and a separate ASN.1 section (possibly as one in a set of closely related IE types, like the IEs PRACH-ConfigurationSIB and PRACH-Configuration in the example above).

NOTE:
Referring to an IE type, which is defined as a local IE type in the context of another ASN.1 section, does not generate an ASN.1 compilation error. Nevertheless, using a locally defined IE type in that way makes the IE type definition difficult to find, as it would not be visible at an outline level of the specification. It should be avoided.

The ASN.1 section specifying the contents of one or more IE types, like in the example above, shall be followed by a field description table, where a further description of, e.g., the semantic properties of the fields of the  information elements may be included. The general format of the field description table is the same as shown in sub-clause A.3.3 for the specification of the PDU type.
A.3.5
Fields with optional presence
A field with optional presence may be declared with the keyword DEFAULT. It identifies a default value to be assumed, if the sender does not include a value for that IE in the encoding:

-- /example/ ASN1START

PreambleInformation ::=



SEQUENCE {


numberOfRA-Preambles



INTEGER (1..64)





DEFAULT 1,


...

}

-- ASN1STOP

Alternatively, a field with optional presence may be declared with the keyword OPTIONAL. It identifies a field for which a value can be omitted. The omission carries semantics, which is different from any normal value of the field:

-- /example/ ASN1START

PRACH-Configuration ::=



SEQUENCE {


rootSequenceIndex




INTEGER (0..1023),


prach-ConfigInfo




PRACH-ConfigInfo




OPTIONAL
-- Need OC
}

-- ASN1STOP

The semantics of an optionally present field, in the case it is omitted, should be indicated at the end of the paragraph including the keyword OPTIONAL, using a short comment text with a need statement. The need statement shall include the keyword "Need", followed by one of the predefined semantics tags (OP, OC or OD) defined in sub-clause 6.1. If the semantics tag OP is used, the semantics of the absent field may be further specified either in the field description table following the ASN.1 section, or in procedure text.

A.3.6
Fields with conditional presence
A field with conditional presence is declared with the keyword OPTIONAL. In addition, a short comment text shall be included at the end of the paragraph including the keyword OPTIONAL. The comment text shall include the keyword "Cond", followed by a condition tag associated with the field ("UL" in this example):

-- /example/ ASN1START

LogicalChannelConfig ::=


SEQUENCE {


ul-SpecificParameters



SEQUENCE {



priority






INTEGER (0),



...


}

OPTIONAL
















-- Cond UL
}

-- ASN1STOP

When conditionally present fields are included in an ASN.1 section, the field description table after the ASN.1 section shall be followed by a conditional presence table. The conditional presence table specifies the conditions for including the fields with conditional presence in the particular ASN.1 section.

	Conditional presence
	Explanation

	UL
	Specification of the conditions for including the field associated with the condition tag = "UL". Semantics in case of optional presence under certain conditions may also be specified.


The conditional presence table has two columns. The first column (heading: "Conditional presence") contains the condition tag (in italic font style), which links the fields with a condition tag in the ASN.1 section to an entry in the table. The second column (heading: "Explanation") contains a text specification of the conditions and requirements for the presence of the field. The second column may also include semantics, in case of an optional presence of the field, under certain conditions.

If the ASN.1 section does not include any fields with conditional presence, the conditional presence table shall not be included.

End of Text Proposal
Beginning of Text Proposal
End of Text Proposal
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