Page 1



3GPP TSG-R2 Meeting #64 
(
R2-087381
Nov 10-14, Prague, Czech Republic
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	36.300
	CR
	0058
	(

rev
	1
	(

Current version:
	8.6.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	CSG Mobility Updates from RAN2 63bis and RAN2 64

	
	

	Source to WG:
(

	Qualcomm Europe

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	LTE
	
	Date: (

	11/11/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	Changes based on discussion in RAN2 63bis/64, Agenda item 4.2 Home-(e)NB

	
	

	Summary of change:
(

	Search and Reselection rules for CSG cells.

	
	

	Consequences if 
(

not approved:
	Incomplete description of UE behaviour for CSG cells.

	
	

	Clauses affected:
(

	10.5

	
	

	
	Y
	N
	
	

	Other specs
(

	
	
	 Other core specifications
(

	

	affected:
	
	
	 Test specifications
	

	
	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


Beginning of Text Proposal
10.5
Mobility to and from CSG cells
10.5.0
Principles for idle-mode mobility with CSG cells
10.5.0.1
Intra-frequency mobility

Intra-frequency mobility in idle mode in the presence of “allowed” CSG cells (i.e., CSG cells that the UE is allowed to camp on) is based on cell ranking and reselection using the “best cell principle”. For cell ranking and reselection, the UE may ignore all CSG cells that are not allowed.  
10.5.0.2
Inter-frequency mobility

For cell ranking and reselection, the UE should prioritize CSG cells with CSG ID present in the UE’s allowed CSG list, irrespective of normal network configured frequency priorities.
10.5.0.3 Inter-RAT Mobility

Inter-RAT inbound mobility to E-UTRAN CSG cells is also supported by a UE autonomous search when the UE is camped on a RAT other than E-UTRAN. The UE requirements are defined in the specifications of the concerned RAT.
10.5.1
Inbound mobility to CSG cells

10.5.1.1
RRC_IDLE

Cell selection/reselection to CSG cells is based on a UE autonomous search function. The search function determines itself when/where to search, and need not be assisted by the network with information about frequencies which are dedicated to CSG cells. 

It is FFS whether  performance requirements will be specified.
To assist the search function on mixed carriers, all CSG cells on mixed carriers broadcast in system information a range of PCI values reserved by the network for use by CSG cells. Optionally also non-CSG cells on the mixed carrier can send this information in system information. The reserved PCI range is only applicable to the frequency of the PLMN where the UE received this information. The UE considers the last received reserved range of PCI values for CSG cells to be valid for a maximum of 24 hours within the entire PLMN. UE’s use of the received PCI split information is UE implementation dependent.

UE checks the suitability of CSG cells (identified by the 1 bit indicator) based on the CSG whitelist in the UE (provided by upper layers). A CSG cell is only suitable for a UE if it belongs to its whitelist.

The automated searching for the CSG cells by the UE shall be disabled by the search function, if the CSG whitelist configured in the UE is empty.

In addition, manual selection of CSG cells is supported.

Cell selection/reselection to CSG cells does not require the network to provide neighbour cell information to the UE. The neighbour cell information can be provided to help the UE in specific cases, e.g. where the network wishes to trigger the UE to search for CSG cells.

Cell Reselection between allowed CSG cells is based on normal cell reselection procedure.
10.5.1.2
RRC_CONNECTED





While the UE is in RRC_CONNECTED state, the UE performs normal measurement and mobility procedures based on configuration provided by the network.

The UE is not required to support manual selection of CSG IDs while in RRC_CONNECTED state.
10.5.2
Outbound mobility from CSG cells

10.5.2.1
RRC_IDLE

For a UE leaving a CSG cell in idle mode normal cell reselection based on configuration from the BCCH of the CSG cell applies. 
10.5.2.2
RRC_CONNECTED

For a UE leaving a CSG cell in active mode normal network controlled mobility applies.
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