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6.1.5
MAC PDU (Random Access Response)

A MAC PDU consists of a MAC header and zero, one or more MAC Random Access Responses (MAC RAR) and optionally padding as described in figure 6.1.5-4.

The MAC header is of variable size.

A MAC PDU header consists of one or more MAC PDU sub-headers; each subheader corresponding to a MAC RAR except for the Backoff Indicator sub-header. If included, the Backoff Indicator sub-header is only included once and is the first sub-header included within the MAC PDU header.
A MAC PDU subheader consists of the three header fields E/T/RAPID (as described in figure 6.1.5-1) but for the Backoff Indicator subheader which consists of the five header field E/T/R/R/BI (as described in figure 6.1.5-2).

A MAC RAR consists of the four fields R/Timing Advance Command/UL Grant/Temporary C-RNTI (as described in figure 6.1.5-3).
Padding may occur at the end of the MAC PDU. Presence and length of padding is implicit based on TB size, size of MAC header and number of RARs when present.
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Figure 6.1.5-1: E/T/RAPID MAC sub-header
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Figure 6.1.5-2: E/T/R/R/BI MAC sub-header
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Figure 6.1.5-3: MAC RAR
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Figure 6.1.5-4: Example of MAC PDU consisting of a MAC header and MAC RARs
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