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[...Only for reference...]
11.6.1
Network operation

The following are the functions of the various functional entities at the network in support of the HARQ protocol used on HS-DSCH when MAC-hs is configured by upper layers [7].
11.6.1.1
Scheduler

The scheduler performs the following functions:

-
Schedules all UEs within a cell;

-
Services priority queues:
-
The scheduler schedules MAC-hs SDUs based on information from upper layers. One UE may be associated with one or more MAC-d flows. Each MAC-d flow contains HS-DSCH MAC-d PDUs for one or more priority queues.

-
Determines the HARQ Entity and the queue to be serviced;

· Sets the TSN for new data blocks being transferred from the selected queue;

-
set the TSN to value 0 for the first MAC-hs PDU transmitted for each Queue ID within an HS-DSCH;

-
increment the TSN with one for each transmitted MAC-hs PDU on each Queue ID within an HS-DSCH.
NOTE:
In 1.28 Mcps TDD multi-frequency HS-DSCH cell, the length of TSN can be 6 bits or 9 bits based on the configuration of  higher layer.
NOTE:
The scheduler may re-use TSNs by toggling the NDI bit in order to resume pre-empted transmissions or to force the UE to flush the soft buffer. In this case the content of the payload may be changed but care should be taken to preserve the higher layer data order.

-
Indicates the Queue ID and TSN to the HARQ entity for each MAC-hs PDU to be transmitted;

-
Schedules new transmissions and retransmissions:

-
Based on the status reports from HARQ Processes the scheduler determines if either a new transmission or a retransmission should be made. A new transmission can however be initiated on a HARQ process at any time. Based on a delay attribute provided by upper layers, the scheduler may decide to discard any 'out-of-date' MAC-hs SDU.
-
Determines the redundancy version:

-
The scheduler determines a suitable redundancy version for each transmitted and retransmitted MAC-hs PDU and indicates the redundancy version to lower layer.
-
Determines the TDD HCSN;

-
Increment UE specific HCSN for each HS-SCCH transmission. In 1.28Mcps TDD multi-frequency HS-DSCH cell, UE maintains the respective HCSN for each carrier independently.
 [...Section continues...]
[...First modified section...]
11.6.2
UE operation

The UE operation in support of the HARQ protocol used on HS-DSCH when MAC-hs is configured by upper layers [7] is split among the following four functional units with their associated functions.

11.6.2.1
HARQ Entity

There is one HARQ entity at the UE which processes the HARQ process identifiers received on the HS-SCCH transmissions associated with MAC-hs PDUs received on the HS-DSCH.
In 1.28 Mcps TDD multi-frequency HS-DSCH cell, HARQ sub-entity is configured at UE per carrier where HS-DSCH is configured. The associated downlink control channel and uplink control channel pair controlling the HS-DSCH transmission on the certain carrier shall be allocated on the same carrier. The downlink control channel carries the HS-DSCH operation  related info and the uplink control channel carries the feedback info from the UE side. In 1.28 Mcps TDD single frequency or multi-frequency HS-DSCH cell, HARQ entity or HARQ sub-entity is configured to handle the HARQ identity associated with the received MAC-hs PDU from every carrier where HS-DSCH is configured at UE side.

A number of parallel HARQ processes are used in the UE to support the HARQ entity. The number of HARQ processes is configured by upper layers:

-
Each received MAC-hs PDU shall be allocated to the HARQ process indicated by the HARQ process identifier of the MAC-hs PDU.

[...Section continues...]
[...First modified section...]
11.6.4
UE operation

The UE operation in support of the HARQ protocol used on HS-DSCH when MAC-ehs is configured by upper layers [7]  is split among the following five functional units with their associated functions. 

11.6.4.1
HARQ Entity

There is one HARQ entity at the UE which processes the HARQ process identifiers received on the HS-SCCH transmissions associated with MAC-ehs PDUs received on the HS-DSCH.

A number of parallel HARQ processes are used in the UE to support the HARQ entity. The number of HARQ processes is configured by upper layers: 

-
Each received MAC-ehs PDU shall be allocated to the HARQ process indicated by the HARQ process identifier of the MAC-ehs PDU.

[...Section continues...]
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