Page 1



3GPP TSG-RAN2 Meeting #65bis 
(
R2-092452
Seoul, South Korea, March 23rd – 27th
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.321
	CR
	CRNum
	(

rev
	-
	(

Current version:
	8.5.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to table on RNTI values

	
	

	Source to WG:
(

	Ericsson

	Source to TSG:
(

	RAN2

	
	

	Work item code:
(

	LTE-L23
	
	Date: (

	16/03/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	The RNTI table in section 7.1 is incorrect and table borders are missing from last row of table 6.1.3.1-1.

	
	

	Summary of change:
(

	Deletion of erroneous text and addition of table borders

	
	

	Consequences if 
(

not approved:
	Incorrect specification.

	
	

	Clauses affected:
(

	

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	Reference: R2-091327 was incorrectly merged into CR0246R2. This CR is based on draft version of 8.5.0


Table 6.1.3.1-1: Buffer size levels for BSR

	Index
	Buffer Size (BS) value [bytes]
	Index
	Buffer Size (BS) value [bytes]

	0
	BS = 0
	32
	1132 < BS <= 1326

	1
	0 < BS <= 10
	33
	1326 < BS <= 1552

	2
	10 < BS <= 12
	34
	1552 < BS <= 1817

	3
	12 < BS <= 14
	35
	1817 < BS <= 2127

	4
	14 < BS <= 17
	36
	2127 < BS <= 2490

	5
	17 < BS <= 19
	37
	2490 < BS <= 2915

	6
	19 < BS <= 22
	38
	2915 < BS <= 3413

	7
	22 < BS <= 26
	39
	3413 < BS <= 3995

	8
	26 < BS <= 31
	40
	3995 < BS <= 4677

	9
	31 < BS <= 36
	41
	4677 < BS <= 5476

	10
	36 < BS <= 42
	42
	5476 < BS <= 6411

	11
	42 < BS <= 49
	43
	6411 < BS <= 7505

	12
	49 < BS <= 57
	44
	7505 < BS <= 8787

	13
	57 < BS <= 67
	45
	8787 < BS <= 10287

	14
	67 < BS <= 78
	46
	10287 < BS <= 12043

	15
	78 < BS <= 91
	47
	12043 < BS <= 14099

	16
	91 < BS <= 107
	48
	14099 < BS <= 16507

	17
	107 < BS <= 125
	49
	16507 < BS <= 19325

	18
	125 < BS <= 146
	50
	19325 < BS <= 22624

	19
	146 < BS <= 171
	51
	22624 < BS <= 26487

	20
	171 < BS <= 200
	52
	26487 < BS <= 31009

	21
	200 < BS <= 234
	53
	31009 < BS <= 36304

	22
	234 < BS <= 274
	54
	36304 < BS <= 42502

	23
	274 < BS <= 321
	55
	42502 < BS <= 49759

	24
	321 < BS <= 376
	56
	49759 < BS <= 58255

	25
	376 < BS <= 440
	57
	58255 < BS <= 68201

	26
	440 < BS <= 515
	58
	68201 < BS <= 79846

	27
	515 < BS <= 603
	59
	79846 < BS <= 93479

	28
	603 < BS <= 706
	60
	93479 < BS <= 109439

	29
	706 < BS <= 826
	61
	109439 < BS <= 128125

	30
	826 < BS <= 967
	62
	128125 < BS <= 150000

	31
	967 < BS <=1132
	63
	BS > 150000


--------------- next modified section -------------

7.1
RNTI values

RNTI values are presented in Table 7.1-1 and their usage and associated Transport Channels and Logical Channels are presented in Table 7.1-2.

Table 7.1-1: RNTI values.
	Value (hexa-decimal)
	RNTI

	0000
	N/A

	0001-003C
	RA-RNTI, C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI, TPC-PUCCH-RNTI and TPC-PUSCH-RNTI (see note)

	003D-FFF3
	C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI, TPC-PUCCH-RNTI and TPC-PUSCH-RNTI

	FFF4-FFFD
	Reserved for future use

	FFFE
	P-RNTI

	FFFF
	SI-RNTI


NOTE:
The values corresponding to the RA-RNTI values of a cell’s PRACH configuration are not used in the cell for any other RNTI (C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI, TPC-PUCCH-RNTI or TPC-PUSCH-RNTI).
	
	
	

	
	
	

	
	


Table 7.1-2: RNTI usage.

	RNTI
	Usage
	Transport Channel
	Logical Channel

	P-RNTI
	Paging and System Information change notification
	PCH
	PCCH

	SI-RNTI
	Broadcast of System Information
	DL-SCH
	BCCH

	RA-RNTI
	Random Access Response
	DL-SCH
	N/A

	Temporary C-RNTI
	Contention Resolution
(when no valid C-RNTI is available)
	DL-SCH
	CCCH

	Temporary C-RNTI
	Msg3 transmission
	UL-SCH
	CCCH, DCCH, DTCH

	C-RNTI
	Dynamically scheduled unicast transmission
	DL-SCH, UL-SCH
	DCCH, DTCH

	C-RNTI
	Triggering of PDCCH ordered random access
	N/A
	N/A

	Semi-Persistent Scheduling C-RNTI
	Semi-Persistently scheduled unicast transmission

(activation, reactivation and retransmission)
	DL-SCH, UL-SCH
	DCCH, DTCH

	Semi-Persistent Scheduling C-RNTI
	Semi-Persistently scheduled unicast transmission

(deactivation)
	N/A
	N/A

	TPC-PUCCH-RNTI
	Physical layer Uplink power control
	N/A
	N/A

	TPC-PUSCH-RNTI
	Physical layer Uplink power control
	N/A
	N/A
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