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	Reason for change:
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	Currently, the presence of CSG indicator is used to indicate that a cell is a CSG cell. In order to support hybrid access mode, the definition of CSG cell is modified so that a CSG cell can also be operated in hybrid access mode. This means that the presence of the CSG indicator should be redefined to mean that only UEs which are members of the CSG can access the CSG cell. 
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(

	CSG-Indicator presence (and set to TRUE) means that UE is only allowed to access the CSG cell if the broadcast CSG Id is part of the UE allowed CSG Id list. 
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	CSG-indicator cannot be used to discriminate between closed access mode CSG cell and hybrid access mode CSG cell
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10.2.48.8.1
Master Information Block
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Other information elements
	
	
	
	
	

	MIB Value tag
	MP
	
	MIB Value tag 10.3.8.9
	
	

	CN information elements
	
	
	
	
	

	Supported PLMN types
	MP
	
	PLMN Type 10.3.1.12
	
	

	PLMN Identity
	CV-GSM
	
	PLMN Identity 10.3.1.11
	
	

	Multiple PLMN List
	OP
	
	Multiple PLMN List 10.3.1.7a
	If present, this IE specifies the PLMNs of the cell. If absent, the IE “PLMN Identity” specifies the PLMN of the cell.
	REL-6

	ANSI-41 information elements
	
	
	
	
	

	ANSI-41 Core Network Information
	CV-ANSI-41
	
	ANSI-41 Core Network Information 10.3.9.1
	
	

	References to other system information blocks and scheduling blocks
	MP
	
	References to other system information blocks and scheduling blocks 10.3.8.14
	
	

	CSG-Indicator
	OP
	
	Enumerated (TRUE)
	
If present , the UE is only allowed to access the CSG cell if the CSG identity is part of the UE’s allowed CSG list. 
	REL-8


	Condition
	Explanation

	GSM
	The IE is mandatory present if the IE "Supported PLMN Types" is set to 'GSM-MAP' or 'GSM-MAP AND ANSI-41', and not needed otherwise

	ANSI-41

	The IE is mandatory present if the IE "Supported PLMN Types" is set to 'ANSI-41' or 'GSM-MAP AND ANSI-41', and not needed otherwise
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