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== First Change==

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Information element: A structural element containing a single or multiple fields is referred as information element.

Field: The individual contents of an information element are referred as fields.

Floor: Mathematical function used to ‘round down’ i.e. to the nearest integer having a lower value.

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1xRTT
CDMA2000 1x Radio Transmission Technology

AM
Acknowledged Mode

ASN.1
Abstract Syntax Notation.1

ARQ
Automatic Repeat Request

AS
Access Stratum

BCCH
Broadcast Control Channel

BCH
Broadcast Channel

CCCH
Common Control Channel

CCO
Cell Change Order

CP
Control Plane

C-RNTI
Cell RNTI

CSG
Closed Subscriber Group

DCCH
Dedicated Control Channel

DRB
(user) Data Radio Bearer

DRX
Discontinuous Reception

DTCH
Dedicated Traffic Channel

DL
Downlink

DL-SCH
Downlink Shared Channel

ETWS
Earthquake and Tsunami Warning System

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

ENB
Evolved Node B

EPC
Enhanced Packet Core

EPS
Enhanced Packet System


FDD
Frequency Division Duplex

FFS
For Further Study

GERAN
GSM/EDGE Radio Access Network

GSM
Global System for Mobile Communications

HARQ
Hybrid Automatic Repeat Request

HRPD
CDMA2000 High Rate Packet Data

IE
Information element

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

kB
Kilobyte (1000 bytes)
L1
Layer 1

L2
Layer 2

L3
Layer 3

MAC
Medium Access Control

MBMS
Multimedia Broadcast Multicast Service

MBSFN
Multimedia Broadcast multicast service Single Frequency Network

MIB
Master Information Block

N/A
Not Applicable

NACC
Network Assisted Cell Change

NAS
Non Access Stratum

PCCH
Paging Control Channel

PDU
Protocol Data Unit

PDCP
Packet Data Convergence Protocol

PLMN
Public Land Mobile Network

QoS
Quality of Service

RACH
Random Access CHannel

RAT
Radio Access Technology

RB
Radio Bearer

RLC
Radio Link Control

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSRP
Reference Signal Received Power

RSSI
Received Signal Strength Indicator

SAE
System Architecture Evolution

SAP
Service Access Point

SFN
System Frame Number

SI
System Information

SIB
System Information Block

SI-RNTI
System Information RNTI

SPS
Semi-Persistent Scheduling

SRB
Signalling Radio Bearer

S-TMSI
SAE Temporary Mobile Station Identifier

TA
Tracking Area

TDD
Time Division Duplex

TM
Transparent Mode

TPC-RNTI
Transmit Power Control RNTI

UE
User Equipment

UICC
Universal Integrated Circuit Card

UL
Uplink

UM
Unacknowledged Mode

UL-SCH
Uplink Shared Channel

UP
User Plane

UTRAN
Universal Terrestrial Radio Access Network
In the ASN.1, lower case may be used for some (parts) of the above abbreviations e.g. c-RNTI
== End First Change==

=== Unchanged Section Omitted ===
=== Next Change (Chapter 5.6.3) ===

5.6.3
UE capability transfer

5.6.3.1
General
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Figure 5.6.3.1-1: UE capability transfer
The purpose of this procedure is to transfer UE radio access capability information from the UE to E-UTRAN.

If the UE has changed its E-UTRAN radio access capabilities, the UE shall request higher layers to initiate the necessary NAS procedures (see TS 23.401 [41]) that would result in the update of UE radio access capabilities using a new RRC connection.

=== Unchanged Section Omitted ===

=== Next Change (Chapter 6.3.2) ===

6.3.2
Radio resource control information elements

–
AntennaInfo

The IE AntennaInfoCommon and the AntennaInfoDedicated are used to specify the common and the UE specific antenna configuration respectively.

AntennaInfo information elements
-- ASN1START

AntennaInfoCommon ::=



SEQUENCE {


antennaPortsCount




ENUMERATED {an1, an2, an4, spare1}

}

AntennaInfoDedicated ::=


SEQUENCE {


transmissionMode




ENUMERATED {












tm1, tm2, tm3, tm4, tm5, tm6,












tm7, spare1},


codebookSubsetRestriction


CHOICE {



n2TxAntenna-tm3





BIT STRING (SIZE (2)),



n4TxAntenna-tm3





BIT STRING (SIZE (4)),


n2TxAntenna-tm4





BIT STRING (SIZE (6)),



n4TxAntenna-tm4





BIT STRING (SIZE (64)),


n2TxAntenna-tm5





BIT STRING (SIZE (4)),



n4TxAntenna-tm5





BIT STRING (SIZE (16)),



n2TxAntenna-tm6





BIT STRING (SIZE (4)),



n4TxAntenna-tm6





BIT STRING (SIZE (16))

}

OPTIONAL, 














-- Cond TM


ue-TransmitAntennaSelection


CHOICE{



release






NULL,



setup






ENUMERATED {closedLoop, openLoop}

}

}

-- ASN1STOP

	AntennaInfo field descriptions

	antennaPortsCount

Parameter represents the number of cell specific antenna ports where an1 corresponds to 1, an2 to 2 antenna ports etc. see TS 36.211, [21, 6.2.1].

	transmissionMode

Points to one of Transmission modes defined in TS 36.213, 7.1 where tm1 refers to transmission mode 1, tm2 to transmission mode 2 etc.

	codebookSubsetRestriction

Parameter: codebookSubsetRestriction, see TS 36.213 [23, 7.2] and TS 36.211 [21, 6.3.4.2.3].

	ue-TransmitAntennaSelection

For value setup the field indicates whether UE transmit antenna selection control is closed-loop or open-loop as described in TS 36.213 [23, 8.7].


=== Unchanged Section Omitted ===
=== Next Change (Chapter 6.3.4 CSFB-RegistrationParam1XRTT) ===

–
CSFB-RegistrationParam1XRTT
The IE CSFB-RegistrationParam1XRTT is used to indicate whether or not the UE shall perform a CDMA2000 1xRTT pre-registration if the UE does not have a valid / current pre-registration.
-- ASN1START

CSFB-RegistrationParam1XRTT ::=

SEQUENCE {


sid








BIT STRING (SIZE (15)),


nid








BIT STRING (SIZE (16)),


multipleSID






BOOLEAN,


multipleNID






BOOLEAN,


homeReg







BOOLEAN,


foreignSIDReg





BOOLEAN,


foreignNIDReg





BOOLEAN,


parameterReg





BOOLEAN,


powerUpReg






BOOLEAN,


registrationPeriod




BIT STRING (SIZE (7)),

registrationZone




BIT STRING (SIZE (12)),

totalZone






BIT STRING (SIZE (3)),

zoneTimer






BIT STRING (SIZE (3))

}

-- ASN1STOP

=== Unchanged Section Omitted ===
=== Next Change (Table in Chapter 11.2) ===
	Inter RAT mobility

	Handover to E-UTRA
	RRCConnectionReconfiguration (sent by other RAT)
	RRCConnectionReconfigurationComplete
	NA
	

	Handover from E-UTRA
	MobilityFromEUTRACommand
	
	NA
	

	Handover from E-UTRA to CDMA2000
	HandoverFromEUTRAPreparationRequest (CDMA2000)
	
	NA
	Used to trigger the handover preparation procedure with a CDMA2000 RAT.

	Measurement procedures

	Measurement Reporting
	
	MeasurementReport
	NA
	

	Other procedures

	UE capability transfer
	UECapabilityEnquiry
	UECapabilityInformation
	10
	


Annex A (informative):
=== Unchanged Section Omitted ===

=== Next Change (Annex A.6) ===

A.6
Protection of RRC messages (informative)

The following list provides information which messages can be sent (unprotected) prior to security activation and which messages can be sent unprotected after security activation.

P…Messages that can be sent (unprotected) prior to security activation

A - I…Messages that can be sent without integrity protection after security activation

A - C…Messages that can be sent unciphered after security activation

NA… Message can never be sent after security activation

	Message
	P
	A-I
	A-C
	Comment

	CSFBParametersRequestCDMA2000
	+
	-
	-
	

	CSFBParametersResponseCDMA2000
	+
	-
	-
	

	CounterCheck
	-
	- 
	- 
	

	CounterCheckResponse
	-
	- 
	- 
	

	DLInformationTransfer
	+
	-
	-
	

	HandoverFromEUTRAPreparationRequest (CDMA2000)
	-
	- 
	- 
	

	MasterInformationBlock
	+
	+
	+
	

	MeasurementReport
	+
	-
	-
	Justification for case “P”: RAN2 agreed that measurement configuration may be sent prior to security activation

	MobilityFromEUTRACommand
	-
	- 
	-
	

	Paging
	+
	+
	+
	

	RRCConnectionReconfiguration
	+
	-
	-
	The message shall not be sent unprotected before security activation if it is used to perform handover or to establish SRB2 and DRBs

	RRCConnectionReconfigurationComplete
	+
	-
	-
	Unprotected, if sent as response to RRCConnectionReconfiguration which was sent before security activation

	RRCConnectionReestablishment
	-
	+
	+
	This message is not protected by PDCP operation.

	RRCConnectionReestablishmentComplete
	-
	-
	-
	

	RRCConnectionReestablishmentReject
	-
	+
	+
	One reason to send this may be that the security context has been lost, therefore sent as unprotected. 

	RRCConnectionReestablishmentRequest
	-
	-
	+
	This message is not protected by PDCP operation. However a short MAC-I is included.

	RRCConnectionReject
	+
	NA
	NA
	

	RRCConnectionRelease
	+
	-
	-
	Justification for P: If the RRC connection only for signalling not requiring DRBs or ciphered messages, or the signalling connection has to be released prematurely, this message is sent as unprotected.


=== Unchanged Section Omitted ===

=== Next Change (Annex B) ===

Annex B (normative): Release 8 AS feature handling

B.1
Feature group indicators

This annex contains the definitions of the bits in field featureGroupIndicators. 

In this release of the protocol, the UE shall include the field featureGroupIndicators in the IE UE-EUTRA-Capability. For a specific indicator, if all functionalities for a feature group listed in Table B.1-1 have been implemented and tested, the UE shall set the indicator as one (1), else (i.e. if any one of the functionalities in a feature group listed in Table B.1-1, which have not been implemented or tested), the UE shall set the indicator as zero (0).

The UE shall set all indicators, which do not have a definition in the table B.1-1, as zero.

If the optional field featureGroupIndicators is not included by UE supporting future release, the network may assume that UE supports all features listed in Table B.1-1 and deployed in the network.

Table B.1-1: Definitions of feature group indicators

=== Unchanged Section Omitted ===
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