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-------------------------First Change--------------------------------------------
7.3.1
NI-LR and MT-LR Service Support

Figure 7.3.1-1 shows the sequence of operations for an NI-LR or MT-LR location service, starting at the point where the MME initiates the service in the E-SMLC. 


[image: image1.wmf] 

1.

 Location Request (

E

-

CGI, 

QoS) 

 

UE

 

eNB

 

MME

 

E

-

SMLC

 

4

.

 Location Response (Location Estimate) 

 

2. LPP Transactions(s)

 

3. LPPa Transactions(s)

 



· Figure 7.3.1-1: UE Positioning Operations to support an MT-LR or NI-LR

1.
The MME sends a location request to the E-SMLC for a target UE and may include associated QoS and E-CGI of the cell which the UE accessed to.

2.
The E-SMLC may obtain location related information from the UE and/or from the serving eNode B. In the former case, the E-SMLC instigates one or more LPP procedures to transfer UE positioning capabilities, provide assistance data to the UE and/or obtain location information from the UE. The UE may also instigate one or more LPP procedures after the first LPP message is received from the E-SMLC (e.g., to request assistance data from the E-SMLC).

3.
If the E-SMLC needs location related information for the UE from the eNode B, the E-SMLC instigates one or more LPPa procedures. Step 3 is not necessarily serialised with step 2; if the E-SMLC and eNode B have the information to determine what procedures need to take place for the location service, step 3 could precede or overlap with step 2.

4.
The E-SMLC returns a location response to the MME with any location estimate obtained as a result of steps 2 and 3.

-------------------------Second Change--------------------------------------------
7.3.2
MO-LR Service Support

Figure 7.3.2-1 shows the sequence of operations for an MO-LR service, starting at the point where an LCS Client in the UE or the user has requested some location service (e.g., retrieval of the UE's location or transfer of the UE's location to a third party).
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Figure 7.3.2-1: UE Positioning Operations to support an MO-LR

1.
The UE sends a NAS level MO-LR request to the MME. The MO-LR request may carry an LPP PDU to instigate one or more LPP procedures to transfer capabilities, request assistance data, request location information and/or transfer location information (e.g. location measurements).  

2.
The MME sends a location request to the E-SMLC and includes any LPP PDU received in step 1, and may include E-CGI of the cell which the UE accessed to.

3.
The E-SMLC may obtain location related information from the UE and/or from the serving eNode B. In the former case or if an immediate response is needed to any LPP procedure instigated by the UE in step 1 (e.g., a request for assistance data), the E-SMLC instigates one or more LPP procedures to transfer UE positioning capabilities, provide assistance data to the UE and/or obtain location information from the UE. The UE may also instigate further LPP procedures after the first LPP message is received from the E-SMLC (e.g., to request assistance data or to request further assistance data).

4.
If the E-SMLC needs location related information for the UE from the eNode B, the E-SMLC instigates one or more LPPa procedures. Step 4 may also precede step 3 or occur in parallel with it.

5.
The E-SMLC returns a location response to the MME with any location estimate obtained as a result of steps 3 and 4, and/or with a final LPP message (e.g., that could provide a location estimate to the UE if requested by the UE in step 1).  

6.
If the UE requested location transfer to a third party the MME transfers the location received from the E-SMLC in step 5 to the third party as defined in [2].

7.
The MME sends a NAS level MO-LR response to the UE, carrying any final LPP PDU that was received in step 5.

-------------------------End of Change--------------------------------------------
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