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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

BSR


Buffer Status Report

C-RNTI


Cell RNTI

CQI


Channel Quality Indicator
E-UTRA


Evolved UMTS Terrestrial Radio Access

E-UTRAN


Evolved UMTS Terrestrial Radio Access Network

MAC


Medium Access Control
M-RNTI          MBMS RNTI
LCG


Logical Channel Group

PHR


Power Headroom Report

PMI


Precoding Matrix Index 

P-RNTI


Paging RNTI 

RA-RNTI


Random Access RNTI

RI


Rank Indicator

RNTI


Radio Network Temporary Identifier

SI-RNTI


System Information RNTI 

SR


Scheduling Request

SRS


Sounding Reference Symbols

TB


Transport Block

TPC-PUCCH-RNTI
Transmit Power Control-Physical Uplink Control Channel-RNTI

TPC-PUSCH-RNTI
Transmit Power Control-Physical Uplink Shared Channel-RNTI

[next modified section]
4.2.1
MAC Entities

E-UTRA defines two MAC entities; one in the UE and one in the E-UTRAN. These MAC entities handle the following transport channels:

-
Broadcast Channel (BCH);

-
Downlink Shared Channel (DL-SCH);

-
Paging Channel (PCH);

-
Uplink Shared Channel (UL-SCH);

-
Random Access Channel(s) (RACH);
-  Multicast Channel(s) (MCH).
The exact functions performed by the MAC entities are different in the UE from those performed in the E-UTRAN.
Figure 4.2.1.1 illustrates one possible structure for the UE side MAC entity, and it should not restrict implementation.
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Figure 4.2.1.1: MAC structure overview, UE side
[next modified section]
4.5.1
Transport Channels

The transport channels used by MAC are described in Table 4.5.1-1 below.

Table 4.5.1-1: Transport channels used by MAC

	Transport channel name
	Acronym
	Downlink
	Uplink

	Broadcast Channel
	BCH
	X
	

	Downlink Shared Channel
	DL-SCH
	X
	

	Paging Channel
	PCH
	X
	

	Multicast Channel
	MCH
	X
	

	Uplink Shared Channel
	UL-SCH
	
	X

	Random Access Channel
	RACH
	
	X


[next modified section]
4.5.2
Logical Channels

The MAC layer provides data transfer services on logical channels. A set of logical channel types is defined for different kinds of data transfer services as offered by MAC.

Each logical channel type is defined by what type of information is transferred.

MAC provides the control and traffic channels listed in Table 4.5.2-1 below.

Table 4.5.2-1: Logical channels provided by MAC.

	Logical channel name
	Acronym
	Control channel
	Traffic channel

	Broadcast Control Channel
	BCCH
	X
	

	Paging Control Channel
	PCCH
	X
	

	Common Control Channel
	CCCH
	X
	

	Dedicated Control Channel
	DCCH
	X
	

	Multicast Control Channel
	MCCH
	X
	

	Dedicated Traffic Channel
	DTCH
	
	X

	Multicast Traffic Channel
	MTCH
	
	X


[next modified section]
4.5.3.2
Downlink mapping

The MAC entity is responsible for mapping the downlink logical channels to downlink transport channels. The downlink logical channels can be mapped as described in Figure 4.5.3.2-1 and Table 4.5.3.2-1.
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Figure 4.5.3.2-1
Table 4.5.3.2-1: Downlink channel mapping.

	
Transport channel
Logical channel
	BCH
	PCH
	DL-SCH
	MCH

	BCCH
	X
	
	X
	

	PCCH
	
	X
	
	

	CCCH
	
	
	X
	

	DCCH
	
	
	X
	

	DTCH
	
	
	X
	

	MCCH
	
	
	
	X

	MTCH
	
	
	
	X


[next modified section]
5.X
MCH reception

Upper layer indicates the MCS for MCH ( [RRC MCCH MCS NAME], [RRC MCH MCS NAME]). A Dynamic Scheduling Information MAC control element is included in the first subframe of each msap-Config occasion. It indicates the position of each MTCH in the msap-Config. The UE shall assume that the first scheduled MTCH starts immediately after the Dynamic Scheduling Information MAC control element or the MCCH, and the other scheduled MTCH(s) start at the earliest in the subframe where the previously scheduled MTCH stops. When the UE needs to receive MCH, the UE shall:

-
attempt to decode the TB on the MCH;
-
if a TB on the MCH has been successfully decoded:

-
demultiplex the MAC PDU and deliver the MAC SDU(s) to upper layers.
[next modified section]
6.1.2
MAC PDU (DL-SCH and UL-SCH except transparent MAC and Random Access Response, MCH)

A MAC PDU consists of a MAC header, zero or more MAC Service Data Units (MAC SDU), zero, or more MAC control elements, and optionally padding; as described in Figure 6.1.2-3. 

Both the MAC header and the MAC SDUs are of variable sizes.

A MAC PDU header consists of one or more MAC PDU subheaders; each subheader corresponds to either a MAC SDU, a MAC control element or padding. 

A MAC PDU subheader consists of the six header fields R/R/E/LCID/F/L but for the last subheader in the MAC PDU and for fixed sized MAC control elements. The last subheader in the MAC PDU and subheaders for fixed sized MAC control elements consist solely of the four header fields R/R/E/LCID. A MAC PDU subheader corresponding to padding consists of the four header fields R/R/E/LCID.
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Figure 6.1.2-1: R/R/E/LCID/F/L MAC subheader
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Figure 6.1.2-2: R/R/E/LCID MAC subheader

MAC PDU subheaders have the same order as the corresponding MAC SDUs, MAC control elements and padding.

MAC control elements are always placed before any MAC SDU.
Padding occurs at the end of the MAC PDU, except when single-byte or two-byte padding is required. Padding may have any value and the UE shall ignore it. When padding is performed at the end of the MAC PDU, zero or more padding bytes are allowed.

When single-byte or two-byte padding is required, one or two MAC PDU subheaders corresponding to padding are placed at the beginning of the MAC PDU before any other MAC PDU subheader.
A maximum of one MAC PDU can be transmitted per TB per UE. For MBMS MAC PDU, a maximum of one MAC PDU can be transmitted per TTI.
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Figure 6.1.2-3: Example of MAC PDU consisting of MAC header, MAC control elements, MAC SDUs and padding

[next modified section]
6.1.3.7
MBMS Dynamic Scheduling Information MAC Control Element
The MBMS Dynamic Scheduling Information MAC Control Element is identified by a MAC PDU subheader with LCID as specified in table 6.2.1-4. This control element has a variable size equal to 2x MBMS-SessionPerPMCH bytes as figure 6.1.3.7-1 illustrates. For each MTCH the fields below are included:
-
R: reserved bit, set to "0";

-
LCID i: this field indicates the Logical Channel ID of the MTCH [FFS if this can be removed];
-
Stop MTCH i: this field indicates the ordinal number of the subframe within the MSAP occasion where the MTCH stops. The special Stop MTCH value "11111111" indicates that the corresponding MTCH is not scheduled. The value range "11111011" to "11111110" is reserved.
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Figure 6.1.3.7-1 Dynamic Scheduling Information MAC control element
[next modified section]
6.2.1
MAC header for DL-SCH, UL-SCH and MCH 

The MAC header is of variable size and consists of the following fields:

-
LCID: The Logical Channel ID field identifies the logical channel instance of the corresponding MAC SDU or the type of the corresponding MAC control element or padding as described in tables 6.2.1-1 and 6.2.1-2 for the DL and UL-SCH respectively. There is one LCID field for each MAC SDU, MAC control element or padding included in the MAC PDU. In addition to that, one or two additional LCID fields are included in the MAC PDU, when single-byte or two-byte padding is required but cannot be achieved by padding at the end of the MAC PDU. The LCID field size is 5 bits;

-
L: The Length field indicates the length of the corresponding MAC SDU in bytes. There is one L field per MAC PDU subheader except for the last subheader and subheaders corresponding to fixed-sized MAC control elements. The size of the L field is indicated by the F field;

-
F: The Format field indicates the size of the Length field as indicated in table 6.2.1-3. There is one F field per MAC PDU subheader except for the last subheader and subheaders corresponding to fixed-sized MAC control elements. The size of the F field is 1 bit. If the size of the MAC SDU or variable-sized MAC control element is less than 128 bytes, the UE shall set the value of the F field to 0, otherwise the UE shall set it to 1;

-
E: The Extension field is a flag indicating if more fields are present in the MAC header or not. The E field is set to "1" to indicate another set of at least R/R/E/LCID fields. The E field is set to "0" to indicate that either a MAC SDU, a MAC control element or padding starts at the next byte;

-
R: Reserved bit, set to "0".

The MAC header and subheaders are octet aligned.

Table 6.2.1-1 Values of LCID for DL-SCH

	Index
	LCID values

	00000
	CCCH

	00001-01010
	Identity of the logical channel

	01011-11011
	Reserved

	11100
	UE Contention Resolution Identity

	11101
	Timing Advance Command

	11110
	DRX Command

	11111
	Padding


Table 6.2.1-2 Values of LCID for UL-SCH

	Index
	LCID values

	00000
	CCCH

	00001-01010
	Identity of the logical channel

	01011-11001
	Reserved

	11010
	Power Headroom Report

	11011
	C-RNTI

	11100
	Truncated BSR

	11101
	Short BSR

	11110
	Long BSR

	11111
	Padding


Table 6.2.1-3 Values of F field:

	Index
	Size of Length field (in bits)

	0
	7

	1
	15


Table 6.2.1-4 Values of LCID for MCH
	Index
	LCID values

	00000
	MCCH (see note)

	FFS
	MTCH

	FFS
	Reserved

	11110
	Dynamic Scheduling Information

	11111
	Padding


Note: If there is no MCCH on MCH, an MTCH could use this value.
[next modified section]
7
Variables and constants

7.1
RNTI values

RNTI values are presented in Table 7.1-1 and their usage and associated Transport Channels and Logical Channels are presented in Table 7.1-2.

Table 7.1-1: RNTI values.
	Value (hexa-decimal)
	RNTI

	0000
	N/A

	0001-003C
	RA-RNTI, C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI, TPC-PUCCH-RNTI and TPC-PUSCH-RNTI (see note)

	003D-FFF3
	C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI, TPC-PUCCH-RNTI and TPC-PUSCH-RNTI

	FFF4-FFFC
	Reserved for future use

	FFFD
	M-RNTI

	FFFE
	P-RNTI

	FFFF
	SI-RNTI


NOTE:
The values corresponding to the RA-RNTI values of a cell’s PRACH configuration are not used in the cell for any other RNTI (C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI, TPC-PUCCH-RNTI or TPC-PUSCH-RNTI).
Table 7.1-2: RNTI usage.

	RNTI
	Usage
	Transport Channel
	Logical Channel

	P-RNTI
	Paging and System Information change notification
	PCH
	PCCH

	SI-RNTI
	Broadcast of System Information
	DL-SCH
	BCCH

	M-RNTI
	MCCH Information change notification
	N/A
	N/A

	RA-RNTI
	Random Access Response
	DL-SCH
	N/A

	Temporary C-RNTI
	Contention Resolution
(when no valid C-RNTI is available)
	DL-SCH
	CCCH

	Temporary C-RNTI
	Msg3 transmission
	UL-SCH
	CCCH, DCCH, DTCH

	C-RNTI
	Dynamically scheduled unicast transmission
	DL-SCH, UL-SCH
	DCCH, DTCH

	C-RNTI
	Triggering of PDCCH ordered random access
	N/A
	N/A

	Semi-Persistent Scheduling C-RNTI
	Semi-Persistently scheduled unicast transmission

(activation, reactivation and retransmission)
	DL-SCH, UL-SCH
	DCCH, DTCH

	Semi-Persistent Scheduling C-RNTI
	Semi-Persistently scheduled unicast transmission

(deactivation)
	N/A
	N/A

	TPC-PUCCH-RNTI
	Physical layer Uplink power control
	N/A
	N/A

	TPC-PUSCH-RNTI
	Physical layer Uplink power control
	N/A
	N/A
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