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	When preRegistrationZoneID/secondaryPreRegistrationZoneID(s) were specified in TS 36.331, it was assumed that their values are not necessarily being the same as the corresponding ColorCode/SecondaryColorCode(s) defined in C.S0024. In current TS 36.331 specification, there is no restriction on the value setting of preRegistrationZoneID/secondaryPreRegistrationZoneID(s) in SIB8. However, it was later on decided in the 3GPP2 air interface specification C.S0087 that the preRegistrationZoneID/secondaryPreRegistrationZoneID(s) shall be set to the same value as corresponding ColorCode/SecondaryColorCode(s). This requirement on eNB should be captured in TS36.331. 
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–
PreRegistrationInfoHRPD
-- ASN1START

PreRegistrationInfoHRPD ::=


SEQUENCE {


preRegistrationAllowed



BOOLEAN,


preRegistrationZoneId



PreRegistrationZoneIdHRPD
OPTIONAL, -- cond PreRegAllowed


secondaryPreRegistrationZoneIdList
SecondaryPreRegistrationZoneIdListHRPD
OPTIONAL -- Need OR

}

SecondaryPreRegistrationZoneIdListHRPD ::=
SEQUENCE (SIZE (1..2)) OF PreRegistrationZoneIdHRPD

PreRegistrationZoneIdHRPD ::=


INTEGER (0..255)

-- ASN1STOP

	PreRegistrationInfoHRPD field descriptions

	preRegistrationAllowed

TRUE indicates that a UE shall perform a CDMA2000 HRPD pre-registration if the UE does not have a valid / current pre-registration. FALSE indicates that the UE is not allowed to perform CDMA2000 HRPD pre-registration in the current cell.

	preRegistrationZoneID

ColorCode (see C.S0024-A [26], C.S0087-0 [44]) of the CDMA2000 Reference Cell corresponding to the HRPD sector under the HRPD AN that is configured for this LTE cell. It is used to control when the UE should register or re-register.

	secondaryPreRegistrationZoneIdList

List of SecondaryColorCodes (see C.S0024-A [26], C.S0087-0 [44]) of the CDMA2000 Reference Cell corresponding to the HRPD sector under the HRPD AN that is configured for this LTE cell. They are used to control when the UE should re-register.
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