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8.6.6.37
E-DCH Info

If the IE "E-DCH Info" is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
for FDD:

2>
if the IE "E-DPCCH Info" is included:

3>
store the newly received E-DPCCH configuration.

2>
if the IE "E-DPDCH Info" is included:

3>
store the newly received E-DPDCH configuration.

2>
if the IE "UL 16QAM settings" is not included:

3>
indicate to lower layers to stop any operation in 16QAM mode.

1>
for TDD:

2>
if the IE "E-RUCCH Info" is included:

3>
store the newly received E-RUCCH configuration.

2>
if the IE "E-PUCH Info" is included:

3>
store the newly received E-PUCH configuration.

NOTE 1:
The UTRAN should ensure the ordering of the E-TFCI table in strictly increasing order of transmission power prior to quantization, by correct setting of the reference E-TFCI power offsets otherwise the UE behaviour is unspecified.

NOTE 2:
If a reference E-TFCI signalled to the UE is outside the UE physical channel capability, the UE behaviour is unspecified.

NOTE 2a:
If E-TFCI boost is signalled to the UE and a reference E-TFCI <= E-TFCI Boost is signalled to the UE with a Reference E-TFCI PO of value 30 or 31, the UE behaviour is unspecified.

NOTE 2b:
If the UE is configured with E-TFCI table 0 and 2ms TTI, and a reference E-TFCI =120 has been configured, the UE behavior is unspecified.

NOTE 2c:
If the UE is configured with E-TFCI table 1 and 2ms TTI, and a reference E-TFCI =115 has been configured, the UE behavior is unspecified.

NOTE 2d:
If the UE is configured with E-TFCI table 2 and 2ms TTI, and a reference E-TFCI =121 has been configured, the UE behavior is unspecified.

NOTE 2e:
If the UE is configured with E-TFCI table 3 and 2ms TTI, and a reference E-TFCI =101 or a reference E-TFCI = 102 has been configured, the UE behavior is unspecified.

1>
if the IE "MAC-es/e reset indicator" is included:

2>
reset the MAC-es/e or MAC-i/is entity [15].

NOTE 3:
If the IE "MAC-es/e reset indicator" is not set to TRUE in case the IE "E-DCH Transmission Time Interval" is reconfigured, the UE behaviour is unspecified.

NOTE 4:
If the IE "MAC-es/e reset indicator" is not set to TRUE in case the UL MAC header type is reconfigured from MAC-es/e to MAC-is/i or from MAC-is/i to MAC-e/es, the UE behaviour is unspecified.
NOTE 5:
If the IE "MAC-es/e reset indicator" is not included in the IE "E-DCH Info" and 16QAM operation starts or stops, the UE behaviour is unspecified.
1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

When the variable E_DCH_TRANSMISSION is set to TRUE the UE shall:

1>
for FDD:

2>
configure the UL E-DPCCH in accordance with the stored IE "E-DPCCH" configuration;

2>
configure the MAC with the stored IE "E-DPDCH" configuration and/or the information contained in IE "Scheduled Transmission configuration".

1>
for TDD:

2>
configure the E-RUCCH with the stored E-RUCCH configuration;

2>
configure the MAC with the stored E-PUCH configuration.

For 1.28 Mcps TDD, If the IE "E-DCH Info" is included and the UE will be in CELL_FACH state after completion of this procedure, the UE shall:

1>
if the IE "E-RUCCH Info" is included:

2>
store the newly received E-RUCCH configuration.

1>
if the IE "E-PUCH Info" is included:
2>
store the newly received E-PUCH configuration.
1>
if the IE "MAC-es/e reset indicator" is included:

2>
reset the MAC-es/e or MAC-i/is entity [15].
1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46.
For 1.28 Mcps TDD, when the variable COMMON_E_DCH_TRANSMISSION is set to TRUE the UE shall:

1>
configure the E-RUCCH with the stored E-RUCCH configuration;

1>
configure the MAC with the stored E-PUCH configuration.
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