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	Reason for change:
(

	From tabular format in section 10.3.3.21, the capability IE “Adjacent Frequency measurements without compressed mode” can be included in “Measurement capability” IE with Need code=”OP”. “Measurement capability” is included in INTER RAT HANDOVER INFO, RRC CONNECTION SETUP COMPLETE and UE CAPABILITY INFORMATION.

From ASN.1 code the capability IE corresponds to the field adjacentFrequencyMeasurements, and is included in CompressedModeMeasCapability-v860ext, which can be in RRC CONNECTION SETUP COMPLETE, UE CAPABILITY INFORMATION. However, the field it not included in InterRATHandoverInfo. Consequently, the field is not included in INTER RAT HANDOVER INFO, which is sent in other RAT as UE UMTS capability.
The capability is used by UTRAN to decide if compressed mode gap needs to be assigned to the UE in order to measure adjacent frequency in dual cell HSDPA operation. So practically, the capability does not need to be sent in other RAT, and UTRAN can acquire the capability while the UE is in UTRAN. Therefore, the tabular should be corrected so that the IE does not included in INTER RAT HANDOVER INFO.

	
	

	Summary of change:
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	Modified 10.3.3.21 that Need code for IE “Adjacent Frequency measurements without compressed mode” to CV-not_iRAT_HoInfo, and defined CV-not_iRAT_HoInfo as “The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optionally present”.
Impact analysis

Impacted functionality:

Dual cell HSDPA operation and the capability enquiry/ transmission procedure in UTRAN or other RAT.

Inter-operability:
Since this is a correction of the tabular format according to ASN.1, there is no interoperability issue identified.
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	Tabular format and ASN.1 inconsistency for the IE “Adjacent Frequency measurements without compressed mode” remains.
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10.3.3.21
Measurement capability 
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Need for downlink compressed mode
	
	
	
	
	

	FDD measurements
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on FDD
	

	3.84 Mcps TDD measurements
	CV-3.84_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on 3.84 Mcps TDD
	Name changed in REL-4

	7.68 Mcps TDD measurements
	CV-7.68_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on 7.68 Mcps TDD
	REL-7

	1.28 Mcps TDD measurements
	CV-1.28_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on 1.28 Mcps TDD
	REL-4

	GSM measurements
	CV-gsm_sup
	
	
	
	

	>GSM 900
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on GSM 900
	

	>DCS 1800
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on DCS 1800
	

	>GSM 1900
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on GSM 1900
	

	Multi-carrier measurement
	CV-mc_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on multi-carrier
	

	Adjacent Frequency measurements without compressed mode
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	TRUE means that the UE does not require compressed mode for adjacent frequency measurements.
	REL-8

	Need for uplink compressed mode
	
	
	
	
	

	FDD measurements
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on FDD
	

	3.84 Mcps TDD measurements
	CV-3.84_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on 3.84 Mcps TDD
	Name changed in REL-4

	7.68 Mcps TDD measurements
	CV-7.68_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on 7.68 Mcps TDD
	REL-7

	1.28 Mcps TDD measurements
	CV-1.28_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on 1.28 Mcps TDD
	REL-4

	GSM measurements
	CV-gsm_sup
	
	
	
	

	>GSM 900
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on GSM 900
	

	>DCS 1800
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on DCS 1800
	

	>GSM 1900
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on GSM 1900
	

	Multi-carrier measurement
	CV-mc_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on multi-carrier
	


	Condition
	Explanation

	3.84_Mcps_tdd_sup
	The IE is mandatory present if an IE "TDD RF capability" is present with the IE "Chip rate capability" set to "3.84 Mcps". Otherwise this field is not needed in the message.

	7.68_Mcps_tdd_sup
	The IE is mandatory present if an IE “TDD RF capability” is present with the IE “Chip rate capability” set to “7.68 Mcps”. Otherwise this field is not needed in the message.

	1.28_Mcps_tdd_sup
	The IE is mandatory present if an IE "TDD RF capability" is present with the IE "Chip rate capability" set to "1.28 Mcps". Otherwise this field is not needed in the message.

	gsm_sup
	The IE is mandatory present if the IE "Inter-RAT UE radio access capability" indicates support for GSM900, GSM1800 and/or GSM1900. Otherwise this field is not needed in the message.

	mc_sup
	The IE is mandatory present if the IE "Support of multi-carrier" has the value TRUE. Otherwise this field is not needed in the message.

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optionally present.
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