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	 In section 11.6.4.8 (MAC-ehs reset) there are two references to a non-existing
 “resegmentation entity”.

	
	

	Summary of change:
(

	 In section 11.6.4.8 the erroneous references have been corrected to “reassembly
 entity”.
 Impact Analysis

 Impacted functionality:

 Improved L2 Support for High Data Rates. The change only impacts the 
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 Inter-operability:

 1. If the network is implemented according to the CR and the UE is not then 

 the handling of stored segments in the reassembly entity in case of MAC-ehs

 reset remains ambiguous and may lead to erroneous UE implementation.
 2. If the UE is implemented according to the CR and the network is not then 
 there are no interoperability issues.
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11.6.4.8
MAC-ehs Reset

If a reset of the MAC-ehs entity is requested by upper layers, the UE shall at the activation time indicated by higher layers:

-
flush soft buffer for all configured HARQ processes;

-
stop all active re-ordering release timer (T1) and set all timer T1 to their initial value; 
-
stop all active reset timers (Treset) and set all timers Treset to their initial value;
-
start TSN with value 0 for the next transmission on every configured HARQ process;

-
initialise the variables RcvWindow_UpperEdge and next_expected_TSN to their initial value;
-
deliver all reordering PDUs in the re-ordering buffer to the reassembly entity;

- 
deliver any successfully reassembled MAC-ehs SDUs to logical channel demultiplexing entity;

-
route any MAC-d or MAC-c PDUs delivered to the demultiplexing entity to the correct logical channel;

-
flush the re-ordering buffer;

-
discard any stored segment in the reassembly entity;

-
treat next received Transport Block as new data.
If a reset of the MAC-ehs entity is required by the expiry of Treset, the UE shall:

-
flush soft buffer for all configured HARQ processes;

-
for each reordering queue where Treset has expired:

-
stop the active re-ordering release timer (T1) and set the timer T1 to its initial value;

-
start TSN with value 0 for the next transmission on every configured HARQ process;

-
initialise the variable RcvWindow_UpperEdge to its initial value;

-
initialise the variable next_expected_TSN to its initial value;

-
deliver all reordering PDUs in the re-ordering buffer to the reassembly entity;

- 
deliver any successfully reassembled MAC-ehs SDUs to logical channel demultiplexing entity;

-
route any MAC-d or MAC-c PDUs delivered to the demultiplexing entity to the correct logical channel;

-
flush the re-ordering buffer;

-
discard any stored segment in the reassembly entity;

-
treat next received Transport Block as new data.
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