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8.6.5.6
Added or Reconfigured DL TrCH information
If the IE "Added or Reconfigured DL TrCH information" is included the UE shall:

1>
for the transport channel identified by the IE "DL Transport Channel Identity":

2>
if the choice "DL parameters" is set to 'explicit':

3>
perform the actions for the IE "Transport Format Set" as specified in subclause 8.6.5.1.

2>
if the choice "DL parameters" is set to 'same as uplink':

3>
if the IE "UL Transport Channel Identity" indicates an existing or a new UL Transport Channel:

4>
store as transport format for this transport channel the transport format associated with the transport channel identified by the IE "UL Transport Channel Identity".

3>
else:

4>
set the variable INVALID_CONFIGURATION to TRUE.

2>
if the IE "DCH quality target" is included:

3>
perform the actions specified in subclause 8.6.5.4.

1>
if the choice "DL parameters" is set to "HSDSCH":

2>
if the IE "HARQ Info" is included:

3>
perform the actions specified in subclause 8.6.5.6b.

2>
if the IE "Added or Reconfigured MAC-d Flow" is included:

3>
perform the actions as specified in subclause 8.6.5.5a.

2>
if the IE "Added or Reconfigured MAC-ehs reordering queue" is included:

3>
perform the actions as specified in subclause 8.6.5.23.

2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.
2>
for FDD, if the IE "TSN field extension" is included:

3>
set the TSN length to 14 bits.

2>
else:

3>
set the TSN length to 6bits.
NOTE 1:
The UE stores the DL transport channel configuration until it is explicitly deleted by a message containing the IE "Deleted DL TrCH information" or the UE leaves RRC connected mode.
NOTE 2:
If the IE "TSN field extension" is included while the IE "Downlink secondary cell info FDD" is not included in the same message or neither the IE "MIMO parameters" nor the IE "Secondary cell MIMO parameters" is included in the same message, or if the IE "TSN field extension" is not included while the IE "Downlink secondary cell info FDD" is included in the same message and either the IE "MIMO parameters" or the IE "Secondary cell MIMO parameters" is included in the same message, the UE behaviour is unspecified.
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