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---------------------------------------First Change---------------------------------------

–
MAC-MainConfig
The IE MAC-MainConfig is used to specify the MAC main configuration for signalling and data radio bearers.

MAC-MainConfig information element
-- ASN1START

MAC-MainConfig ::=




SEQUENCE {


ul-SCH-Config





SEQUENCE {



maxHARQ-Tx






ENUMERATED {













n1, n2, n3, n4, n5, n6, n7, n8,













n10, n12, n16, n20, n24, n28,













spare2, spare1}

OPTIONAL,
-- Need ON



periodicBSR-Timer




ENUMERATED {













sf5, sf10, sf16, sf20, sf32, sf40, sf64, sf80,













sf128, sf160, sf320, sf640, sf1280, sf2560,













infinity, spare1}
OPTIONAL,
-- Need ON



retxBSR-Timer





ENUMERATED {













sf320, sf640, sf1280, sf2560, sf5120,













sf10240, spare2, spare1},



ttiBundling






BOOLEAN


}















OPTIONAL, 
-- Need ON


drx-Config






DRX-Config




OPTIONAL,
-- Need ON


timeAlignmentTimerDedicated


TimeAlignmentTimer,


phr-Config






CHOICE {



release







NULL,



setup







SEQUENCE {




periodicPHR-Timer




ENUMERATED {sf10, sf20, sf50, sf100, sf200,
















sf500, sf1000, infinity},




prohibitPHR-Timer




ENUMERATED {sf0, sf10, sf20, sf50, sf100,

















sf200, sf500, sf1000},




dl-PathlossChange




ENUMERATED {dB1, dB3, dB6, infinity}



}


}















OPTIONAL,
-- Need ON


...,

mac-MainConfig-v9x0




MAC-MainConfig-v9x0-IEs

OPTIONAL
}

DRX-Config ::=





CHOICE {


release







NULL,


setup







SEQUENCE {



onDurationTimer





ENUMERATED {













psf1, psf2, psf3, psf4, psf5, psf6,













psf8, psf10, psf20, psf30, psf40,













psf50, psf60, psf80, psf100,













psf200},



drx-InactivityTimer




ENUMERATED {













psf1, psf2, psf3, psf4, psf5, psf6,













psf8, psf10, psf20, psf30, psf40,













psf50, psf60, psf80, psf100,













psf200, psf300, psf500, psf750,













psf1280, psf1920, psf2560, spare10,













spare9, spare8, spare7, spare6,













spare5, spare4, spare3, spare2,













spare1},



drx-RetransmissionTimer



ENUMERATED {













psf1, psf2, psf4, psf6, psf8, psf16,













psf24, psf33},



longDRX-CycleStartOffset

CHOICE {




sf10






INTEGER(0..9),




sf20






INTEGER(0..19),




sf32






INTEGER(0..31),




sf40






INTEGER(0..39),




sf64






INTEGER(0..63),




sf80






INTEGER(0..79),




sf128






INTEGER(0..127),




sf160






INTEGER(0..159),




sf256






INTEGER(0..255),




sf320






INTEGER(0..319),




sf512






INTEGER(0..511),




sf640






INTEGER(0..639),




sf1024






INTEGER(0..1023),




sf1280






INTEGER(0..1279),




sf2048






INTEGER(0..2047),




sf2560






INTEGER(0..2559)



},



shortDRX






SEQUENCE {




shortDRX-Cycle





ENUMERATED
{














sf2, sf5, sf8, sf10, sf16, sf20,














sf32, sf40, sf64, sf80, sf128, sf160,














sf256, sf320, sf512, sf640},




drxShortCycleTimer




INTEGER (1..16)



}

OPTIONAL












-- Need OR


}

}
MAC-MainConfig-v9x0-IEs ::= SEQUENCE {


sr-ProhibitTimer-r9




INTEGER (0..4)



OPTIONAL
-- Need OR

}
-- ASN1STOP

	MAC-MainConfig field descriptions

	maxHARQ-Tx

Maximum number of transmissions for UL HARQ in TS 36.321 [6].

	periodicBSR-Timer

Timer for BSR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on.

	retxBSR-Timer

Timer for BSR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf640 corresponds to 640 sub-frames, sf1280 corresponds to 1280 sub-frames and so on.

	TtiBundling

TRUE indicates that TTI bundling TS 36.321 [6] is enabled while FALSE indicates that TTI bundling is disabled. TTI bundling can be enabled for FDD and for TDD only for configurations 0, 1 and 6. For TDD, E-UTRAN does not simultaneously enable TTI bundling and semi-persistent scheduling in this release of specification.

	longDRX-CycleStartOffset

longDRX-Cycle and drxStartOffset in TS 36.321 [6]. The value of longDRX-Cycle is in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. If shortDRX-Cycle is configured, the value of longDRX-Cycle shall be a multiple of the shortDRX-Cycle value. The value of drxStartOffset value is in number of sub-frames. In TDD, this can point to a DL or UL sub-frame.

	onDurationTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	drx-InactivityTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	drx-RetransmissionTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	shortDRX-Cycle

Short DRX cycle in TS 36.321 [6]. Value in number of sub-frames. Value sf2 corresponds to 2 sub-frames, sf5 corresponds to 5 subframes and so on.

	drxShortCycleTimer

Timer for DRX in TS 36.321 [6]. Value in multiples of shortDRX-Cycle. A value of 1 corresponds to shortDRX-Cycle, a value of 2 corresponds to 2 * shortDRX-Cycle and so on.

	periodicPHR-Timer

Timer for PHR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf10 corresponds to 10 subframes, sf20 corresponds to 20 subframes and so on.

	prohibitPHR-Timer

Timer for PHR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf0 corresponds to 0 subframes, sf100 corresponds to 100 subframes and so on.

	dl-PathlossChange

DL Pathloss Change for PHR reporting in TS 36.321 [6]. Value in dB. Value dB1 corresponds to 1 dB, dB3 corresponds to 3 dB and so on.

	sr-ProhibitTimer-r9
Timer for SR transmission on PUCCH in TS 36.321 [6]. Value in number of SR period(s). Value 0 means no timer for SR transmission on PUCCH is configured. Value 1 corresponds to one SR period, Value 2 corresponds to 2*SR periods and so on.


---------------------------------------Second Change---------------------------------------
–
UE-EUTRA-Capability
The IE UE-EUTRA-Capability is used to convey the E-UTRA UE Radio Access Capability Parameters, see TS 36.306 [5], to the network. The IE UE-EUTRA-Capability is transferred in E-UTRA or in another RAT.

UE-EUTRA-Capability information element
-- ASN1START

UE-EUTRA-Capability ::=



SEQUENCE {


accessStratumRelease



AccessStratumRelease,


ue-Category






INTEGER (1..5),


pdcp-Parameters





PDCP-Parameters,


phyLayerParameters




PhyLayerParameters,


rf-Parameters





RF-Parameters,


measParameters





MeasParameters,


featureGroupIndicators



BIT STRING (SIZE (32))



OPTIONAL,


interRAT-Parameters




SEQUENCE {



utraFDD







IRAT-ParametersUTRA-FDD



OPTIONAL,



utraTDD128






IRAT-ParametersUTRA-TDD128



OPTIONAL,



utraTDD384






IRAT-ParametersUTRA-TDD384



OPTIONAL,



utraTDD768






IRAT-ParametersUTRA-TDD768



OPTIONAL,



geran







IRAT-ParametersGERAN




OPTIONAL,



cdma2000-HRPD





IRAT-ParametersCDMA2000-HRPD


OPTIONAL,



cdma2000-1xRTT





IRAT-ParametersCDMA2000-1XRTT


OPTIONAL


},


nonCriticalExtension



UE-EUTRA-Capability-v9x0-IEs

OPTIONAL

}

UE-EUTRA-Capability-v9x0-IEs ::=
SEQUENCE {





cdma2000-e1xCsfb-r9



IRAT-ParametersCDMA2000-e1xCsfb-r9


OPTIONAL,


sr-ProhibitTimerSupport-r9

BOOLEAN,



nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

AccessStratumRelease ::=


ENUMERATED {











rel8, spare7, spare6, spare5, spare4, spare3,











spare2, spare1, ...}

PDCP-Parameters ::=




SEQUENCE {


supportedROHC-Profiles



SEQUENCE {



profile0x0001





BOOLEAN,



profile0x0002





BOOLEAN,



profile0x0003





BOOLEAN,



profile0x0004





BOOLEAN,



profile0x0006





BOOLEAN,



profile0x0101





BOOLEAN,



profile0x0102





BOOLEAN,



profile0x0103





BOOLEAN,



profile0x0104





BOOLEAN


},


maxNumberROHC-ContextSessions

ENUMERATED {












cs2, cs4, cs8, cs12, cs16, cs24, cs32,












cs48, cs64, cs128, cs256, cs512, cs1024,












cs16384, spare2, spare1}



DEFAULT cs16,


...

}

PhyLayerParameters ::=



SEQUENCE {


ue-TxAntennaSelectionSupported

BOOLEAN,


ue-SpecificRefSigsSupported


BOOLEAN

}

RF-Parameters ::=




SEQUENCE {


supportedBandListEUTRA



SupportedBandListEUTRA

}

SupportedBandListEUTRA ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA 

SupportedBandEUTRA ::=



SEQUENCE {


bandEUTRA






INTEGER (1..64),


halfDuplex






BOOLEAN

}

MeasParameters ::=




SEQUENCE {


bandListEUTRA





BandListEUTRA

}

BandListEUTRA ::=




SEQUENCE (SIZE (1..maxBands)) OF BandInfoEUTRA 

BandInfoEUTRA ::=




SEQUENCE {


interFreqBandList




InterFreqBandList,


interRAT-BandList




InterRAT-BandList

OPTIONAL

}

InterFreqBandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterFreqBandInfo

InterFreqBandInfo ::=



SEQUENCE {


interFreqNeedForGaps



BOOLEAN

}

InterRAT-BandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterRAT-BandInfo

InterRAT-BandInfo ::=



SEQUENCE {


interRAT-NeedForGaps



BOOLEAN

}

IRAT-ParametersUTRA-FDD ::=


SEQUENCE {


supportedBandListUTRA-FDD


SupportedBandListUTRA-FDD

}

SupportedBandListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-FDD 

SupportedBandUTRA-FDD ::=


ENUMERATED {











bandI, bandII, bandIII, bandIV, bandV, bandVI,











bandVII, bandVIII, bandIX, bandX, bandXI,











bandXII, bandXIII, bandXIV, bandXV, bandXVI, ...}

IRAT-ParametersUTRA-TDD128 ::=

SEQUENCE {


supportedBandListUTRA-TDD128

SupportedBandListUTRA-TDD128

}

SupportedBandListUTRA-TDD128 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD128 

SupportedBandUTRA-TDD128 ::=

ENUMERATED {











a, b, c, d, e, f, g, h, i, j, k, l, m, n,











o, p, ...}

IRAT-ParametersUTRA-TDD384 ::=

SEQUENCE {


supportedBandListUTRA-TDD384

SupportedBandListUTRA-TDD384

}

SupportedBandListUTRA-TDD384 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD384 

SupportedBandUTRA-TDD384 ::=

ENUMERATED {












a, b, c, d, e, f, g, h, i, j, k, l, m, n,












o, p, ...}

IRAT-ParametersUTRA-TDD768 ::=

SEQUENCE {


supportedBandListUTRA-TDD768

SupportedBandListUTRA-TDD768

}

SupportedBandListUTRA-TDD768 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD768 

SupportedBandUTRA-TDD768 ::=

ENUMERATED {











a, b, c, d, e, f, g, h, i, j, k, l, m, n,











o, p, ...}

IRAT-ParametersGERAN ::=


SEQUENCE {


supportedBandListGERAN



SupportedBandListGERAN,


interRAT-PS-HO-ToGERAN



BOOLEAN

}

SupportedBandListGERAN ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandGERAN 

SupportedBandGERAN ::=



ENUMERATED {











gsm450, gsm480, gsm710, gsm750, gsm810, gsm850,











gsm900P, gsm900E, gsm900R, gsm1800, gsm1900,











spare5, spare4, spare3, spare2, spare1, ...}

IRAT-ParametersCDMA2000-HRPD ::=
SEQUENCE {


supportedBandListHRPD



SupportedBandListHRPD,


tx-ConfigHRPD





ENUMERATED {single, dual},


rx-ConfigHRPD





ENUMERATED {single, dual}

}

SupportedBandListHRPD ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000

IRAT-ParametersCDMA2000-1XRTT ::=
SEQUENCE {


supportedBandList1XRTT



SupportedBandList1XRTT,


tx-Config1XRTT





ENUMERATED {single, dual},


rx-Config1XRTT





ENUMERATED {single, dual}

}

IRAT-ParametersCDMA2000-e1xCsfb-r9 ::=
SEQUENCE {


enhancedCsfbOneXRTT-r9


ENUMERATED {supported},


enhancedCsfbOneXRTTWithPsho-r9
ENUMERATED {supported}
}
SupportedBandList1XRTT ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000

-- ASN1STOP

	UE-EUTRA-Capability field descriptions

	accessStratumRelease

Set to rel8 in this version of the specification.

	maxNumberROHC-ContextSessions

Set to the maximum number of concurrently active ROHC contexts supported by the UE. cs2 corresponds with 2 (context sessions), cs4 corresponds with 4 and so on.

	ue-Category

UE category as defined in TS 36.306 [5]. Set to values 1 to 5 in this version of the specification.

	bandEUTRA

E‑UTRA band as defined in TS 36.101 [42].

	ue-TxAntennaSelectionSupported

TRUE indicates that the UE is capable of supporting UE transmit antenna selection as described in TS 36.213 [23, 8.7].

	halfDuplex

If halfDuplex is set to true, only half duplex operation is supported for the band, otherwise full duplex operation is supported.

	bandListEUTRA

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.

	interFreqBandList

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.

	interFreqNeedForGaps

Indicates need for measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA and measuring on the E‑UTRA band given by the entry in interFreqBandList.

	interRAT-BandList

One entry corresponding to each supported band of another RAT listed in the same order as in the interRAT-Parameters.

	interRATNeedForGaps

Indicates need for DL measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA and measuring on the inter-RAT band given by the entry in the interRAT-BandList.

	bandUTRA-FDD

UTRA band as defined in TS 25.101 [17].

	bandUTRA-TDD128

UTRA band as defined in TS 25.102 [18].

	bandUTRA-TDD384

UTRA band as defined in TS 25.102 [18].

	bandUTRA-TDD768

UTRA band as defined in TS 25.102 [18].

	bandGERAN

GERAN band as defined in TS 45.005 [20].

	bandHRPD

CDMA2000 HRPD band class.

	band1XRTT

CDMA2000 1xRTT band class.

	featureGroupIndicators

The definitions of the bits in the bit string are described in Annex B.

	enhancedCsfbOneXRTT-r9
Indicates whether the UE supports enhanced 1xRTT CS fallback or not.

	enhancedCsfbOneXRTTWithPsho-r9
Indicates whether the UE supports concurrent enhanced CS fallback to CDMA2000 1xRTT and handover/redirection to CDMA2000 HRPD.

	sr-ProhibitTimerSupport-r9
Indicates whether the UE supports the SR prohibit timer in TS 36.321 [6].


NOTE:
The IE UE-EUTRA-Capability does not include AS security capability information, since these are the same as the security capabilities that are signalled by NAS. Consequently AS need not provide "man-in-the-middle" protection for the security capabilities.

---------------------------------------Third Change---------------------------------------
9.2.2
Default MAC main configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	MAC main configuration
	
	
	

	maxHARQ-tx
	n5
	
	

	periodicBSR-Timer 
	infinity
	
	

	retxBSR-Timer
	sf2560
	
	

	ttiBundling
	FALSE
	
	

	drx-Config
	release
	
	

	phr-Config
	release
	
	

	sr-ProhibitTimer-r9
	0
	
	


---------------------------------------Fourth Change---------------------------------------

10.5
Mandatory information in AS-Config

The AS-Config transferred between source eNB and target-eNB shall include all IEs necessary to describe the AS context. The conditional presence in section 6 is only applicable for eNB to UE communication.

The "need" or "cond" statements are not applied in case of sending the IEs from source eNB to target eNB. Some information elements shall be included regardless of the "need" or "cond" e.g. discardTimer. The AS-Config re-uses information elements primarily created to cover the radio interface signalling requirements. The information elements may include some parameters that are not relevant for the target eNB e.g. the SFN as included in the MasterInformationBlock.

Within the sourceRadioResourceConfig the source eNB shall include fields that are optional for eNB to UE communication, if the functionality is configured unless explictly specified otherwise in the following:

-
in accordance with a condition that is explictly stated to be applicable; or

-
a default value is defined for the concerned field; and the configured value is the same as the default value that is defined; or

-
the need of the field is OP and the current UE configuration corresponds with the behaviour defined for absence of the field;
	Name
	Presence in clause 6
	Comment

	RadioResourceConfigDedicated
	
	

	> srb-ToAddModList

>> rlc-Config

>> logicalChannelConfig

>>> ul-SpecificParameters

>>>> logicalChannelGroup
	OPTIONAL, -Cond HO-Conn
OPTIONAL, -Cond Setup

OPTIONAL, -Cond Setup

OPTIONAL, -Cond UL

OPTIONAL, -Need OR
	- 

- 

- 

- The conditional presence applies

-

	>drb-ToAddModList

>> eps-BearerIdentity

>> pdcp-Config

>>> discardTimer

>>> rlc-AM

>>> rlc-UM

>> rlc-Config

>> logicalChannelIdentity

>> logicalChannelConfig

>>> ul-SpecificParameters

>>>> logicalChannelGroup
	OPTIONAL, -Cond HO-toEUTRA

OPTIONAL, -Cond DRB-Setup

OPTIONAL, -Cond PDCP

OPTIONAL, -Cond Setup

OPTIONAL, -Cond Rlc-AM

OPTIONAL, -Cond Rlc-UM

OPTIONAL, -Cond Setup

OPTIONAL, -Cond DRB-Setup

OPTIONAL, -Cond Setup

OPTIONAL, -Cond UL

OPTIONAL, -Need OR
	- 

- 

- 

- 

- The conditional presence applies

- The conditional presence applies

- 

- 

- 

- The conditional presence applies

- 

	> mac-MainConfig

>> ul-SCH-Config

>>> maxHARQ-Tx

>> periodicBSR-Timer

>> drx-Config

>>> shortDRX

>> phr-Config
>> sr-ProhibitTimer-r9
	OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON
OPTIONAL, -Need OR
	-

-

-

-

-

-

-
-

	> sps-Config

>> sps-ConfigDL

>> sps-ConfigUL

>>> p0-Persistent

>>> twoIntervalsConfig
	OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need OP

OPTIONAL, -Cond TDD
	-

-

-

-

- The conditional presence applies

	> physicalConfigDedicated

>> pdsch-ConfigDedicated

>> pucch-ConfigDedicated

>>> tdd-AckNackFeedbackMode

>> pusch-ConfigDedicated

>> uplinkPowerControlDedicated

>> tpc-PDCCH-ConfigPUCCH

>> tpc-PDCCH-ConfigPUSCH

>> cqi-ReportConfig

>>> cqi-ReportingModeAperiodic

>>> cqi-ReportPeriodic

>> soundingRS-UL-ConfigDedicated

>> antennaInfo

>>> codebookSubsetRestriction

>> schedulingRequestConfig
>> cqi-ReportConfigExt

>>> cqi-Mask
	OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Cond TDD

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need OR

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Cond TM

OPTIONAL, -Need ON
OPTIONAL, -Need OR

OPTIONAL, -Cond cqi-reportPeriod
	-

-

-

- The conditional presence applies

-

-

-

-

-

-

-

-

-

- The conditional presence applies

-
-

- The conditional presence applies

	> rlf-TimersAndConstants
	OPTIONAL, -Need ON
	-


For the measurement configuration, a corresponding operation as 5.5.6.1 is executed by target eNB.
Within the sourceMeasConfig the source eNB shall include fields that are optional for eNB to UE communication, if the functionality is configured unless explictly specified otherwise in the following:

-
in accordance with a condition that is explictly stated to be applicable; or

-
a default value is defined for the concerned field; and the configured value is the same as the default value that is defined; or

-
the need of the field is OP and the current UE configuration corresponds with the behaviour defined for absence of the field;

	Name
	Presence in clause 6
	Comment

	MeasConfig
	
	

	> measObjectToAddModList

>> measObject

>>> measObjectEUTRA   

>>>> cellsToAddModList

>>>> blackCellsToAddModList

>>>> cellForWhichToReportCGI

>>> MeasObjectUTRA

>>>> cellsToAddModList

>>>> cellForWhichToReportCGI

>>> MeasObjectGERAN

>>>> cellForWhichToReportCGI

>>> MeasObjectCDMA2000

>>>> searchWindowSize

>>>> cellsToAddModList



>>>> cellForWhichToReportCGI
	OPTIONAL, -Need ON

-

-

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

-

OPTIONAL, -Need ON

OPTIONAL, -Need ON

-

OPTIONAL, -Need ON

-

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON
	- 

-

-

-

- 

-

-

-

-

-

-

-

-

-

-

	> reportConfigToAddModList
	OPTIONAL, -Need ON
	- 

	> measIdToAddModList
	OPTIONAL, -Need ON
	- 

	> quantityConfig

>> quantityConfigEUTRA

>> quantityConfigUTRA

>> quantityConfigGERAN

>> quantityConfigCDMA2000
	OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON
	- 

-

-

-

-

	> s-Measure
	OPTIONAL, -Need ON
	-

	> preRegistrationInfoHRPD

>> preRegistrationZoneId

>> secondaryPreRegistrationZoneIdList
	OPTIONAL, -Need OP

OPTIONAL, -Cond PreRegAllowed

OPTIONAL, -Need OR
	- The conditional presence applies

-

	> speedStatePars
	OPTIONAL, -Need ON
	-


---------------------------------------End of Changes---------------------------------------
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