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[FIRST CHANGE]

5.4.3
Mobility from E-UTRA

5.4.3.1
General
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Figure 5.4.3.1-1: Mobility from E-UTRA, successful
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Figure 5.4.3.1-2: Mobility from E-UTRA, failure

The purpose of this procedure is to move a UE in RRC_CONNECTED to a cell using another Radio Access Technology (RAT), e.g. GERAN, UTRA or CDMA2000 systems. The mobility from E-UTRA procedure covers  the following type of mobility:

-
handover, i.e. the MobilityFromEUTRACommand message includes radio resources that have been allocated for the UE in the target cell;

-
cell change order, i.e. the MobilityFromEUTRACommand message may include information facilitating access of and/ or connection establishment in the target cell, e.g. system information. Cell change order is applicable only to GERAN; and

-
enhanced CS fallback to CDMA2000 1xRTT, i.e. the MobilityFromEUTRACommand message includes radio resources that have been allocated for the UE in the target cell. The enhanced CS fallback to CDMA2000 1xRTT may be combined with concurrent handover or redirection to CDMA2000 HRPD.

NOTE1:
For the case of dual receiver/transmitter enhanced CS fallback to CDMA2000 1xRTT, the DLInformationTransfer message is used instead of the MobilityFromEUTRACommand message (see TS 36.300 [9]).
NOTE2:   This procedure should be aborted if it’s for CS fallback and it’s cancelled by user/application later. 
[SECOND CHANGE]

5.4.3.5
Mobility from E-UTRA failure

The UE shall:

1>
if T304 expires (mobility from E-UTRA failure); or

1>
if the UE does not succeed in establishing the connection to the target radio access technology; or

1>
if the UE is unable to comply with (part of) the configuration included in the MobilityFromEUTRACommand message; or

1> if there is a protocol error in the inter RAT information included in the MobilityFromEUTRACommand message, causing the UE to fail the procedure according to the specifications applicable for the target RAT;or
1> if the cs-FallbackIndicator in the MobilityFromEUTRACommand message was set to 'TRUE' but the procedure is aborted by user/application:
2>
stop T304, if running;

2>
if the cs-FallbackIndicator in the MobilityFromEUTRACommand message was set to 'TRUE':

3>
 indicate to upper layers that the CS Fallback procedure has failed;

2>
revert back to the configuration used in the source cell, excluding the configuration configured by the physicalConfigDedicated, mac-MainConfig and sps-Config;

2>
initiate the connection re-establishment procedure as specified in 5.3.7;

[THIRD CHANGE]
5.4.4
Handover from E-UTRA preparation request (CDMA2000)

5.4.4.1
General
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Figure 5.4.4.1-1: Handover from E-UTRA preparation request

The purpose of this procedure is to trigger the UE to prepare for handover or enhanced 1xRTT CS fallback to CDMA2000 by requesting a connection with this network. The UE may use this procedure to concurrently prepare for handover to CDMA2000 HRPD along with preparation for enhanced CS fallback to CDMA2000 1xRTT unless CSFB is cancelled by user/application. This procedure applies to CDMA2000 capable UEs only.

This procedure is also used to trigger the UE which has dual Rx/Tx configuration and supports enhanced 1xCSFB to redirect its second radio to CDMA2000 1xRTT and it’s not cancelled by user/application.

The handover from E-UTRA preparation request procedure applies when signalling radio bearers are established.
[FOURTH CHANGE]

5.4.5
UL handover preparation transfer (CDMA2000)
5.4.5.1
General
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Figure 5.4.5.1-1: UL handover preparation transfer

The purpose of this procedure is to tunnel the handover related CDMA2000 dedicated information or enhanced 1xRTT CS fallback related CDMA2000 dedicated information from UE to E-UTRAN when requested by the higher layers. The procedure is triggered by the higher layers on receipt of HandoverFromEUTRAPreparationRequest message. If preparing for enhanced CS fallback to CDMA2000 1xRTT and handover to CDMA2000 HRPD and CSFB is not cancelled by the user/application, the UE sends two consecutive ULHandoverPreparationTransfer messages to E-UTRAN, one per addressed CDMA2000 RAT Type. This procedure applies to CDMA2000 capable UEs only.
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