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	The cell reselection priorities provided by system information broadcast can include priorities for RAT/ frequencies outside UE capability. For those RAT/ frequencies, the UE will ignore priorities. However, for cell reselection priorities signalled by dedicated signalling, it is unclear whether the UE simply ignores those priorities for irrelevant RAT/ frequencies or treats such configuration as an error altogether. Although the network can create the list of dedicated priorities considering UE capability, it would be easier for the network if the UE simply ignores irrelevant ones so that the number of different configurations and the use of SPID can be minimised.

	
	

	Summary of change:
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	It is clarified in a note that the network may provide dedicated cell reselection priorities for RAT/ frequencies outside UE capability (which will be ignored by the UE).

Impact analysis:

Impacted functionality:

Cell reselection priorities handling. The changes only impact the corrected functionality.
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The CR only affects the UE behaviour, and no inter-operability problem is foreseen.

NOTE: Implementation of this CR by a Release 8 UE will not cause any compatibility issues.
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	Handling of dedicated priorities outside UE capability remains to be unclear.
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5.2.4.1
Reselection priorities handling

Absolute priorities of different E-UTRAN frequencies or inter-RAT frequencies may be provided to the UE in the system information, in the RRCConnectionRelease message, or by inheriting from another RAT at inter-RAT cell (re)selection. In the case of system information, an E-UTRAN frequency or inter-RAT frequency may be listed without providing a priority (i.e. the field cellReselectionPriority is absent for that frequency). If priorities are provided in dedicated signalling, the UE shall ignore all the priorities provided in system information. If UE is in camped on any cell state, UE shall only apply the priorities provided by system information from current cell, and the UE preserves priorities provided by dedicated signalling unless specified otherwise. When the UE in camped normally state, has only dedicated priorities other than for the current frequency, the UE shall consider the current frequency to be the lowest priority frequency (i.e. lower than the eight network configured values). While the UE is camped on a suitable CSG cell, the UE shall always consider the current frequency to be the highest priority frequency (i.e. higher than the eight network configured values), irrespective of any other priority value allocated to this frequency. The UE shall delete priorities provided by dedicated signalling when:

· the UE enters RRC_CONNECTED state; or

· the optional validity time of dedicated priorities (T320) expires; or

· a PLMN selection is performed on request by NAS [5].

NOTE:
Equal priorities between RATs are not supported.

The UE shall only perform cell reselection evaluation for E-UTRAN frequencies and inter-RAT frequencies that are given in system information and for which the UE has a priority provided.

The UE shall not consider any black listed cells as candidate for cell reselection.

The UE shall inherit the priorities provided by dedicated signalling and the remaining validity time (i.e., T320 in E-UTRA, T322 in UTRA and T3230 in GERAN), if configured, at inter-RAT cell (re)selection.

NOTE:
The network may assign dedicated cell reselection priorities for frequencies not configured by system information. The network may also assign dedicated cell reselection priorities for frequencies not supported by the UE.
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