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1. Introduction: 

RAN3 sent us LS [1] on UE-originated RLF reporting. This LS requests RAN2 to add some new information into the RLF-report. Additionally it asks us to enable RLF report from the UE also in case of HO failure. This paper offers some clarity on the possible motivation of including the new information and discusses the way forward.
2. Discussion:
Idle survival of RLF-reports requires UE to store the report untill it successfully established RRC connection. In general the UE is not required to keep information (e.g. RLF measurements) eternally with it; therefore, in RAN2 we should specify how long the UE would have to store the RLF-report information and indicate the availability of information associated with last occurrence of radio link failure or handover failure to the network. Further, we think RAN2 should specify a mandatory requirement such that the UE shall delete the information e.g. after 1 hour if the same has not been deleted already due to successful delivery or been replaced with information from a fresh RLF; this is to avoid reporting of too old/ obsolete information.

Proposal 1: The UE shall delete RLF-report after 1 hour of connection failure.
ECGI-2:

Further ECGI2 brings any additional information only for the case of Re Establishment failure after a Radio link failure or handover failure. The provided information (ECGI2) is not critical first since it would already be possible for the network to find out ECGI-2 from the UE’s measurement list at the time of RLF (which would be the best cell in the measurement list where the UE would subsequently try the re-establishment) and second we are talking about too rare case (2 subsequent failures) and see no need for optiizations.
Proposal 2: ECGI-2 shall not be included in RLF-report.
3. Conclusion:
Following proposals are made in this document and further a text proposal is provided.
Proposal 1: The UE shall delete RLF-report after 1 hour of connection failure.
Proposal 2: ECGI-2 shall not be included in RLF-report.
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