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Start of Change 2
8.1.3.6
Reception of an RRC CONNECTION SETUP message by the UE
The UE shall compare the value of the IE "Initial UE identity" in the received RRC CONNECTION SETUP message with the value of the variable INITIAL_UE_IDENTITY.

If the values are different, the UE shall:

1>
ignore the rest of the message.

If the values are identical, the UE shall:

2>
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Predefined configuration":

3>
initiate the radio bearer and transport channel configuration in accordance with the predefined parameters identified by the IE "Predefined configuration identity" with the following exception;

4> ignore the IE "RB to setup list" and the IE "Re- establishment timer".

NOTE:
IE above IEs are mandatory to include in IE “Predefined RB configuration” that is included in System Information Block 16 but should be ignored since it is not possible to establish a RAB during RRC connection establishment.

3>
initiate the physical channels in accordance with the received physical channel information elements;

2>
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Default configuration":

3>
initiate the radio bearer and transport channel configuration in accordance with the default parameters identified by the IE "Default configuration mode" and IE "Default configuration identity" with the following exception:

4>
ignore the radio bearers other than signalling radio bearers.

3>
initiate the physical channels in accordance with the received physical channel information elements.

NOTE:
IE "Default configuration mode" specifies whether the FDD or TDD version of the default configuration shall be used.

2>
if IE "Specification mode" is set to "Complete specification":

3>
initiate the radio bearer, transport channel and physical channel configuration in accordance with the received radio bearer, transport channel and physical channel information elements.

1>
if IE "Default configuration for CELL_FACH" is set:

2>
act in accordance with the default parameters according to section 13.8.

1>
clear the variable ESTABLISHMENT_CAUSE;

1>
for FDD and 1.28 Mcps TDD, if the HS_DSCH_RECEPTION_OF_CCCH_ENABLED is set to TRUE:

2>
set the variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED to FALSE.

1>
stop timer T300 or T318, whichever one is running, and act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following:
2>
if the UE, according to subclause 8.6.3.3, will be in the CELL_FACH state at the conclusion of this procedure:

3>
if the IE "Frequency info" is included:

4>
select a suitable UTRA cell according to [4] on that frequency.

4>
for 1.28Mcps TDD, decide the working frequency according to subclause 8.6.6.1.

3>
else:

4>
for 1.28Mcps TDD, continue to use the currently used frequency as working frequency.

3>
enter UTRA RRC connected mode;

3>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

3>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

3>
if variable READY_FOR_COMMON_EDCH is set to FALSE:

4>
select PRACH according to subclause 8.5.17;

3>
else:

4>
configure the Enhanced Uplink in CELL_FACH state and Idle mode as specified in subclause 8.5.45 for FDD and 8.5.45a for 1.28 Mcps TDD.

3>
for 3.84 Mcps and 7.68 Mcps TDD; or

3>
for FDD and 1.28 Mcps TDD, if the UE does not support HS-DSCH reception in CELL_FACH state; or

3>
if the IE "HS-DSCH common system information" is not included in System Information Block type 5 or System Information Block type 5bis; or

3> for 1.28 Mcps TDD, if the IE "Common E-DCH system info" is not included in System Information Block type 5:

4>
select Secondary CCPCH according to subclause 8.5.19;

3>
else:

4>
set variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED to FALSE;

4>
For FDD if variable READY_FOR_COMMON_EDCH is set to FALSE:
5>
if the RBs have the multiplexing option with transport channel type "HS-DSCH" for the DL and transport channel type “RACH” in the UL; and

5>
if "new H-RNTI" and "new C-RNTI" are included:

6>
store the "new H-RNTI" according to subclause 8.6.3.1b;

6>
store the "new C-RNTI" according to subclause 8.6.3.9;

6>
and start to receive HS-DSCH according to the procedure in subclause 8.5.36.

5>
else:

6>
clear variable C_RNTI and delete any stored C-RNTI value;

6>
clear variable H_RNTI and delete any stored H-RNTI value;

6>
clear any stored IE "HARQ Info";

6>
set the variable INVALID_CONFIGURATION to TRUE.

4>
else:

5>
if the RBs have the multiplexing option with transport channel type "HS-DSCH" for the DL and transport channel type "E-DCH" in the UL; and

5>
if the IEs "new Primary E-RNTI", "new H-RNTI" and "new C-RNTI" are included:

6>
store the "new Primary E-RNTI" according to subclause 8.6.3.14;

6>
store the "new H-RNTI" according to subclause 8.6.3.1b;

6>
store the "new C-RNTI" according to subclause 8.6.3.9;

6>
configure Enhanced Uplink in CELL_FACH state and Idle mode according to subclause 8.5.45 for FDD and 8.5.45a for 1.28 Mcps TDD;

6>
and start to receive HS-DSCH according to the procedure in subclause 8.5.36.

5>
else:

6>
clear variable C_RNTI and delete any stored C-RNTI value;

6>
clear variable H_RNTI and delete any stored H-RNTI value;

6>
clear variable E_RNTI and delete any stored E-RNTI value; 

6>
clear any stored IE "HARQ Info";

6>
set the variable INVALID_CONFIGURATION to TRUE.

3>
ignore the IE "UTRAN DRX cycle length coefficient" and stop using DRX.

1>
if the UE, according to subclause 8.6.3.3, will be in the CELL_DCH state at the conclusion of this procedure:

2>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only);

2>
enter UTRA RRC connected mode;

2>
ignore the IE "UTRAN DRX cycle length coefficient" and stop using DRX.

1>
submit an RRC CONNECTION SETUP COMPLETE message to the lower layers on the uplink DCCH after successful state transition per subclause 8.6.3.3, with the contents set as specified below:

2>
set the IE "RRC transaction identifier" to:

3>
the value of "RRC transaction identifier" in the entry for the RRC CONNECTION SETUP message in the table "Accepted transactions" in the variable TRANSACTIONS; and

3>
clear that entry.

2>
if the USIM or SIM is present:

3>
set the "START" for each CN domain in the IE "START list" in the RRC CONNECTION SETUP COMPLETE message with the corresponding START value that is stored in the USIM [50] if present, or as stored in the UE if the SIM is present; and then

3>
set the START value stored in the USIM [50] if present, and as stored in the UE if the SIM is present for any CN domain to the value "THRESHOLD" of the variable START_THRESHOLD.

2>
if neither the USIM nor SIM is present:

3>
set the "START" for each CN domain in the IE "START list" in the RRC CONNECTION SETUP COMPLETE message to zero;
3>
set the value of "THRESHOLD" in the variable "START_THRESHOLD" to the default value [40].

2>
retrieve its UTRA UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and then

2>
include this in IE "UE radio access capability" and IE "UE radio access capability extension", provided this IE is included in variable UE_CAPABILITY_REQUESTED;

2>
retrieve its inter-RAT-specific UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and then

2>
include this in IE "UE system specific capability";

2>
if the UE supports multi-cell operation on four cells in the same band, include the IE "Additional Secondary Cells" in the IE "UE radio access capability extension" and set it to 'a2' for the supported bands; otherwise, if the UE supports multi-cell operation on three cells in the same band, include the IE "Additional Secondary Cells" in the IE "UE radio access capability extension" and set it to 'a1' for the supported bands.

2>
if the variable DEFERRED_MEASUREMENT_STATUS is TRUE: 

3>
if System Information Block type 11 is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block, or

3>
if System Information Block type 11bis is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block, or

3>
if System Information Block type 12 is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block:

4>
include IE "Deferred measurement control reading".
 2> if upper layers provide a ‘Delay Tolerant’ indication, include IE "Delay Tolerant Indication";
NOTE:
If the "RRC State indicator" is set to the value "CELL_FACH", the UE continues to read and store the IEs in System Information Block type 11, System Information Block type 11bis, and System Information Block type 12, if transmitted, after submitting the RRC Connection Setup Complete message to lower layers (see 8.5.31).
When the RRC CONNECTION SETUP COMPLETE message has been submitted to lower layers for transmission the UE shall:

1>
if the UE has entered CELL_DCH state:

2>
clear the variable SYSTEM_INFORMATION_CONTAINER;

2>
if the IE "Deferred measurement control reading" was included in the RRC CONNECTION SETUP COMPLETE message:

3>
clear variable MEASUREMENT_IDENTITY;

3>
clear the variable CELL_INFO_LIST.
1>
if the UE has entered CELL_FACH state:

2>
if the variable SYSTEM_INFORMATION_CONTAINER is not empty;:

3>
the UE behaviour is unspecified.

2>
start timer T305 using its initial value if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS.

1>
store the contents of the variable UE_CAPABILITY_REQUESTED in the variable UE_CAPABILITY_TRANSFERRED;

1>
initialise variables upon entering UTRA RRC connected mode as specified in subclause 13.4;

1>
consider the procedure to be successful;

And the procedure ends.

End of change 2
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8.1.4
RRC connection release
--Unrelated parts are omitted
8.1.4.3
Reception of an RRC CONNECTION RELEASE message by the UE
The UE shall receive and act on an RRC CONNECTION RELEASE message in states CELL_DCH and CELL_FACH and CELL_PCH (FDD only). Furthermore this procedure can interrupt any ongoing procedures with the UE in the above listed states.

When the UE receives the first RRC CONNECTION RELEASE message; and

1>
if the message is received on the CCCH, and IE "U-RNTI" is present and has the same value as the variable U_RNTI; or

1>
if the message is received on DCCH:

the UE shall perform the RRC connection release procedure as specified below.

When the UE receives the first RRC CONNECTION RELEASE message; and 

1>
if the message is received on the CCCH, the IE "UTRAN group identity" is present and there is a group identity match according to subclause 8.6.3.13:

the UE shall perform the RRC connection release procedure as specified below.
The UE shall:

1>
in state CELL_DCH:

2>
initialise the counter V308 to zero;

2>
set the IE "RRC transaction identifier" in the RRC CONNECTION RELEASE COMPLETE message to the value of "RRC transaction identifier" in the entry for the RRC CONNECTION RELEASE message in the table "Accepted transactions" in the variable TRANSACTIONS;

2>
submit an RRC CONNECTION RELEASE COMPLETE message to the lower layers for transmission using UM RLC on the DCCH to the UTRAN;

2>
if the IE "Rplmn information" is present:

3>
the UE may:

4>
store the IE on the ME together with the PLMN id for which it applies;

3>
the UE may then:

4>
utilise this information, typically indicating where a number of BCCH frequency ranges of a RAT may be expected to be found, during subsequent Rplmn selections of the indicated PLMN.

2>
if the IE "UE Mobility State Indicator" is present:

3>
consider the High-mobility state to have being detected when entering idle mode.
2> if IE "Extended wait time" is present:

3> pass the value of IE "Extended wait time" to upper layers.
2>
start timer T308 when the RRC CONNECTION RELEASE COMPLETE message is sent on the radio interface.
1>
in state CELL_FACH:

2>
if the RRC CONNECTION RELEASE message was received on the DCCH:

3>
set the IE "RRC transaction identifier" in the RRC CONNECTION RELEASE COMPLETE message to
the value of "RRC transaction identifier" in the entry for the RRC CONNECTION RELEASE message in the table "Accepted transactions" in the variable TRANSACTIONS;
3>
submit an RRC CONNECTION RELEASE COMPLETE message to the lower layers for transmission using AM RLC on the DCCH to the UTRAN.

3>
when the successful transmission of the RRC CONNECTION RELEASE COMPLETE message has been confirmed by the lower layers:

4>
release all its radio resources; and

4>
indicate the release of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers; and

4>
clear any entry for the RRC CONNECTION RELEASE message in the tables "Accepted transactions" and "Rejected transactions" in the variable TRANSACTIONS;

4>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

4>
clear the variable ESTABLISHED_RABS;

4>
pass the value of the IE "Release cause" received in the RRC CONNECTION RELEASE message to upper layers;
4>
if IE "Extended wait time" is present:

5> pass the value of IE "Extended wait time" to upper layers;
4>
enter idle mode;

4>
perform the actions specified in subclause 8.5.2 when entering idle mode.

3>
and the procedure ends.

2>
if the RRC CONNECTION RELEASE message was received on the CCCH:

3>
release all its radio resources;

3>
indicate the release of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to the upper layers;

3>
clear any entry for the RRC CONNECTION RELEASE message in the tables "Accepted transactions" and "Rejected transactions" in the variable TRANSACTIONS;

3>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

3>
clear the variable ESTABLISHED_RABS;

3>
pass the value of the IE "Release cause" received in the RRC CONNECTION RELEASE message to upper layers;
3> if IE "Extended wait time" is present:

4> pass the value of IE "Extended wait time" to upper layers;

3>
enter idle mode;

3>
perform the actions specified in subclause 8.5.2 when entering idle mode;

3>
and the procedure ends.

End of change 3
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10.2.37
RRC CONNECTION RELEASE
This message is sent by UTRAN to release the RRC connection. The message also releases the signalling connection and all radio bearers between the UE and UTRAN.


RLC-SAP: UM


Logical channel: CCCH or DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	CHOICE identity type
	CV-CCCH
	
	
	
	REL-5

	>U-RNTI
	
	
	U-RNTI 10.3.3.47
	
	

	> Group identity
	
	1 to <maxURNTIgroup>
	
	
	REL-5

	>>Group release information
	MP
	
	Group release information 10.3.3.14o
	
	REL-5

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CV-DCCH
	
	Integrity check info 10.3.3.16
	Integrity check info is included if integrity protection is applied
	

	N308
	CH-Cell_DCH
	
	Integer(1..8)
	
	

	Release cause
	MP
	
	Release cause 10.3.3.32
	
	

	UE Mobility State Indicator
	CV-DCCH_MD
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4] the UE shall consider itself being in the mobility state the UE has maintained in CELL_DCH state or being not in high-mobility state when entering in Idle Mode, if applicable.
	REL-7

	Other information elements
	
	
	
	
	

	Rplmn information
	OP
	
	Rplmn information

10.3.8.15
	
	

	Redirection info
	OP
	
	Redirection info 10.3.3.29
	
	REL-6

	 Extended wait time
	OP
	
	Integer (1..4096)
	Wait time in seconds. If present, this IE is forwarded to upper layers e.g. for CN overload control (see TS 24.008) 
	REL-10


	Condition
	Explanation

	CCCH
	This IE is mandatory present when CCCH is used and not needed otherwise.

	DCCH
	This IE is mandatory present when DCCH is used and not needed otherwise.

	DCCH_MD
	This IE is mandatory default when DCCH is used and not needed otherwise.

	Cell_DCH
	This IE is mandatory present when UE is in CELL_DCH state and not needed otherwise.


End of change 4

Start of change 5

10.2.41
RRC CONNECTION SETUP COMPLETE
This message confirms the establishment of the RRC Connection by the UE.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE ( UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	START list
	MP
	1 to <maxCNdomains>
	
	START [40] values for all CN domains.
	

	>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.
	

	UE radio access capability
	OP
	
	UE radio access capability 10.3.3.42
	
	

	UE radio access capability extension
	OP
	
	UE radio access capability extension 10.3.3.42a
	
	

	 Delay tolerant indication
	OP
	 
	 Enumerated (TRUE)
	 If present,this IE indicates the delay tolerant nature of the connection, see TS 22.368 [80]
	REL-10

	Other information elements
	
	
	
	
	

	UE system specific capability
	OP
	1 to <maxInterSysMessages>
	
	
	

	>Inter-RAT UE radio access capability 
	MP
	
	Inter-RAT UE radio access capability 10.3.8.7
	
	

	Deferred measurement control reading
	MD
	
	Enumerated (TRUE)
	Indicates the UE has not read SIB11, SIB11bis and SIB12, if available.

Default value is FALSE
	REL-7


End of Change 4
Start of Change 5
11.1 General message structure
--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

--Unrelated parts are omitted
-- ***************************************************

--

-- RRC CONNECTION RELEASE

--

-- ***************************************************

RRCConnectionRelease ::= CHOICE {


r3







SEQUENCE {



rrcConnectionRelease-r3


RRCConnectionRelease-r3-IEs,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




rrcConnectionRelease-r3-add-ext

BIT STRING

OPTIONAL,




v690NonCriticalExtensions


SEQUENCE { 





rrcConnectionRelease-v690ext

RRCConnectionRelease-v690ext-IEs,





v770NonCriticalExtensions


SEQUENCE {






rrcConnectionRelease-v770ext

RRCConnectionRelease-v770ext-IEs,






v860NonCriticalExtensions


SEQUENCE {







rrcConnectionRelease-v860ext

RRCConnectionRelease-v860ext-IEs,






vaxyNonCriticalExtensions


SEQUENCE {








rrcConnectionRelease-vaxyext

RRCConnectionRelease-vaxyext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL 






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





rrcConnectionRelease-r4


RRCConnectionRelease-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-6






rrcConnectionRelease-r4-add-ext

BIT STRING

OPTIONAL,






v690NonCriticalExtensions


SEQUENCE {







rrcConnectionRelease-v690ext

RRCConnectionRelease-v690ext-IEs,







v770NonCriticalExtensions


SEQUENCE {








rrcConnectionRelease-v770ext

RRCConnectionRelease-v770ext-IEs,








v860NonCriticalExtensions


SEQUENCE {









rrcConnectionRelease-v860ext
RRCConnectionRelease-v860ext-IEs,








vaxyNonCriticalExtensions


SEQUENCE {









rrcConnectionRelease-vaxyext


















RRCConnectionRelease-vaxyext-IEs,









nonCriticalExtensions



SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



SEQUENCE {}



}


}

}

RRCConnectionRelease-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



-- n-308 is conditional on the UE state



n-308






N-308







OPTIONAL,



releaseCause




ReleaseCause,



rplmn-information



Rplmn-Information




OPTIONAL

}

RRCConnectionRelease-r4-IEs ::= SEQUENCE {


-- User equipment IEs



-- n-308 is conditional on the UE state.



n-308






N-308







OPTIONAL,



releaseCause




ReleaseCause,



rplmn-information



Rplmn-Information-r4



OPTIONAL

}

RRCConnectionRelease-v690ext-IEs ::= SEQUENCE {



redirectionInfo-v690ext


RedirectionInfo-r6




OPTIONAL

}

RRCConnectionRelease-v770ext-IEs ::= SEQUENCE {


-- User equipment IEs



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL

}

RRCConnectionRelease-v860ext-IEs ::= SEQUENCE {


-- Other IEs



redirectionInfo




RedirectionInfo-v860ext



OPTIONAL

}
RRCConnectionRelease-vaxyext-IEs ::= SEQUENCE {



extendedWaitTime

INTEGER (1..4096)



OPTIONAL
}
-- ***************************************************

--

-- RRC CONNECTION RELEASE for CCCH

--

-- ***************************************************

RRCConnectionRelease-CCCH ::= CHOICE {


r3







SEQUENCE {



rrcConnectionRelease-CCCH-r3
RRCConnectionRelease-CCCH-r3-IEs,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




rrcConnectionRelease-CCCH-r3-add-ext

BIT STRING

OPTIONAL,




v690NonCriticalExtensions

SEQUENCE { 





rrcConnectionRelease-v690ext
RRCConnectionRelease-CCCH-v690ext-IEs,





v860NonCriticalExtensions

SEQUENCE {






rrcConnectionRelease-v860ext
RRCConnectionRelease-CCCH-v860ext-IEs,






nonCriticalExtensions


SEQUENCE {}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



u-RNTI






U-RNTI,



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





rrcConnectionRelease-CCCH-r4
RRCConnectionRelease-CCCH-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






rrcConnectionRelease-CCCH-r4-add-ext

BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE { 







rrcConnectionRelease-v690ext
RRCConnectionRelease-CCCH-v690ext-IEs,







v860NonCriticalExtensions

SEQUENCE {








rrcConnectionRelease-v860ext
RRCConnectionRelease-CCCH-v860ext-IEs,







vaxyNonCriticalExtensions

SEQUENCE {









rrcConnectionRelease-vaxyext

















RRCConnectionRelease-vaxyext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



SEQUENCE {





-- TABULAR: CHOICE IdentityType (U-RNTI, GroupIdentity) is replaced with the 





-- optional element groupIdentity, since the U-RNTI is mandatory in ASN.1.





-- In case CHOICE IdentityType is equal to GroupIdentity the value of the U-RNTI 





-- shall be ignored by a UE complying with this version of the message.





groupIdentity

SEQUENCE ( SIZE (1 .. maxURNTI-Group) ) OF












GroupReleaseInformation

OPTIONAL,





criticalExtensions



CHOICE {






r5







SEQUENCE {







rrcConnectionRelease-CCCH-r5
RRCConnectionRelease-CCCH-r5-IEs,







-- Container for adding non critical extensions after freezing REL-6







rrcConnectionRelease-CCCH-r5-add-ext

BIT STRING

OPTIONAL,







v690NonCriticalExtensions

SEQUENCE { 








rrcConnectionRelease-v690ext
RRCConnectionRelease-CCCH-v690ext-IEs,








v860NonCriticalExtensions

SEQUENCE {









rrcConnectionRelease-v860ext
















RRCConnectionRelease-CCCH-v860ext-IEs,








vaxyNonCriticalExtensions

SEQUENCE {









rrcConnectionRelease-vaxyext

















RRCConnectionRelease-vaxyext-IEs,









nonCriticalExtensions


SEQUENCE {}
OPTIONAL








}
OPTIONAL







}
OPTIONAL







}
OPTIONAL






},






criticalExtensions



SEQUENCE {}





}




}



}


}

}

RRCConnectionRelease-CCCH-r3-IEs ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,


-- The rest of the message is identical to the one sent on DCCH.



rrcConnectionRelease


RRCConnectionRelease-r3-IEs

}

RRCConnectionRelease-CCCH-r4-IEs ::= SEQUENCE {


-- The rest of the message is identical to the one sent on DCCH.



rrcConnectionRelease


RRCConnectionRelease-r4-IEs

}

-- The R5 and R4 sequence of IEs are identical in this message
RRCConnectionRelease-CCCH-r5-IEs ::= RRCConnectionRelease-CCCH-r4-IEs

-- The R6 non-critical extension is identical to the one sent on DCCH.

RRCConnectionRelease-CCCH-v690ext-IEs ::= RRCConnectionRelease-v690ext-IEs
-- The R8 non-critical extension is identical to the one sent on DCCH.

RRCConnectionRelease-CCCH-v860ext-IEs ::= RRCConnectionRelease-v860ext-IEs
-- The R10 non-critical extension is identical to the one sent on DCCH.

RRCConnectionRelease-CCCH-vaxyext-IEs ::= RRCConnectionRelease-vaxyext-IEs
--Unrelated parts are omitted
-- ***************************************************

--

-- RRC CONNECTION SETUP COMPLETE

--

-- ***************************************************

RRCConnectionSetupComplete ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



startList





STARTList,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


--
Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- Non critical extensions



v370NonCriticalExtensions


SEQUENCE {




rrcConnectionSetupComplete-v370ext
RRCConnectionSetupComplete-v370ext,




v380NonCriticalExtensions


SEQUENCE {





rrcConnectionSetupComplete-v380ext
RRCConnectionSetupComplete-v380ext-IEs,





-- Reserved for future non critical extension





v3a0NonCriticalExtensions


SEQUENCE {






rrcConnectionSetupComplete-v3a0ext
RRCConnectionSetupComplete-v3a0ext-IEs,






laterNonCriticalExtensions


SEQUENCE {







-- Container for additional R99 extensions







rrcConnectionSetupComplete-r3-add-ext

BIT STRING









(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,







v3g0NonCriticalExtensions


SEQUENCE {








rrcConnectionSetupComplete-v3g0ext
RRCConnectionSetupComplete-v3g0ext-IEs,








v4b0NonCriticalExtensions


SEQUENCE {









rrcConnectionSetupComplete-v4b0ext

















RRCConnectionSetupComplete-v4b0ext-IEs,









v590NonCriticalExtensions


SEQUENCE {










rrcConnectionSetupComplete-v590ext

















RRCConnectionSetupComplete-v590ext-IEs,










v5c0NonCriticalExtensions


SEQUENCE {











rrcConnectionSetupComplete-v5c0ext

















RRCConnectionSetupComplete-v5c0ext-IEs,











v690NonCriticalExtensions


SEQUENCE {












rrcConnectionSetupComplete-v690ext

















RRCConnectionSetupComplete-v690ext-IEs,












v770NonCriticalExtensions

SEQUENCE {













rrcConectionSetupComplete-v770ext

















RRCConnectionSetupComplete-v770ext-IEs,












vaxyNonCriticalExtensions

SEQUENCE {














rrcConnectionSetupComplete-vaxyext

















RRCConnectionSetupComplete-vaxyext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












}

OPTIONAL











}

OPTIONAL











}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL
}

RRCConnectionSetupComplete-v370ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v370ext
UE-RadioAccessCapability-v370ext
OPTIONAL

}

RRCConnectionSetupComplete-v380ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext

}

RRCConnectionSetupComplete-v3a0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext
OPTIONAL

}
RRCConnectionSetupComplete-v3g0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3g0ext
UE-RadioAccessCapability-v3g0ext
OPTIONAL

}
RRCConnectionSetupComplete-r3-add-ext-IEs ::= SEQUENCE {



rrcConnectionSetupComplete-v650ext

RRCConnectionSetupComplete-v650ext-IEs
OPTIONAL,



v680NonCriticalExtensions



SEQUENCE {




rrcConnectionSetupComplete-v680ext

RRCConnectionSetupComplete-v680ext-IEs,




v7e0NonCriticalExtensions



SEQUENCE {





rrcConnectionSetupComplete-v7e0ext

RRCConnectionSetupComplete-v7e0ext-IEs,





v7f0NonCriticalExtensions



SEQUENCE {






rrcConnectionSetupComplete-v7f0ext















RRCConnectionSetupComplete-v7f0ext-IEs,






nonCriticalExtensions




SEQUENCE {}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

RRCConnectionSetupComplete-v4b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v4b0ext

UE-RadioAccessCapability-v4b0ext

OPTIONAL

}

RRCConnectionSetupComplete-v590ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v590ext

UE-RadioAccessCapability-v590ext

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability-v590ext

InterRAT-UE-RadioAccessCapability-v590ext
OPTIONAL

}

RRCConnectionSetupComplete-v5c0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v5c0ext

UE-RadioAccessCapability-v5c0ext

OPTIONAL
}

RRCConnectionSetupComplete-v650ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v650ext

UE-RadioAccessCapability-v650ext

}
RRCConnectionSetupComplete-v680ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v680ext

UE-RadioAccessCapability-v680ext
}
RRCConnectionSetupComplete-v690ext-IEs ::= SEQUENCE {


-- User equipment IEs



ueCapabilityContainer



BIT STRING













(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL

}

RRCConnectionSetupComplete-v770ext-IEs ::= SEQUENCE {



deferredMeasurementControlReading
ENUMERATED { true }





OPTIONAL
}

RRCConnectionSetupComplete-v7e0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability



UE-RadioAccessCapability-v7e0ext
}

RRCConnectionSetupComplete-v7f0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability



UE-RadioAccessCapability-v7f0ext
OPTIONAL

}

RRCConnectionSetupComplete-vaxyext-IEs ::= SEQUENCE {


delayTolerantIndication


ENUMERATED { true }


OPTIONAL

} 

End of Change 5
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