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1. Introduction

At RAN5#49 meeting in Shanghai, 15-19 November, it was agreed to add UTRA Rel-7 conformance test cases for network initiated secondary PDP context to TS 34.123-1. The test cases will verify both signalling aspects as well as UE uplink packet filtering aspects associated to network initiated secondary PDP context (see [1] for more information). To achieve this then there is a need to add a new UE test function to TS 34.109. As TS 34.109 is under the control of RAN2 then the purpose of this LS is to give RAN2 information about the background of the upcoming RAN2 CRs to TS 34.109.  
2. Overall Description:

The introduction of UTRA conformance testing for UE uplink packet filtering in TS 34.123-1 aligns the UTRA test scope for UE uplink packet filtering with the E-UTRA/EPC test scope in TS 36.523-1. 
For E-UTRA/EPC a test loop have been specified in TS 36.509 (“UE test loop mode B”) to enable testing of UE uplink IP packet filtering. E-UTRA UE operating in this test loop mode returns received IP packets in downlink to the IP Packet filtering function for transmission in uplink. To enable conformance testing of UTRA UE uplink packet filtering then a similar test loop function needs to be introduced in TS 34.109. The existing test loops in TS 34.109 can not be used as the test loops operate on radio bearers (UE test loop mode 1) or transport bearers (UE test loop mode 2). For this purpose RAN5 has agreed that there is a need to introduce a new test loop function in TS 34.109 (“UE test loop mode 4”). A draft CR [2] to TS 34.109 specifying the new test loop function was provided for information at the RAN #49 meeting. 
As proposed in [1] RAN5 agreed that the new “UE test loop mode 4” should be optional for Rel-7 UE and conditional mandatory (mandatory if UE supports network initiated secondary PDP context) for Rel-8 and later release UEs. The attached draft CR [2] is for Rel-8. Company CRs, reflecting this agreement in RAN5, will be provided to RAN2#72-bis or RAN2#73 for Rel-7, Rel-8 and Rel-9.
3. Actions:

Action to RAN2:
To enable RAN5 to introduce conformance test cases in TS 34.123-1 for UE uplink IP packet filtering then RAN5 would kindly ask RAN2 for support of treating the CRs to TS 34.109 on introducing “UE test loop mode 4” at the RAN2#72-bis or RAN2#73 meeting. 
4. Date of Next TSG-RAN WG5 Meetings:

TSG-RAN WG5 Meeting #50
21 – 25 Feb 11

Taipei, Taiwan
TSG-RAN WG5 Meeting #51
09 – 13 May 11

Kobe, Japan
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