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1. Overall Description:

RAN2 thanks SA5 for the LS S5-113283/R2-115676. RAN2 agrees that improved solutions to obtain location information are important for MDT and have discussed the following question in the LS:
· SA5 seeks advice from RAN2 whether it is a correct assumption that existing UTRAN RRC measurement procedures for collecting positioning measurements could be used to collect such measurements also for MDT purposes. Furthermore whether there would be any major obstacles in supporting collection of positioning measurements for MDT purposes also from E-UTRAN
In UTRAN, positioning is mainly coordinated by the RNC, which is also handling MDT. Therefore, UTRAN RRC procedures for collecting positioning measurements could be used to collect such measurements also for MDT purposes. In the E-UTRAN UE positioning architecture the eNB has a subordinated role. It is the MME that sends location requests to the E-SMLC, which handles the positioning. Since MDT measurement collection is located in the eNB, substantial specification changes and some duplication of functionality between eNB and E-SMLC would be required to support collection of positioning measurements for MDT purposes. Therefore, RAN2 does not think that collection of positioning measurements in the eNB is a feasible solution.
2. Actions:

RAN2 kindly asks SA5 to take the above information into account.
3. Date of Next TSG-RAN WG2 Meetings:
TSG-RAN WG2 Meeting #77
6 - 10 Feb 2012 

Dresden, Germany
TSG-RAN WG2 Meeting #77 bis                                 26 - 30 Mar 2012 

XX, South-Korea
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