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1. Overall Description:

SA1 would like thank SA5 for the liaison statement in S5-112706 on including Wi-Fi / LTE RAT combination for Inter-RAT ESM.

SA1 discussed the questions raised by SA5 and concluded the following:

1. Can a support be expected within the Rel-11 time frame of WiFi as a RAT to which LTE could handover traffic in order to be able to apply energy saving to the LTE network? 

There are existing mechanisms above the RAN (ie in the CN) to support mobility between 3GPP and WLAN. The UE can perform offload to WLAN based on pre-configured policy, policy received from ANDSF and user decision.
2. A proposal was made at SA5 to use the following additional information for the decision about energy saving: Prior to moving UEs from RAT2 to RAT1 by Inter-RAT HOs, the serving controller would ask UEs if such a HO would be acceptable from a UE point of view. In case a negative response from too many UEs, the Inter-RAT HO – and energy saving - would not be done. 
Is there a way to ask an UE if the Inter-RAT HO target is acceptable? If not: can the introduction of such functionality be appropriate within the Rel-11 time frame? Alternatively: Can the serving controller assess the acceptability of an Inter-RAT HO target for UEs on its own?

Current SA1 specifications do not provide any requirements or use cases for network to ask an UE if the inter-RAT HO target is acceptable and there is no plan to define such requirements in Rel-11. 
2. Actions:

To SA5 group
ACTION: 
SA1 kindly asks SA5 to take into account the response above for their further work on the matter.
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