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5.8.4
MBMS Counting Procedure

5.8.4.1
General
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Figure 5.8.4.1-1: MBMS Counting procedure

The MBMS Counting procedure is used by the E-UTRAN to count the number of RRC_CONNECTED mode UEs which are receiving via an MRB or interested to receive via an MRB the specified MBMS services. 
The UE determines interest in an MBMS service, that is identified by the TMGI, by interaction with upper layers.

5.8.4.2
Initiation

E-UTRAN initiates the procedure by sending an MBMSCountingRequest message.
5.8.4.3
Reception of the MBMSCountingRequest message by the UE

Upon receiving the MBMSCountingRequest message, the UE in RRC_CONNECTED mode shall:

1>
if the UE is receiving via an MRB or interested to receive via an MRB at least one of the services in the received countingRequestList:
2>
if more than one entry is included in the mbsfn-AreaInfoList received in SystemInformationBlockType13:

3>
include the mbsfn-AreaIndex in the MBMSCountingResponse message and set it to the index of the entry in the mbsfn-AreaInfoList within the received SystemInformationBlockType13 that corresponds with the MBSFN area used to transfer the received MBMSCountingRequest message;
2>
for each MBMS service included in the received countingRequestList:
3>
if the UE is receiving via an MRB or interested to receive via an MRB this MBMS service:

4>
include an entry in the countingResponseList within the MBMSCountingResponse message with countingResponseService set it to the index of the entry in the countingRequestList within the received MBMSCountingRequest that corresponds with the MBMS service the UE is receiving or interested to receive;

2>
submit the MBMSCountingResponse message to lower layers for transmission upon which the procedure ends;
NOTE 1:
UEs that are receiving an MBMS User Service [56] by means of a Unicast Bearer Service [57] (i.e. via a DRB), but are interested to receive the concerned MBMS User Service [56] via an MBMS Bearer Service (i.e. via an MRB), respond to the counting request.

NOTE 2:
UEs that are unable to receive the MBMS service for which counting is performed e.g. due to ciphering at upper layers layer do not respond to the counting request.
NOTE 3:
The UE treats the MBMSCountingRequest messages received in each modification period independently. In the unlikely case E-UTRAN would repeat an MBMSCountingRequest (i.e. including the same services) in a subsequent modification period, the UE responds again.
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