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	Reason for change:
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	In RAN2#76 meeting, it was agreed to clarify followings;

Except for handover, E-UTRAN does not reconfigure sps-Config when there is a configured downlink assignment or a configured uplink grant (see 36.321 [6]).
However it is still possible that UE receives sps-Config for other than handover reason when there is a configured assignment/grant due to lost PDCCH becaue of e.g. missed PDCCH releasing configured assignment/grant.

	
	

	Summary of change:
(

	It is clarified in section 5.3.5.5 that UE consider reconfiguration failure happen if it receives sps-Config without mobilityControlInfo in the same message when there is a configured assignment/grant.

Impact analysis
Impacted functionality:

UL-SCH data transfer 
Inter-operability:

There is no inter-operability issue because it affects only UE
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5.3.5.5
Reconfiguration failure

The UE shall:

1>
if the UE is unable to comply with (part of) the configuration included in the RRCConnectionReconfiguration message:

2>
continue using the configuration used prior to the reception of RRCConnectionReconfiguration message;

2>
if security has not been activated:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause other;

2>
else:

3>
initiate the connection re-establishment procedure as specified in 5.3.7, upon which the connection reconfiguration procedure ends;

NOTE 1:
The UE may apply above failure handling also in case the RRCConnectionReconfiguration message causes a protocol error for which the generic error handling as defined in 5.7 specifies that the UE shall ignore the message.

NOTE 2:
If the UE is unable to comply with part of the configuration, it does not apply any part of the configuration, i.e. there is no partial success/ failure.
NOTE 2:
If UE receives sps-Config without mobilityControlInfo in the same message when there is a configured downlink assignment and/or configured uplink grant, it consider unable to comply the configuration.
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