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	In RAN1#68 it was agreed (R1-120850) that in the 25.213 specification the channel combining operation for UL CLTD activation states 2 and 3 should be removed, and that the corresponding operation for activation states 4 and 5 need to be re-named to 2 and 3 respectively.
The current 25.331 specification nees to be aligned with the 25.213 specification following the RAN1 decision.

The current 25.331 specification is also not aligned with 25.211 specification with regards to the number of slot formats for F-TPICH.
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	Update the description of the IE “F-TPICH slot format” in the table in sub-clause 10.3.6.125 from (0..10) to (0..9).
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// MODIFIED SECTION //
10.3.6.125
Uplink CLTD info FDD

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	CHOICE Configuration info
	MP
	
	
	
	REL-11

	>Continue
	
	
	(no data)
	Used in reconfigurations without interruption of uplink CLTD operation.
	REL-11

	>New configuration
	
	
	
	
	

	>>S-DPCCH info
	MP
	
	
	
	REL-11

	>>>S-DPCCH/DPCCH power offset
	MP
	
	Integer (0..6)
	Refer to quantization of the power offset in [28].
	REL-11

	>>F-TPICH info
	MP
	
	
	
	

	>>>F-TPICH slot format 
	MP
	
	Integer (0..9)
	Slot format used by F-TPICH in [26].
	REL-11

	>>>F-TPICH code number
	MP
	
	Integer (0..255)
	
	REL-11

	>>>F-TPICH frame offset
	MP
	
	Integer (0..38144 by step of 256)
	Offset (in number of chips) between the beginning of the P-CCPCH frame and the beginning of the F-TPICH frame

This is called (F-TPICH,m in [26].
	REL-11

	>>>F-TPICH reliability window size
	MP
	
	Enumerated (3 slots, 240 slots)
	Number of slots for UE to measure the reliability of the received TPI on F-TPICH.
	REL-11

	>>Initial CLTD activation state
	MP
	
	Enumerated (first state, second state)
	Indicates the CLTD activation state as described in [27].
	REL-11

	>>Primary CPICH info
	CV-DCHOnly
	
	Primary CPICH Info
10.3.6.60
	Indicates the cell that transmits the precoding weights amongst the active set cells.
	REL-11


	Condition
	Explanation

	DCHOnly
	This IE is mandatory present if HS-DSCH is not configured and only DCH is configured. Otherwise it is not needed.


// NEXT MODIFIED SECTION //
11.3
Information element definitions
F-TPICH-Information ::=

SEQUENCE {


ftpich-SlotFormat




FTPICH-SlotFormat,


ftpich-CodeNumber




INTEGER (0..255),


ftpich-FrameOffset




FTPICH-FrameOffset,


ftpich-ReliabilityWindowSize

ENUMERATED { slots-3, slots-240 }
}
-- Actual value FTPICH-FrameOffset = IE value * 256

FTPICH-FrameOffset ::=



INTEGER (0..149)

FTPICH-SlotFormat ::=



INTEGER (0..9)
// NEXT MODIFICATION //
UL-CLTD-InfoFDD ::=
CHOICE {

configurationInfo




CHOICE {


continue






NULL,



newConfiguration




SEQUENCE {




s-dpcch-Info




S-DPCCH-Information,



f-tpich-Info




F-TPICH-Information,




initial-CLTD-ActivationState
ENUMERATED { first-state, second-state },



primaryCPICH-Info



PrimaryCPICH-Info

OPTIONAL


}


}
}
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