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	Reason for change:
(

	Currently, the UE instructs the physical layer to forget HS-SCCH orders for HS-SCCH less operation in case of a serving cell change. However, when the serving cell is not changed as a result of a reconfiguration, there is some ambiguity as to whether the UE should remember or forget the HS-SCCH less orders received prior to this message.

	
	

	Summary of change:
(

	It is clarified that if UE has HS-SCCH less configured before and after receiving a message in which the value of IE "HS-SCCH less information" is not "Continue HS-SCCH less operation" and the serving HS-DSCH cell was not changed as a result of this message, the UE shall instruct the physical layer to consider that the HS-SCCH less related HS-SCCH orders were never received. 

Further, if the value of IE "HS-SCCH less information" included in the message is "Continue HS-SCCH less operation"and the serving HS-DSCH cell was not changed as a result of the received message, the UE shall instruct the physical layer to remember the HS-SCCH less related HS-SCCH orders.
In addition, the following text is removed from 8.5.35 because there is already a complete text on top of it to refer to the same UE behavior.

If variable HS_SCCH_LESS_STATUS is set to TRUE and the serving HS-DSCH cell was changed as a result of the received message, the UE shall instruct the physical layer to consider HS-SCCH orders were never received.
Impact Analysis

Impacted functionality:
The change only impacts the corrected functionality of HS-SCCH less operation.
Inter-operability:  

1. If the NW is implemented according to the CR and the UE is not, there may be 

   a mismatch between the NW and the UE on the physical layer 

     activation/deactivation status of HS-SCCH less operation..

2. If the UE is implemented according to the CR and the NW is not, there may be 

     a mismatch between the NW and the UE on the physical layer 

     activation/deactivation status of HS-SCCH less operation.


	
	

	Consequences if 
(

not approved:
	If UE has HS-SCCH less configured before and after receiving a message and the serving HS-DSCH cell was not changed as a result of this message, there may be a mismatch between the NW and the UE on the physical layer activation/deactivation status of HS-SCCH less operation.
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8.5.35
Actions related to HS_SCCH_LESS_STATUS variable (FDD only)

If the UE receives RRC CONNECTION SETUP, ACTIVE SET UPDATE, CELL UPDATE CONFIRM, or any reconfiguration message;

1>
the UE shall determine the value for the HS_SCCH_LESS_STATUS variable.

The variable HS_SCCH_LESS_STATUS shall be set to TRUE only when all the following conditions are met:

1>
the UE is in CELL_DCH state;

1>
the variable HS_DSCH_RECEPTION is set to TRUE;

1>
no DPDCH is present in uplink and F-DPCH is configured in downlink;

1>
the UE is not configured in MIMO mode;

1>
the variable HS_SCCH_LESS_PARAMS is set;

1>
the IE "HS-SCCH less information" is included in the received message.

If any of the above conditions is not met and the variable HS_SCCH_LESS_STATUS is set to TRUE the UE shall:

1>
set the variable HS_SCCH_LESS_STATUS to FALSE;

1>
clear the variable HS_SCCH_LESS_PARAMS;

1>
stop all HS-SCCH less related activities.

If variable HS_SCCH_LESS_STATUS is set to TRUE and the serving HS-DSCH cell was changed as a result of the received message or HS-SCCH order from the target cell, the UE shall instruct the physical layer to consider that the HS-SCCH orders from the serving cell were never received.

If the variable HS_SCCH_LESS_STATUS is set to TRUE, the value of IE "HS-SCCH less information" included in the message is not "Continue HS-SCCH less operation" and the serving HS-DSCH cell was not changed as a result of the received message, the UE shall instruct the physical layer to consider that the HS-SCCH less related HS-SCCH orders were never received. 

If the variable HS_SCCH_LESS_STATUS is set to TRUE, the value of IE "HS-SCCH less information" included in the message is "Continue HS-SCCH less operation" and the serving HS-DSCH cell was not changed as a result of the received message, the UE shall instruct the physical layer to consider that the HS-SCCH less related HS-SCCH orders were received.
Whenever the variable HS_SCCH_LESS_STATUS is set to TRUE, the UE shall:

1>
configure the physical and MAC layers to operate according to the HS_SCCH_LESS_PARAMS;

1>
configure the physical layer to use a virtual IR buffer size of at least 4536 bits for HS-SCCH less HS-DSCH transmissions.
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